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                                       City Purchasing          General Information 206-684-0444

Current Contract Information

	ALERTS

This contract is not intended for anything that is more properly classified as Public Works.  

This contract is limited to only those items expressly provided for in this contract.

Do not use for federally funded purchases without a specific review for your grant funding requirements.

	Contract Title  
Vehicles Medic Units & Repairs
	Contract # 
0000001985

	Buyer
	Name: 
Rick Davison
	Phone:

206-684-8310
	E-Mail: 
Rick.davison@seattle.gov

	Vendor (name/address)

	Braun Northwest Inc

	Vendor ID#   0000011016

	Vendor Contact
	Contact:   John or Linda Braun


	
	Phone: 360-748-0195      


	Fax: 360-748-0256

	E-Mail:  johnbraun@braunnorthwest.com




	WMBE Status
	 FORMDROPDOWN 


	Description


	· This contract is a result of  FORMDROPDOWN 
 


	Contract Term
	11/05/11 – 11/05/16

	Future Extension Option
	Future extensions allowed


	Freight Terms
	Destination

	Prompt Pay Discount
	Net 30

	Delivery ARO
	Prepay and add to invoice

	Order Instructions
	For Use By: All City Departments 
	Order Limit:  N/A

	Contracting Options
	This is the only City contract for this product.  Unless a separate competitive process is undertaken, this contract must be used when a product is sought that matches contract offerings. Call the Buyer for advice.



	Comprehensive Contract


[image: image1.emf]0000001985_contrac t.pdf


	Current Pricing

[image: image2.emf]0000001985v1a3.pd f



	Original ITB / RFP 




	Contract History
	Contract Start date 11/06/06 – 11/05/11
Change Order #1 – Issued to update specifications, pricing, and terms and conditions effective 12/30/07
Change Order #2 – Issued to extend the contract until 11/05/16
Change Order #3 

Change Order #4- 



	Vendor Emergency Contact Information

	Emergency Contact Name
	John Braun

	Emergency Phone Number
	800-245-6303 or 360-748-0195

	Back-Up Emergency Phone Number 
	

	Contact information for company locations areas outside Seattle that can be called upon in an emergency

Alternative Address
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The City of Seattle
PURCHASING SERVICES
700 — 5™ AVE #4112

PO BOX 94687

Seattle WA 98124-4687

Vendor# 0000011016
BRAUN NORTHWEST INC
150 North Star Drive

PO Box 1204

Chehalis WA 98532-0230
Contact: John or Linda Braun

Phone #: 360-748-0195 or 800-245-6303

Fax#: 360-748-0256

Email: jchnbraun@braunnorthwest.com

BLANKET CONTRACT

Blanket Contract # Date
0000001985 10/21/11

Change Order #
2

Payment Terms Freight Terms
Net 30 Prepay and Add to Invoice

Buyer: FAX:
Laura Kim 2086-386-0068

Phone:
206-684-0445

Ship To:

CITY DEPARTMENT

Bill To:

SEE BELOW

Braun Northwest Inc is awarded a contract for providing North Star Medic One Aid Units with
warranty, parts and service, to the City of Seattle, as a result of sole source negotiations
conducted by the City. See Attachments #1, #2, #3, #4 for specifications and conditions.

Original Contract Term: 11/06/06 through 11/05/11
Change Order #1: Issued to update specifications, pricing and terms and conditions effective

12/30/07.

Change Order #2: Issued to extend contract until 11/05/16

Orders shall be placed by CITY DEPARTMENT. Invoices shall be mailed in duplicate to the
CITY DEPARTMENT, Accounts Payable, per attached list. Each invoice shall indicate

Contract 0000001985.

In all other respects, the contract remains the same.

b@l[ﬂ/ﬁl‘ﬂ/\ [0/21/201/

Authdrized Signature/Date

?M D«fou\c—g& ‘Of&fft\






Attachment #1
VENDOR CONTRACT #0000001985 Change Order #2
11/05/11 - 11/05/16

BRAUN NORTHWEST, INC.
PO BOX 1204
Chehalis, WA 98532-0320

TEL: 800-245-6303
FAX: 360-748-0256

NORTHSTAR MEDIC ONE UNIT ON A FORD E-450 CHASSIS
Pricing per Attachment #2- Proposal per Base Specification

Vehicle acquisitions on this contract for the sole use by the Fleets & Facilities Department,
Seattle City Light, Seattle Public Utilities. FLEETS & FACILITIES DEPARTMENT WILL
CONTROL THE FLOW OF WORK.

All delivery orders must be signed by:

Sam Houghtaling, 206 -684-4138, Guy Noren 206-684-0141 Fleets & Facilities Department
Mitch Halgren, 206-233-2755, Fire Station #10

Steve Skylstad, 206-386-1269, Fire Garage

Rod Masterjohn, 206-386-1161, Fleets & Facilities Repair Shop

Michael Vincent, 206-386-1941, Fleets & Facilities South Services Center

Michael Morrison, 206-386-1709, Seattle City Light

Frank Jacobson, 206-386-1843, Seattle Public Utilities

Vendor Contact: John Braun, 800-245-6303 or johnbraun@braunnorthwest.com

Invoices, MSO’s and Title applications shall be delivered with vehicles.

Vehicles will become the property of one of three City of Seattle departments. The department
will be clearly identified on the delivery order. MSO’s and Title Applications shall show the
legal owner as one of the following:

FLEETS & FACILITIES DEPT.
Attn: Fleet Manager

700 5™ Ave #5200

PO BOX 94689

Seattle WA 98124-4689

SEATTLE CITY LIGHT
Attn: Fleet Coordinator
700 5™ Ave # 3300

PO BOX 34023

Seattle WA 98124-4023

SEATTLE PUBLIC UTILITIES
Attn: Fleet Coordinator

2700 Airport Way S

Seattle WA 98134

PARTS & SERVICES FOR AID CARS

Page 1 of 2





Attachment #1
VENDOR CONTRACT #0000001985 Change Order #2
11/05/11 - 11/05/16

BRAUN NORTHWEST, INC.
PO BOX 1204

Chehalis, WA 98532-0320
TEL: 800-245-6303
FAX: 360-748-0256

Pricing per Attachment #3- Remount/Refurbish Proposal per Base Specification

NOTE: This portion of the contract may be utilized by the Seattle Fire Department.
PARTS: Prices to be quoted at time of order (10% off list price)

SERVICES: Aid Cars under warranty will be picked up and delivered by the supplier at no
charge to the City of Seattle.

Aid Cars past warranty will be delivered and picked up by City of Seattle
personnel.

WARRANTY SERVICE and recall work must be performed by the seller at their
facility in Chehalis, WA. Contractor will pick up City vehicles from City facility
and returned to City facility.

All work requests done by an outside source shall have written pre-approval from
the Contractor and submitted to the City for final approval.

Vendor contact for Service and Warranties: Arlen Everist, 800-245-6303 or
arleneverist@braunnorthwest.com

LABOR RATES:
Normal Business Hours M-F  7:00AM to 3:30PM $85.00/hr
Overtime: After Hours  Sat, Sun, & Holidays $85.00 plus $42.50

Payment Terms: Net 30
FOB: Destination
Freight: Prepaid & Add to Invoice

Continuation of this contract is contingent upon maintenance of insurance as indicated, and in accordance
with the “Requirements for Insurance”
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The City of Seattle
PURCHASING SERVICES
700 — 5™ AVE #4112

PO BOX 94687

Seattle WA 98 124-4687

Vendor # 0000011016

BRAUN NORTHWEST INC

150 North Star Drive

PO Box 1204

Chehalis WA 98532-0230

Contact: John or Linda Braun

Phone #: 360-748-0195 or 800-245-6303
Fax#: 360-748-0256

Email: johnbraun@braunnorthwest.com

Blanket Contract #

Date Change Order #
= e il
Payment Terms Freight Terms
Prepay and Add to Invoice
Buyer:

FAX: Phone:
206-386-0068 206-233-7158

Ginny Justiniano

fr ‘/l\\

0000001985

Ship To:

CITY DEPARTMENT

S
|\ Bill To:

—

fEE BELOW

e

Braun Northwest Inc is awarded a contract change for providing North Star Medic One Aid

Units with warranty, parts and service, to the City of Seattle, as a result of sole source

negotiations conducted by the City. See Attachments #1, #2 #3, #4 for specifications and

conditions.

Original Contract Term: 11/06/06 through 11/05/11
Change Order #1: Issued to update specifications, pricing and terms and conditions

effective 12/30/07.

Orders shall be placed by CITY DEPARTMENT.

invoices shall be mailed in duplicate to the

CITY DEPARTMENT, Accounts Payable, per attached list. Each invoice shall indicate

Contract 0000001 985.

This contract is subject to change per your offer dated 11/15/07.

In all other respects, the contract remains the same.






Attachment #1
VENDOR CONTRACT #0000001985 Change Order#1
11-06-2006 through 11-05-2011

BRAUN NORTHWEST, INC.
PO BOX 1204

Chehalis, WA 98532-0320
TEL: 800-245-6303
FAX: 360-748-0256

NORTHSTAR MEDIC ONE UNIT ON A FORD E-450 CHASSIS

Pricing per Attachment #2- Proposal per Base Specification

Vehicle acquisitions on this contract for the sole use by the Fleets & Facilities Department,
Seattle City Light, Seattle Public Utilities. FLEETS & FACILITIES DEPARTMENT WILL
CONTROL THE FLOW OF WORK.

All delivery orders must be signed by:

John Faist, 206-684-0139, Ernie Baker, 206-684-0141 or Rick Haggard, 206-233-2785 Fleets &
Facilities Department

Mitch Halgren, 206-233-2755, Fire Station #10

Steve Skylstad, 206-386-1269, Fire Garage

Rod Masterjohn, 206-386-1161, Fleets & Facilities Repair Shop

Michael Vincent, 206-386-1941, Fleets & Facilities South Services Center

Michale Morrison, 206-386-1709, Seattle City Light

Frank Jacobson, 206-386-1843, Seattle Public Utilities

Vendor Contact: John Braun, 800-245-6303 or johnbrauni braunnorthwest.com

Invoices, MSQ’s and Title applications shall be delivered with vehicles.

Vehicles will become the property of one of three City of Seattle departments. The department
will be clearly identified on the delivery order. MSO’s and Title Applications shall show the
legal owner as one of the following:

FLEETS & FACILITIES DEPT.
Attn: Fleet Manager

700 5™ Ave #5200

PO BOX 94689 -

Seattle WA 98124-4689

SEATTLE CITY LIGHT
Attn: Fleet Coordinator
700 5™ Ave # 3300

PO BOX 34023

Seattle WA 98124-4023

SEATTLE PUBLIC UTILITIES
Attn: Fleet Coordinator

2700 Airport Way S

Seattle WA 98134
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Attachment #1 _
VENDOR CONTRACT #0000001985 Change Order#1
11-06-2006 through 11-05-2011

BRAUN NORTHWEST, INC.
PO BOX 1204

Chehalis, WA 98532-0320
TEL: 800-245-6303

FAX: 360-748-0256

PARTS & SERVICES FOR AID CARS

Pricing per Attachment #3- Remount/Refurbish Proposal per Base Specification

NOTE: This portion of the contract may be utilized by the Seattle Fire Department.
PARTS: Prices to be quoted at time of order (10% off list price)

SERVICES: Aid Cars under warranty will be picked up and delivered by the supplier at no
charge to the City of Seattle. :

Aid Cars past warranty will be delivered and picked up by City of Seattle
personnel.

WARRANTY SERVICE and recall work must be performed by the seller at their
facility in Chehalis, WA. Contractor will pick up City vehicles from City facility
and returned to City facility.

All work requests done by an outside source shall have written pre-approval from
the Contractor and submitted to the City for final approval.

Vendor contact for Service and Warranties: Arlen Everist, 800-245-6303 or
arleneverist(@braunnorthwest.com

LABOR RATES:
Normal Business Hours M-F 7:00AM to 3:30PM $85.00/hr
Overtime: After Hours  Sat, Sun, & Holidays $85.00 plus $42.50

Payment Terms: Net 30
FOB: Destination
Freight: Prepaid & Add to Invoice

Continuation of this contract is contingent upon maintenance of insurance as indicated, and in accordance
with the “Requirements for Insurance”

Page 2 of 2





Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

BRAUN NORTHWEST, INC

DETAILED SPECIFICATIONS
FOR
CITY OF SEATTLE
SEATTLE, WASHINGTON

CHASSIS

1.01

1.01.01

1.01.02

BraunNW{min)
11-15-07

OEM CHASSIS

2006 Ford E-450, meeting all the specifications of Section 1.01
— 3 year/36,000 mile "Bumper to Bumper" warranty

—~  Ambulance Prep. Package )

—  Dual Rear Wheels

— Provided by Braun Northwest

SPECIFIC RATINGS

@ o @ © O ¢ © ° © @

Drive—4 x 2

G.V.W.R. - 14,050 lbs.

Wheelbase — 158”

Cab to Axle - 100"

Curb Weight — 10,000 Ibs. Approximate
Payload — 3,950 lbs. Approximate

Front Spring Capacity — 4,600 Ibs.

Rear Spring Capacity — 9,450 lbs.

Front Axle — 4,600 Ibs.

Rear Axle — 9,450 lbs.

Rear Differential — 4.10:1 ratio, limited slip wide track rear axle

POWER TRAIN

Engine

— 6.0 liter turbo diesel

— 5 year/100,000 mile warranty

—  External oil cooler

—  Factory diesel package

— 1,000 watt engine heater

— Heavy duty dry type air cleaner with flow restriction indicator
Engine Cooling System

— Heavy duty, closed-air, free-liquid state type

—  Coolant recovery system

—  50/50 solution Permanent type antifreeze to —40 degrees F
Transmission

—  Heavy duty automatic, five (5) speeds forward, one (1) reverse
— External oil cooler in chassis grille area

1 of 37 City of Seattle Medic One
Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1

11/06/06 through 11/05/11
e Exhaust System
—  System complies with Federal Motor Carrier Safety Regulations, Part 393.83
—~ Suspended using three (3) hangers, excluding manifold attachment
— Discharge at right rear side of module _
— Tailpipe shall not terminate within six (6) inches of the vertical axis of the fuel
tank filler opening.

1.01.03 STEERING
e Power assisted
e  Tilt steering wheel
e  Shock type steering stabilizer

1.01.04 SHOCK ABSORBERS/STABILIZER BARS
e Heavy-duty shock absorbers front and rear
e OEM 1.00” front and 1.125” rear stabilizer bars

1.01.05 BRAKES
e Heavy duty power assisted, Front and rear disc
e Front 13.03" diameter, Rear 12.90" diameter
e Four Wheel ABS

1.01.06 TIRES AND WHEELS
o OEM LT 225-75Rx-16E all-season steel belted radials on 16”x 6” rims.
e  Wheels painted white
e Seven (7) tires and wheels
e Spare tire and wheel shipped loose

1.01.07 ELECTRICAL
e  Alternators — OEM Dual 110 Amp
e Batteries — OEM Dual 750 CCA
e  Auto Throttle — OEM installed

1.01.08 INSTRUMENT PANEL AND CONTROLS
e Gauges
— Trip odometer
- Voltmeter
—  Fuel

— Coolant temperature

—  Oil pressure

— Diesel engine warning lights
e Controls

—  Cruise

— Audio - OEM AM/FM/CD

BraunNW{mm) i 2 0f37 City of Seattle Medic One
11-15-07 Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1

11/06/06 through 11/05/11
1.01.09 CAB EXTERIOR
e Hom - OEM dual electric
e Windows
— Power
— Tinted safety glass
e  Windshield wipers
— Two- speed electric
~  Washer and intermittent speed control
e Mirrors
— Interior Day/Night rear view mirror
~  Two (2) black, below eye level, manually telescoping trailer tow
— Power glass
- Upper portion 7°W x 8.25”H.; Lower portion 6.5”W x 2”H convex
Chrome Bumper and Grille
e  Aerodynamic Halogen Headlamps
Fuel tank — OEM 55 Gallons

1.01.10 CAB INTERIOR
e Seats— OEM
—  Cloth covered high back Captain’s Chairs
— Combination lap and shoulder harness
— Retractable arms on inside, side door armrest
e Climate Control - OEM
— Heavy duty, fresh air, high capacity heater/defroster
—  Dehumidifying air conditioning system
e Interior Upgrade Package (18C)
— Cloth Headliner
—  High-Series Door Trim Panels
—  Cloth Sun Visors
—  Rubber Flooring
—  Power Door Locks
—  Power Windows
e Lights and Convenience Group
—  Courtesy light switches on all doors
—  Warning chimes
— Headlight-on audible alert
— Iluminated entry
e Ambulance Prep. Package
—  Dual air bags

1.01.11 COLORS
e Exterior — White
e Interior — Gray

.BraunN'W{mm) 3 0f37 City of Seattle Medic One
11-15-07 Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

1.02

1.02.03A

1.02.04A

1.02.05

1.02.12X

1.02.20X

1.02.21X

1.02.31X

1.02.33X

1.02.41X

BraunNW(mm)

11-15-07

CHASSIS MODIFICATION
The following modifications will be made to the chassis by Braun Northwest.

SIMULATORS

Stainless steel wheel simulators shall be installed on all outer wheels, with valve stem
extenders on the two (2) inside rear wheels, and “J” style valve stem extenders on the two
(2) outer rear wheels.

EXHAUST HEAT SHIELD

Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the
frame cross member just behind the rear axle.

RUNNING BOARDS WITH SPLASH GUARDS

Shall be installed on both sides of the vehicle. They shall be made of 0.090" polished
aluminum diamond plate. The running boards shall be flared to the front corner of
module. The splashguards shall be welded to the forward end of the running boards. The
entire assembly shall be securely mounted with stainless steel 1/4"-20 Truss head bolts.

MAP BOOK HOLDER
Shall be an integral part of the driver's console. (Section 6.09 Related)

SECURE IDLE
Install Secure Idle system, allowing engine to idle without the key in the ignition.
Switch shall be mounted under the dash on the driver’s side.

CIIASSIS DOME LIGHTS

Two (2) Maxxima LED-300CL lights shall be installed in the cab. One (1) over the
driver and one (1) over the passenger. Each light shall be switched separately by a switch
in the driver’s console.

STATION EXHAUST
A Ward “No Smoke” Exhaust system shall be installed with a control switch in the cab,
above the driver’s console. (Section 8.03 related)

TRAILER HITCH
A trailer hitch shall be provided and installed on front of the chassis. Trailer hitch used to
attach a bicycle carrier.

CHASSIS CAB DOORS-
Replace the cab interior lower door pockets with an aluminum plate.

4 of 37 City of Seattle Medic One
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Attachment#2
Blanket Contract#0000001985 Change Order#1

11/06/06 through 11/05/11
1.03 MODULE-TO-CHASSIS MOUNTING SYSTEM

1.03.01 MODULE MOUNTING SYSTEM ;
Module mounting system shall be designed and used as supplied by chassis
manufacturer. It shall consist of 12 rubber puck mounts secured with chassis
manufacturer supplied .500" hardened bolts.

1.03.02 CAB-TO-MODULE ATTACHMENT
The module shall be attached to the cab by (20) 5/16" Grade 5 plated steel bolts with
nylock nuts. Access plates shall be provided in the bulkhead wall for the servicing of cab
to module bolts or for remounting of the body.

1.03.03 CAB-TO-MODULE GASKET
Between the cab and module, a closed-cell neoprene weatherproof gasket shall be
installed to minimize electrolytic corrosion.

BraunNW{mm) 5of 37 City of Seattle Medic One
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Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

2 MODULAR CONSTRUCTION
All material utilized shall be of the correct type, alloy, and thickness to withstand the
intended usage and provide protection against cracking, corrosion, or metal fatigue. All
materials utilized shall be of open stock origin, commonly available through local
sources, for rapid and economical repair or modification of the body. Any use of
proprietary parts or materials in the construction of the body is unacceptable, due to
potential delays or difficulties in future repairs or service. NO EXCEPTIONS TO BE
TAKEN IN THIS AREA. This specification has been designed and written to fill
specific needs of this agency. Where brand name, make, or model of equipment has been
specified, no exceptions will be allowed. Where compartment and cabinet sizes have
been specified, bidder must bid substantially (plus or minus 1") the size specified.
The module shall have a transferable lifetime structural warranty.

2.01 MATERIAL
EXTRUSIONS SIZE ALLOY
Structural Tubing 1"x 2" x0.125" sq. 6063-T52
Structural Tubing 2" x 2" x 0.125" sq. 6063-T52
Cross Members 3Mx 3" x 0.375" 6061-T6
Cross Members 15" x 3" x:0.25" 6061-T6
FORMED SHEETING SIZE ALLQOY
Skin/Roof/Compartments/Subfloors/Doors 0.125" 5052-H32
Interior Cabinets 0.090" 5052-H32
Diamond Plate 0.125"/0.08" 3003-H32
Stainless Steel _ 16 ga., 20 ga. 304 # 4B

2.02X MODULE DIMENSIONS
Overall Vehicle Dimensions:
Length 20 4" (244™
Width 74" ( 88") (Excluding mirrors)
Height 8 11.125" (107.125™)
Exterior Module Dimensions: (Specifications are listed a minimum)
Length 13* Q¢ (156"
Width 7 4" ' ( 88"
Height 7 4.375" ( 88.375")
Interior Dimensions:
Length: Forward Wall to Rear Doors 135.75"
Width: Left Wall to Right Wall 83"
Floor Width:  Left cabinets to Squad Bench 50"
Aisle Space:  Cot to Squad Bench 12"
Height: Floor to Ceiling 72"
Load Height:  Ground to Floor Height (Unloaded) 32.625"

BraunNW(mm) 6 of 37 City of Seattle Medic One

- 11-15-07 Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

2.03

2.04

2.05

2.06

2.07A

BraunNW(mm)
11-15-07

STRUCTURAL FRAMING

Side wall and rear wall construction shall consist of 2" x 2" x 0.125" aluminum square
tubing extensions welded together with a maximum of 14" centers. 1" x 2" x 0.125"
aluminum tubing may be utilized in addition to the 2" x 2" tubing to accommodate
custom compartment sizes. The bottom of the wall structure shall be sealed with welded
2" x 2" tube, 2" x 2" angle or 0.125" plate depending upon location. Wall structure shall
be capped with a 2" x 2" x 0.125" header upon which the 2" x 2" x 0.125" roof structure
is welded. This process provides a unitized roll cage structure for greater occupant
safety. The front wall structure shall be constructed of a minimum of 1.250" x 3.875" x
0.125" formed aluminum channel to allow ample space for wiring raceways, heater A/C
hoses, and cold air return duct.

FOUNDATION SYSTEM

Shall consist of a 0.125" aluminum sheet subfloor with foundation members securely
welded under the subfloor. Members shall consist of five (5) 3" x 3" x 0.375" structural
angles and one (1) 1.5" x 3" x 0.250" channel (above fuel tank) running full width side to
side with two (2) 0.250" x 1.5" aluminum members running lengthwise between the
structural angles.

MODULE SEAMS

All body and compartment seams at or below floor level shall be full seam welded. The
entire perimeter of the subfloor shall be completely sealed with a caulking material,
creating a watertight, dust-free module environment. '

EXTERIOR SKIN

In addition to welding the exterior skin to structural framing, a Norton very high bond
system shall be utilized full length on all wall and roof frame members. A polyurethane
adhesive sealant shall be applied to the edges of structural tubing at the exterior wall
surfaces.

The module shall be constructed utilizing full size sheet construction to minimize

body seams. Seams above the passage doors and cab shall be minimal. There shall

be no comner or mid body seams.

MODULE ROOF AND SIDEWALL CONSTRUCTION

In order to improve module strength and reduce roof seams the following roof system
shall be utilized. The roof shall be seamed in the center, have a 1.500” radius at the
corners, and provide a weatherproof overlap of the aluminum side sheets 5.25” below the
roofline. The roof shall be supported by positive contact between sidewall framing and
roof framing. All seams on the roof surface shall be full seam welded on the outside and
caulked on the inside. The module roof edges, front and rear, shall be constructed to
allow mounting of the recessed light bars. This roof design shall have been tested to
meet A.M.D. standards and a detailed exploded drawing of the roof structure shall be
provided. In order to avoid the possibility of paint and/or weld cracking, no extrusions
shall be used in the exterior construction of the roof or corners of the vehicle

7 of 37 City of Seattle Medic One
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Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

2.08X

BraunNW({mm)
11-15-07

MODULE EXTERIOR COMPARTMENTS

All compartments are constructed from formed 0.125" aluminum and are securely welded
to the subfloor and structural framing. A baffled drain hole shall be provided in all
exterior compartment bottoms that extend below the floor line. All exterior adjustable
shelves shall be mounted on heavy-duty aluminum unistrut track, which is securely
welded to compartment interiors. Each shelf shall support at least 300 Ibs. of equipment.

COMPARTMENT #1

Interior Dimensions — 17.75"W x 15.5"Hx "D

Doorway Dimensions — 16.25"W x 15.5"H

Location — Streetside upper forward

Shelving — None

Door(s) — Single

Light(s) - ROM LED strip

Additional Instructions — This compartment will be used for storage of an SCBA
cylinder and pack.

Carpet the interior of this compartment with Vitality Ashes gray indoor/outdoor carpet
except the floor.

COMPARTMENT #2

Interior Dimensions — 46.5W x 41.25"H x 16"D

Doorway Dimensions — 42.5"W x 41.25"H

Location — Streetside, forward of wheel well

Shelving — One (1) fixed forward section; one (1) adjustable (One (1) aft of the vertical
divider)

Door(s) — Double

Light(s) — None

Additional Instructions — The 110VAC Power Box shall be installed in the forward wall
(Section 6.21 related), recessed so as not to protrude into the compartment.

A fixed vertical divider shall separate the forward and aft section with an adjustable shelf
in each area. A fixed shelf shall be located in the forward section, and stop at the vertical
divider. Aft of the vertical partition shall be interior/exterior accessible thru Cabinet #7.
A 2” lip shall be installed at floor level with a stainless steel threshold to create a fluid
barrier.

The portable suction unit shall be installed on the adjustable shelf in the aft section with
one (1) 110V AC outlet shall be installed on the aft wall. Shelf shall be installed to leave
4” of clearance between the door check to top of suction unit. Bunker gear shall be
stored in the forward section of the compartment on the fixed shelf. No unistrut in
forward storage area.

COMPARTMENT #3 — Battery Drawer

Interior Dimensions — 29"W x 11"H x 16"D (Critical)

Location — Streetside front

Light(s) — None.

Additional Instructions — This compartment shall be a roll out drawer battery
compartment capable of holding five (5) Odyssey SLI Drycell PC1200 630A CCA
Batteries. The drawer shall have a drain hole, battery hold downs, 300 Ib. capacity slides,
and a stainless steel paddle latch with rotary catch. Battery cable shall be long enough to
allow full extension of the drawer without disconnecting the batteries. The compartment

8 of 37 City of Seattle Medic One
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Attachment#2 _
Blanket Contract#0000001985 Change Order#1

11/06/06 through 11/05/11 _
shall be vented to the outside. (Section 6.24X related). There shall be a door switch
installed wired to the door open warning light in the driver’s console.

BraunNW(mm) 9 of 37 City of Seattle Medic One
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Attachment#2
Blanket Contract#0000001985 Change Order#1

11/06/06 through 11/05/11
COMPARTMENT #4
Interior Dimensions — 23"W x 70.25"H x 15.375"D (Lower) 8.5"D (Upper)
Doorway Dimensions — 23"W x 70.25"H
Location — Streetside rear
Shelving — One (1) fixed
Door(s) — Single
Light(s) - ROM LED strip
Additional Instructions — Install a Stryker stair chair in lower section. Wheels of the
stair chair will fit into a carpeted “U” shaped holder on the floor, and a spring type
fastener will be installed on the back wall to catch the upper grab rail of the stair chair
and hold it in place. Two (2) Ferno hooks shall be installed in the upper portion. A 10
Ibs. fire extinguisher shall be installed on the fixed shelf. This compartment shall be
vented by louvers in the upper and lower portions of the door. The upper louvers shall be
located to allow space for decal.

COMPARTMENT #5

Interior Dimensions — 12.25"W x 70.25"H x 12"D

Doorway Dimensions — 12.25"W x 70.25"H

Location — Curbside rear

Shelving — One (1) fixed

Door(s) - Single

Light(s) - ROM LED strip

Additional Instructions — This compartment shall house an "M" size oxygen cylinder,
and have a viewing window and three (3) retention straps for the oxygen cylinder. Install
the shelf (located 18.5” down from ceiling to bottom of shelf) with Mate’flex and a 1.5”
lip. The compartment shall be vented by louvers in the upper and lower portions of the
door.

A door unlock switch shall be located on the aft wall below the shelf for the passage
electric door locks.

COMPARTMENT #6

Interior Dimensions — 16"W x 41.25"H x 16"D

Doorway Dimensions — 16"W x 41.25"H

Location — Curbside behind wheel well

Shelving — None

Door(s) — Single

Light(s) - ROM LED strip

Additional Instructions — Carpet all the interior of this compartment with Vitality Ashes
gray indoor/outdoor carpet except the floor, ceiling and spring closeout. A closeout shall
be installed in the upper aft corner for the step out push button.
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COMPARTMENT #7
Interior Dimensions — 38"W x 41.125"H x 16"D
Doorway Dimensions — 38"W x 41.125"H
Location — Curbside forward of wheel wells
Shelving — One (1) fixed
Door(s) — Double
Light(s) — None
Additional Instructions — There shall be a back-to-back latch installed on the forward
door. This compartment shall be accessible from inside the module, Cabinet #18. It shall
be used to store a drug kit, vent kit and a pediatric kit. Equipment to be secured by
equipment net covering interior opening. The close out on the aft wall shall be covered
with stainless steel. The fixed shelf shall be located 2 above floor level, creating a 2”7
fluid barrier from floor level to shelf.
Storage for one (1) Orange #1550 Pelican case; one (1) Gray #1520 Peds Pelican case;
one (1) Black #1520 vest Pelican Case; one (1) Blue Mask Pan; and one (1) LifePak 12
shall be provided above the fixed shelf in this compartment. An adjustable aluminum
bolt (painted almond polyurethane) in divider shall be installed 5.5” off the forward wall
to hold the packs in place.

Storage for three (3) “D” cylinders shall be provided under the floor area with a yoke to
be installed at the head of the bottle to hold cylinder off floor. No hold-down straps are
required.

The below floor section, except the floor and ceiling, shall be carpeted with Vitality
Ashes gray indoor/outdoor carpet.

COMPARTMENT #8

Interior Dimensions — 8.25"W x 79.25"H x 20"D

Doorway Dimensions — 8.25"W x 74"H

Location — Curbside, forward of Compartment #7

Shelving — None

Door(s) - Single

Light(s) - ROM LED strip

Additional Instructions — The forward section shall provide storage for two (2) 18" x
72" backboards with runners, one (1) Ferno Scoop Stretcher, and three (3) Thomas ring
splints. Two (2) restraining straps shall provided for backboards. Carpet the entire
interior of this compartment with Vitality Ashes gray indoor/outdoor carpet except the
floor and ceiling. An additional restraining strap shall be installed diagonally across the
compartment from the back wall/forward corner to the aft wall/outside edge.

A Ferno “J”” hook shall be installed along the aft wall for the scoop stretcher. A formed
stainless steel gasket cover shall be installed so that backboards do not cut gasket
material.
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COMPARTMENT #9

Interior Dimensions — 16.25"W x 45"H x 20"D

Doorway Dimensions —-16.25"W x 45"H

Location — Curbside front

Shelving — One (1) adjustable, two (2) fixed; one at floor level, one 9.25” down from top
of compartment door

Door(s) — Single

Light(s) - ROMLED strip .

Additional Instructions — Mid section shall provide inside/outside access. The
adjustable shelf shall be located in the upper portion and provide storage for the customer
supplied and installed radio gear. A painted metal closeout shall be installed over this
section. Radio section shall be vented by louvers in the forward and ceiling closeouts.
The Customer Supplied GPS antenna cable shall terminate in the upper portion.

The lower section shall be used to hold an SCBA bottle and pack. Carpet the interior of
this section with Vitality Ashes gray indoor/outdoor carpet except the floor.

MODULE DOORS
The doors shall be box pan formed with a total thickness of 2".

DOOR SEAL

Each doorframe will have a 0.875" flange for the installation of an air cell hollow core,
360-degree compression door seal. This seal creates watertight, dust-free compartment
integrity. Door seal shall be knock-on type.

DOOR HINGES

Shall be full length, piano type, stainless steel hinges, 2.5" wide with a 0.25" pin. The
hinges shall be attached with 12 x 3/4 stainless steel truss head screws spread 4" apart
and staggered 0.5" horizontally for additional strength and adjustability. Hinges shall be
staked every 4”. All curbside and streetside doors shall be hinged on the forward sides.
All rear doors shall be hinged on the outboard sides.

DOOR LATCHES

Shall be flush mounted, stainless steel, Versch paddle type slam latches with rotary latch
striker posts, which meet FMVSS 206 requirements. Striker shall be adjustable and shall
be secured with a nut from behind doorframe. The striker washer will not be removed.
Cold rolled, threaded 0.162" steel rods shall be used to activate dual rotary latches. Once
final adjustments to latches are made, threads are to have Locktite or equivalent applied.
All double door compartments shall have an exterior stainless steel paddle handle and
rotary latches on each door, eliminating latch interference with adjustable shelves. Doors
will latch to doorframe mounted striker posts only and not to one another. All entrance
doors shall have interior handles with dual point, rod actuated, rotary latch systems,
which are lockable inside and out.  All latches will have a non-slip surface on the |
underside of the latch. All compartment and module access doors shall be keyed for
#510CH keys.

Compartment #7 (inside/outside compartment) will have an interior handle, which are
lockable from the inside and out. Compartment is set up to use as an emergency exit.
The rear entry doors shall be capable of being either side opened first.
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COMPARTMENT DOOR CONTROL

A heavy-duty, double spring door control capable of holding the door open at
approximately a 90-degree angle on any road surface shall be installed at the top of each
compartment door except compartments #1, #4, #5 and #8. Compartment #4 shall have a
Cast Products “grabber” type hold-open device with replaceable rubber catches.
Compartments #1, #5, and #8 shall be controlled by a rubber bumper.

REAR DOOR CONTROL
Shall be Cast Products "grabber" type hold-open devices with replaceable rubber catches.

COMPARTMENT DOOR SKINS
Shall be 0.080" bright aluminum diamond plate and be removable to service door
hardware and installed with 0.25" aluminum rivets. Reflectors shall be added to the
bottom outboard corner of each door.

ENTRANCE DOOR SKINS

Shall be 0.080" bright aluminum diamond plate and be removable to service door
hardware and installed with 0.25" aluminum rivets. Reflectors shall be added to the
bottom outboard comer of each door.

ENTRANCE DOORWAYS
Two (2) rear module entrance doors shall be provided. The rear doorway dimensions
shall be 49.75"W x 66"H.

THRESHOLDS

All compartment and module access doorframes shall have full width formed stainless
steel threshold plates to protect the lower edge of frame. The rear door threshold shall be
0.075-polished stainless steel and have an incline. Front leading edge shall be flush with
patient compartment floor height and overlap 1” and be scaled to the floor.

MODULE INTERIOR CABINETS

Shall be formed of 0.090" aluminum and shall be securely welded or mounted to the
structural framing. All interior adjustable shelves shall be mounted on 1" wide aluminum
Unistrut track.

CABINET #1 - Electrical Cabinet

Interior Dimensions — 18.5"W x 39”H x 167D

Door Dimensions — 16.5"W x 34"H

Location — Streetside, upper forward

Shelving — None

Door(s) — One (1) aluminum hinged door with two (2) rotating non-keyed locks.
Additional Instructions — This cabinet shall house the electrical compartment module.
Louvers shall be installed in the cabinet door for ventilation.
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CABINET #2

Dimensions — 33.75"W x 19.25"H x 10"D (Upper) 14.75"D (Lower)

Location — Streetside forward top

Shelving — One (1) adjustable

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — Install three (3) adjustable dividers on a 24" unistrut track
located on the ceiling of the cabinet.

CABINET #3

Dimensions — 35"W x 8.5"H x 10"D

Location — Streetside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #4

Dimensions — 35"W x 8 5"H x 10"D

Location — Streetside upper a

Shelving — None -

Door(s) - Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #5

Dimensions — 11.5"W x 45"H x 35"D

Location — Streetside aft of cab

Shelving — None

Door(s) — None

Additional Instructions — This cabinet shall be open to behind the driver’s seat. The aft
wall shall be carpeted with Vitality Ashes gray indoor/outdoor carpet.

CABINET #6

Dimensions — 33.75"W x 22.25"H x 16"D

Location — Streetside, forward of squad bench

Shelving — None

Door(s) — None

Additional Instructions — There shall be six (6) 14.25"W x 4"H x 15"D metal drawers.
Each drawer shall operate on 14" slides rated at 300 Ibs. per set and have a gas shock
hold open/closed device to ensure drawers do not accidentally open or close during
operation of the vehicle. Drawers shall be formed of 16 ga. steel welded construction
with an automotive almond enamel finish and formed structural support on the sides and
front of drawers.
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CABINET #7 — Inside/Outside Access

Dimensions — 12"W x 28.5"H x 16"D

Location — Streetside

Shelving — One (1) adjustable

Door(s) — None

Additional Instructions — Install SSCOR portable suction on the adjustable shelf.
Stainless steel shall cover the area between the floor and the bottom of the cabinet. This
raised area shall be 2. (Sections 3.09 and 5.04 Related)

CABINET #8

Dimensions — 24.375"W x 39"H x 5.25"D

Location — Streetside rear

Shelving — None

Door(s) — None

Additional Instructions — A waste and sharps container shall be installed on the wall
above the counter. A shelf with 2 sidewalls shall be provided above the waste and
sharps containers. The forward edge of the shelf shall be angled back towards the rear of
the module. A fixed divider shall separate the forward section of this shelf.

The counter top shall be one-piece 16 gauge, 304 stainless steel turned down along the
aisle side edge.

CABINET #9 — Streetside Squad Bench with Storage
Dimensions — Bench: 49"W x 21.25"H x 15"D

Storage: 49"W x 10.625"H x 15"D
Location — Streetside
Shelving — None
Door(s) — Hinged aluminum bench lid, with an extension, and 3" high-density foam
padding covered with Kodiak gray shall provide access to the storage area. It shall have
a .5” overhang, an automatic hold-open device. The pad shall be removable.
Additional Instructions — Seatbelts shall be installed on the bench to allow for two (2)
side by side. The squad bench base to be formed from aluminum and securely anchored
to sub-floor. The bottom and unfinished sides of the storage area shall be lined with
Vitality Ashes gray indoor/outdoor carpet.
The walls fore and aft shall be covered with Kodiak gray pads.
A louvered exhaust vent shall be installed on the face of the aft end of the cabinet.
(Section 5.20X related)
Aft of the squad bench between the bench lid and wall shall have a stainless steel plate
installed to prevent things from falling into the storage space.
The squad bench base shall be formed of aluminum and securely attached to the floor and
wall.
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CABINET #10

Dimensions — 12.75"W x 72"H x 5"D

Location — Curbside rear

Shelving — None

Door(s) — None

Additional Instructions — There shall be a Perko style chrome vent installed in the upper
portion. Storage for a glove box and L.P-5 batteries shall be located just below the vent.
An oxygen access window with a shelf and 4" lip installed in front of the opening shall be
provided below the glove box.

One (1) 287H tip-out shelf for two (2) “D” cylinders with freezer type latch installed at
floor level. This area shall be coated with a thick coat of textured polyurethane to
prevent rattling. Black rubber shall be installed behind the bottle storage.

There shall be a switch to control the rear electric step installed on the forward wall of the
oxygen tip out storage area. Section 4.17X Related)

CABINET #11

Dimensions - 33.25"W x 8.5"Hx 11"D

Location — Curbside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined a.nodlzed aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #12

Dimensions — 33.25"W x 8.375"Hx 11"D

Location — Curbside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #13

Dimensions — 37.5"W x 19.25"H x 12"D

Location — Curbside, upper forward

Shelving — One (1) adjustable

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #14 — Inside/Qutside Access

Dimensions — 17.75”W x 38.125"H x 20"D

Location — Curbside aft of cab

Shelving — None

Door(s) — None

Additional Instructions — This cabinet shall be open to the inside behind the passenger
seat. The aft wall shall be carpeted with Vitality Ashes gray indoor/outdoor carpet. This
cabinet shall be accessible thru compartment #9.
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CABINET #15 — Drawers

Dimensions — 37.5"W x 22.25"H x 16"D

Location — Curbside

Shelving — None

Door(s) — None

Additional Instructions — There shall be six (6) 14.25"W x 4"H x 15"D metal drawers.
Each drawer shall operate on 14" slides rated at 300 Ibs. per set and have a gas shock
hold open/closed device to ensure drawers do not accidentally open or close during
operation of the vehicle. Drawers shall be formed of 16 ga. steel welded construction
with an automotive almond enamel finish and formed structural support on the sides and
front of drawers.

The upper aft drawer shall have a hidden locking lift latch and will be controlled thru the
hidden unlock switch in cabinet #13.

CABINET #16

Dimensions — 16.5"W x 17"H x 15"D

Location — Curbside, aft of squad bench

Shelving — None

Door(s) — None

Additional Imstructions — This area shall be set up as a blanket cabinet with a blanket
warmer installed on the bottom of the cabinet. Cabinet shall have built in flanges on the
fore and aft wall to hold the blankets in place.

CABINET #17

Dimensions — 16.5"W x 12"H x 10"D

Location — Curbside, aft of squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — An IV warmer shall be installed in this cabinet. A 3”H lip
shall be installed inside the window frame.

CABINET #18 — Inside/Outside Access

Dimensions — 39"W x 28.5"H x 16"D

Location — Curbside, forward of squad bench

Shelving — None

Door(s) — Webbed netting

Additional Instructions — This area shall provide inside/outside access thru
Compartment #7. Bungee type webbed netting shall be installed over the opening and
attached with “S™ hooks. Connection points shall be three (3) top and bottom. “S” hooks
shall be clamped shut along the bottom and only able to detach from the top. The
forward most connections shall be installed on the side wall just aft the waste container.
Stainless steel shall cover the area between the floor and the bottom of the cabinet. This
raised area shall be 2”. (Sections 3.09 and 5.04 Related) Fixed floor level shelf shall be
covered with RCA flooring.

There shall be a waste container with a metal bracket attached to the wall just forward of
this cabinet. (Section 5.26X Related)
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CABINET #19 — Curbside Squad Bench with Storage
Dimensions — Bench: 50"W x 21.25"H x 16"D

Storage: 38"W x 10.625"H x 16"D
Location — Curbside
Shelving — None
Door(s) — Hinged aluminum bench lid, with an extension, and 3" high-density foam
padding covered with Kodiak gray shall provide access to the storage area. It shall have
a 0.5” overhang, an automatic hold-open device. The pad shall be removable.
Additional Instructions — Seatbelts shall be installed on the bench to allow for two (2)
side by side. A Tyco Kendall sharps container with a retention strap shall be installed
into a close out on the front face of the squad bench, forward end. There shall be closed
out inside squad bench storage area. This space shall be accessible through compartment
#7. :
The squad bench base shall be formed of aluminum and securely attached to the floor and
wall. The bottom and unfinished sides of the storage area shall be lined with Vitality
Ashes gray indoor/outdoor carpet.
The walls fore and aft shall be covered with Kodiak gray pads.

CABINET #20- Pre-pack Drug Dispenser

Dimensions — 27"W x 16.5"H x 10"D

Location — Front center over walk thru

Shelving — None

Door(s) — Hinged up smoked Polycarbonate door with a two (2) twist latches. Cut out as
shown in drawing.

Additional Instructions — Five (5) full length adjustable vertical dividers installed.
There shall be a fixed horizontal divider installed at both ends of the drug dispenser and
connected to the side walls. Two (2) half-length vertical dividers shall rest on each
horizontal divider.

CABINET #21 - HVAC

Dimensions — 19"W x 16.5"H x 19.75"D

Location — Front, upper left front stack

Shelving — None

Door(s) — Bolt on metal cover

Additional Instructions — This cabinet shall house the AC/Heater Unit. An 110V AC
heater shall be installed in this area. An 110V heater, inverter panel, and clock shall be
installed below this area. (Section 6.27A related) An upholstered pad shall be installed
on the bottom of this cabinet and wrap around the side of the cabinet.

CABINET #22 — Action Area Wall

Dimensions — 16"W x 40"H

Location — Streetside, forward wall of bench seat

Shelving — None

Door(s) — None

Additional Instructions — It shall contain an attendant control panel, and thermostat.
There shall be a Fire Com headset and plug in installed in this area. Room shall be
provided for a customer supplied and installed phone hand set.
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CABINET #23 — Cool cabinet
Dimensions — 8.125"W x 5.5"H x 9.5”D (Usable space)
Location — Front
Shelving — None
Door(s) — None
Additional Instructions — This cabinet shall house a 12V, cool cabinet. The top of the
counter shall be covered with 17 upholstery. Pad to be held in place with Velcro.
Refrigerator door hinge shall be on the left side, allowing the door to swing to the
roadside when opened. A Straps to secure a Life Pac shall be provided to the top of the
countertop. An 110V AC outlet, and a 12V outlet shall be installed on the wall above
this cabinet.

CABINET #24

Dimensions — 15.75"W x 10"H x 13.625"D

Location — Front, lower left

Shelving — None

Door(s) — Painted metal cover, with a quarter turn non-keyed latch

Additional Instructions — This cabinet shall house the inverter. There shall be louvers
installed on the cover to provide ventilation.

213X CAB TO MODULE PASSAGE
Shall be a walk-thru measuring 20" W x 47.25" H.
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3 COATINGS AND FINISHES
3.01 MODULE FINISH PREPARATION
The module shall be seam sealed and all imperfections on aluminum surfaces of module
shall be sanded smooth. The entire exterior shall be mechanically etched and washed
with wax and grease remover to ensure proper primer and paint adhesion. -
3.02 MODULE PRIMER
Module shall be primed with urethane primer prior to applying the finish coat of acrylic
urethane paint.
3.03 PAINT TYPE
Shall be "Sherwin Williams" acrylic urethane.
3.04X COLOR SCHEME
Base color: Victory Red (Sherwin Williams GB-39339)
Red Paint to wrap approximately 0.25” into all openings (doors, hood, etc.).
Wheels to be painted Oxford White (Sherwin Williams G8-33631 Alt 2)
Stripe #1 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 9.75” down from Lightbar recess
Style: Straight
Material: Genesis acrylic urethane
Location: Starts above side window and includes roof
Reference:  Drawings # 1-4
Stripe #2 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 107
Style: Straight
Material: Genesis acrylic urethane
Location: Sce drawings - Hood to remain Red.
Reference: Drawings 1-4
Stripe #3 Color: Black
Width: 17
Style: Pinstripe
Material: Scotchlite
Location: Top and Bottom edges of Stripe #2
Reference:  Drawings # 1-4
Stripe #4 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Material: Genesis acrylic urethane
Location: Chassis wheels
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3.05A LETTERING/DECALS

Item #1 Decal: “SEATTLE FIRE DEPT.”
Number: One (1)
Color: Ruby Red with Black Outlines
Size: 3”
Material: Scotchlite
Location: Rear, Top of Doors
Reference: Drawing # 2

Item #2 Decal: “SEATTLE FIRE DEPT.”
Number: One (1)
Color: Ruby Red with Black Outlines
Size: 4”
Material: Scotchlite
Location: Front of Module, Centered in White Stripe
Reference: Drawing # 4

Item #3 Decal: - “SEATTLE FIRE DEPT.”
Number: Two (2)
Color: Ruby Red with Black Outlines
Size: 6”
Material: Scotchlite
Location: Left side top, in White stripe

Right side top, in White stripe
Reference: Drawings #3 /1

Item #4 Decal: “MEDIC ONE”
Number: Two (2)
Color: Ruby Red with Black Outlines
Size: 87
Material: Scotchlite
Location: Left side in lower White stripe
Right side in lower White stripe
Reference: Drawings # 3/ 1
Item #5 Decal: “MEDIC ONE”
Number: Two (2)
Color: White with Black Outlines
Size: 87
Material: Scotchlite
Location: Rear doors above Windows

Front on Hood
Reference: Drawings # 2 & 4

Item #6 Decal: Customer Supplied (20"W x 18"H)
Location: As shown on Drawings #1 & 3
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COMPARTMENT FINISH

Compartment #4, #5, #6, forward and below floor portion of compartment #2, and the
lower portion of compartment #7 to be painted almond polyurethane (G8-35521). The
interior/exterior portion of compartments #2, and #7 to be painted almond to match the
interior (G8-35521). Compartment #8, and aft walls of compartments #1, and #9 to be
carpeted with Vitality Ashes interior/exterior carpet. The adjustable vertical divider for
compartment #7 shall be painted almond polyurethane.

INTERIOR CABINETRY FINISH

All interior aluminum shall be sanded, etched, washed, primed, and painted Almond (G8-
35521). Except Cabinet #5, and Cabinet #14, they shall have Vitality Ashes gray carpet
installed on the floor and unfinished sides. The oxygen cylinder storage area, and inside
the cylinder holders of Cabinet #10 shall be coated with textured polyurethane.

MODULE UPHOLSTERY
Shall be Kodiak Gray in color.

MODULE FLOORING MATERIAL

Shall be RCA FLEXI-FLOR MATERIAL. Color will be #766, Marbleized Gray. Seams
will be “double cut” to insure a tight fit and prevent seepage of body fluids and water
through. (Section 5.04 Related)

An insulated floor shall be installed over the subfloor. Tt shall be constructed with square
tubing (0.75" x 0.75" x 0.125"), filled with 0.75" thick polystyrene foam insulation, and
covered with 0.125" aluminum sheet. (Section 2.04 related)

COMPARTMENT LINING
Compartment floors shall be lined with light gray Mate'flex material and the Oxygen
Compartment shelf.

CABINET LINING
Interior cabinet shelves shall be lined with easy sweep mats, which are removable for
ease of cleaning,

SURFACES AND FINISHES
All surfaces and finishes shall be impervious to soap, disinfectants, and water, to permit
washing and sanitizing.

AUTOMOTIVE UNDERCOATING SEAL

The entire chassis underbody and interior floorboards (excluding drive shafts, wheels,
exhaust system, and lubrication fittings, per manufacturer's specifications) shall be
sprayed with undercoating for reduced corrosion and added sound deadening.
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4 MODULE EXTERIOR

4.01X STEP/BUMPER
Shall be a welded construction of 3" x 3" x 0.375" aluminum angle and 2" x 0.250" plate
and shall be covered by aluminum “Open Grip” Grip Strut and provide a 7" step width.
A stainless steel wear plate to be installed full bumper height x 30”W x 0.075”Thick
smooth plate formed over rear edge of bumper and centered on body for stretcher. Wear
plate to be secured with 5/16” stainless steel carriage bolts, washers and self-locking nuts.
18” x 4 dock bumper on both sides. Bumper shall be easily removable and replaceable
in case of damage. Step/bumper designed to accommodate a (one-person style) cot.
(Section 4.17X, and 4.50 related)

4.02 RUB RAILS
Shall be bright finished extruded aluminum of a double channel design and 0.125" wall
thickness for maximum strength. Rub rails shall be 2.5" high x 0.75" wide and run along
the lower edge of body, interrupted only by wheel well opening.

4.03X FENDER RINGS
Shall be installed on the module. They shall be 6” wide rubber to extend to the full
outline of the dual wheels with a rounded outer edge.

4.04 DRIP RAIL
Shall be extruded, anodized aluminum running full length of module at the top of sides,
front, rear and over each exterior compartment. Drip rails shall be installed with stainless
steel screws and be detachable for easy replacement. All drip rails shall be finished with
45 degree angled ends to avoid hooking materials, which brush against the vehicle
causing damage.

4.05 ROCK GUARDS
Made of bright aluminum diamond plate shall cover front module corners 24" up from
bottom of the body, 2.5" down the side of body, and 15" across the front of the body.

4.06 REAR STEP GUARD

' Shall extend from the top of the rear step to the bottom of the rear doors, full width

formed around corners, and 2.5" forward on each side.

4.07 FUEL FILL(S)
Shall be on the streetside of the module. Each location shall have polished cast
aluminum fill well and be properly vented. All fuel filler hoses will be protected with a
0.125" aluminum protection plate. Fuel fills shall be installed in accordance with "Body
Builder's" recommendation.
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MODULE WINDOWS

Shall have black anodized aluminum frames, rubber gaskets, and be attached with screws
for ease of replacement. All module windows to be dual pane with both panes dark tinted
to obtain the darkest tint possible.

The rear door windows shall be 18.75" x 18.75" fixed glass to prevent exhaust from
entering the module.

The curbside and streetside module windows shall be 17.375" x 33.25" with sliding glass,
a positive self-latching catch, and a screen. They shall be installed above the bench seats.
Rear door windows shall have 62% window tinting, with an additional layer of film
tinting on the inside.

STEP, ELECTRIC

Shall be provided and mounted under the rear bumper. It shall be a 36” Kwikee Model
30 Series step wired to an In/Out push button type switch. Step shall automatically close
when the curbside rear door is closed. The switch shall be located on the forward wall of
cabinet #10, above the cylinder tip out storage.

24 of 37 City of Seattle Medic One
Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11

All interior hangers, supports, fasteners, latches, and hinges shall be of a near flush type
design when not in use. The patient compartment shall be free of sharp projections.
Exposed edges and comners shall be broken with a radius, chamfer, or covered with

Shall be covered with Almond colored Formica laminated on 0.25” hardboard panels or

Shall be located over all module access openings and shall be made with 1" high-density

- foam covered with heavy-duty vinyl matching upholstery. The head pad in the walk-thru

area shall be constructed to wrap into the chassis headliner.

Below cabinets on the streetside wall and on the curbside wall squad bench front shall be
stainless steel mud boards from the floor line up to the top of the squad bench front. A
raised lip shall be provided at floor level for Cabinet #7 and Cabinet #18 and at the pass

One (1) 75" long x 1.250" diameter stainless steel grab rail with three (3) support
brackets shall be securely mounted to roof structural framing running through the center.

Each module access door shall have a 1.250" stainless steel grab handle. The rear doors
shall have a 12” horizontal bar mounted under the windows, which may also be used as

Three (3) fixed double hooks shall be installed in the ceiling. Two (2) streetside and one
(1) curbside of grab rail as shown in the drawings. Hooks shall be installed spaced off
the ceiling 0.75”. Install the forward and aft hanger running horizontal, and the middle

A Stryker Model 6370 center mount cot fastener shall be installed.

Two (2) bright finish 16 ga. stainless steel cot plates, 7" x 85", shall run from the rear
door to the forward wheel position. The cot plates shall be attached with a polyurethane
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5 MODULE INTERIOR

aluminum trim, plastic molding, or rubber edging.
5.01X UPPER WALL COVERING

painted aluminum.
5.02X HEADLINER

Shall be one-piece “Royalite” 52 headliner.
5.03X MODULE ACCESS OPENING BUMPERS
5.04X LOWER WALL COVERING

thru. (Section 3.09 Related)
5.05A GRAB RAIL

Grab rail shall be installed offset to the curbside.
5.06X ACCESS DOOR GRAB RAILS

entry assist rails.
5.07X IV HANGERS

hanger vertical.
5.08C COT MOUNT
5.09X COT PLATES

adhesive sealant system.
BraunNW(mm)
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OXYGEN SYSTEM

The entire oxygen system to be assembled with certified Oxygen hose (1000 PSI burst
strength) with brass fittings, pressure tested, and certified. A flow meter shall be hard
plumbed for oxygen distribution in the ceiling above the primary patient. The barbed end
shall be fixed and hang down vertically off a 25 LPM constant flow valve to allow for
one hand hookup. This connection shall be recessed into the ceiling in a painted
aluminum box. A 50-PSI regulator, with 90 degree fitting and one (1) OXYGEN tank
wrench shall be included. A bulkhead connecter shall be installed in the ceiling of
Compartment #5.

SUCTION COLLECTOR

One (1) S-Scort “Ten” Model 2100S suction system with charging plate shall be provided
mounted on the adjustable shelf in the aft portion of compartment #2. Suction charging
plate wired 110V power. Power cord to be secured to wall.

SEATBELTS

Shall be DOT certified non-retracting and shall be installed with all passenger seating.
Two (2) sets shall be installed on the streetside squad bench and two (2) sets shall be
installed on the curbside squad bench.

FLUID BARRIER _

A formed stainless steel floor mounted fluid barrier which is 0.75"" high shall be
provided between module and cab behind console. This barrier shall prevent fluids from
running from the module floor into cab area.

INSULATION

The module sides, ends, roof, and doors shall be insulated to enhance the interior
environment and minimize the conduction of heat, cold, and external noise from entering
the module. The insulation is nonsettling, mildew- and vermin-proof “Dynamit Nobel”
#XPE-2 lb. foam insulation or FFD engineer approved equal. The insulation shall be
secured with contact cement.

MODULE CLIMATE CONTROL SYSTEM

Shall incorporate a combination heating/air conditioning unit with 36,000 BTU heating
and 32,000 BTU cooling. The unit shall have a S80CFM fan and have controls
independent of the cab system. The module system shall be controllable by a thermostat
located on the action wall.

Intake for the HVAC system shall be from two (2) Vetus Scirocco vents on the streetside
of the module and the chassis HVAC system.

EXHAUST VENT

Two (2) ITT Par 3670 motor-powered exhaust vents shall be located: one (1) in the
curbside rear of the module and one (1) at floor level in the streetside squad bench base.
One (1) Vetus Scirocco exhaust vent shall be installed on the exterior of the module.

NO SMOKING/FASTEN SEAT BELTS SIGNS
Two (2) "No Smoking/Fasten Seat Belt" signs shall be installed in the module.
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CLOCK
A 12V DC digital clock shall be installed above the electrical panel door. Clock shall be
wired to the module batteries, and installed on the left front wall, below the 110V heater.

SHARPS/HAZARDOUS WASTE CONTAINERS

Two (2) Tyco Kendall, Model #8967, sharps/hazardous containers and two (2) Waste
Containers shall be provided. One (1) sharps shall be located under the front of the
curbside squad bench cabinet #19, and one (1) in Cabinet #8. The waste containers shall
be installed, one (1) just forward of Cabinet #18 and one (1) in Cabinet #8. (Section
2.10X related)

REFRIGERATOR/COOL CABINET

A dual voltage Cool Cabinet shall be installed in Cabinet #23. There shall be vents to
provide adequate air flow to the cooling coils. Refrigerator shall be wired to be “hot™ at
all times. Cool cabinet shall be a slide in unit with the compressor mounded directly
behind the unit for ease of maintenance.

A rack shall be installed inside the refrigerator unit to hold vials in place while vehicle 1s
in motion.

OXYGEN WINDOW
Shall be an 8.75" x 8.75" opening installed in cabinet #10.

FIRE EXTINGUISHER

One (1) 10 1b. ABC Fire Extinguisher shall be provided and installed in Compartment #4.
One (1) 5 Ib. ABC Fire Extinguisher with vehicle mount shall be provided and shipped
loose.

GLOVE BUTLERS
One (1) glove butler holder shall be built into Cabinet #10. Two (2) Glove Butlers shall
be provided and shipped loose.

EQUIPMENT RESTRAINT

Shall be provided and mounted on the curbside inside/outside compartments. The net
system shall be constructed of a Bungee type net. Netting shall be connected at the top
and bottom in three (3) locations with an “S” type hook, bottom hooks to be crimped and
non removable. The hooks along the forward wall shall be mounted just inset from the
waste basket. Clamps connecting the cells of the netting shall be filed to remove sharp
edges. Customer to accept before delivery.

OXYGEN CYLINDER STORAGE

Tip-out for two (2) “D” cylinder storage shall be provided on the interior right rear with a
freezer door type latch at the top. Padding/Bumper shall be added to this area, both
inside the holders and behind the holders to achieve “No Rattles”. This area shall be
sprayed with almond textured polyurethane to reduce rattling, including the interior of the
cylinder storage area. '

COAT HOOKS
Four (4) coat hooks shall be installed in the walk thru area: shall be shipped loose.

27 of 37 ) City of Seattle Medic One
- Proposal #908-3





Attachment#2
Blanket Contract#0000001985 Change Order#1
11/06/06 through 11/05/11 '

6X

_ELECTRICAL -

6.01X

6.02

BraunN'W(mm)
11-15-07

All added body and chassis electrical equipment shall be served by circuits separate and
distinct from the vehicle chassis circuits. All vehicle wiring shall be copper and conform
to all SAE J1128 requirements. The wiring shall be coded wire, numbered, and function
coded every 4" for permanent identification and correspond with the vehicle schematics.
Solderless, insulated connectors shall be used. Wiring panduit shall be used in power
component module to ensure air circulation throughout power component wiring. The
wiring shall be routed in flex conduit and wiring shall be secured to the underbody or
frame with insulated metal cable straps. All power distribution cabling shall be installed
in flex conduit. Where wiring passes over the exhaust, a heat shield shall be installed.
Wiring and electrical components shall not be placed under or behind the cab seats. All
wiring devices, switches, outlets, etc., except circuit breakers, shall be rated to carry
125% of the maximum ampere load for which the circuit is protected. Individual ground
wire to all appliances. All wiring for relay coil switch runs to be minimum, AWG 18.
All wires for load runs to be minimum, AWG 14. All wiring to be routed in “Kellums”
poly tuff conduit with “Kellums” fittings or PVC conduit and junction boxes. All poly
tuff to be 15% oversize to allow for additions and repair runs. “Kulka” barrier strips for
all multiple wiring connections. All wire terminals shall be Amp Brand and conform to
MIL-T-7928, MS-25036 (insulated), Type II, Class 2 and be crimped with tooling
recommended by manufacturer and the specification. Terminals shall be insulated with
insulation grip. Ring terminals shall be used where applicable; hook terminals and scotch
locks or similar terminals are unacceptable. All connections shall be accessible through
removable service panels. Connections shall be at the distribution panel, at the appliance,
in a junction box, or in the lamp housing. All exposed wiring to be routed in bundles and
shall be laced with trimmed nylon ties. Wire bundles shall be supported on 12” centers
maximum, with protected from chafing and abrasion. “Kellums” poly tuff conduit from
engine to body shall be routed outside truck frame rail. All conduit shall be clamped on
127 center maximum, with appropriately sized clamps. Pundit shall be installed down
both sides of the vehicle behind the wire raceway closeouts in the upper cabinets. All
clectrical harnesses extending from the panduit shall be enclosed in “Kellums” poly tuff
conduit. Two (2) spare AWG 14 wires shall be installed in the conduit running from
electrical panel to the streetside front headlight, and two (2) will be installed from the
electrical panel to the curbside rear exhaust vent location. All wires for load runs and for
added accessories shall be protected by “Potter & Brunfield” model W58XC4C12A
circuit breakers appropriately rated for load. All switches shall have "Sylvania™ pilot
light (SM2Alight w/30147 lens and 12PC bulb) adjacent to switch, except the hidden
unlock, hom siren, and electric step switches (18 ga. wire for pilot lights is acceptable).
Two laminated complete wiring schematics shall be provided. Locate one inside
distribution panel and furnish one loose. See attached wiring schematic for installations.
Load switching shall be accomplished with plug in 12V relays.

OVERLOAD PROTECTION DEVICES

Body electrical wiring shall utilize overload protective devices of the manual reset,
circuit breaker type. The circuit breakers, relays, and other electrical items shall be
located in the enclosed power component module.

VOLTMETER
Shall be an OEM component installed in dash. The scale shall be from 8 to 18 V.D.C.
(Section 1.01.08 related)
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IGNITION CONTROL
All chassis electrical circuits to be controlled by the ignition switch as provided by the
OEM chassis manufacturer.

MODULE POWER
Shall be powered directly from the dedicated module batteries.

WIRING ACCESS
All cabinets at ceiling level shall have removable backs, which are screwed, in place for
access to junction boxes.

BACK-UP ALARM

Shall be installed and have a momentary disable switch in the driver's console. If
disabled while in reverse, backup alarm shall automatically reset when shlﬂ:ed out of
reverse.

SERVICE LOOP
A 6" service loop of wire or harness shall be provided at all electrical components,
terminals, and connection points.

DRIVER'S CONSOLE / MAP BOX / CUP HOLDER

Install new “Seattle” style driver’s console made of formed aluminum, and black
“wrinkle finished” powder coated. It shall be installed 8.25” offset from engine cover.
Radio faceplate to have a notch out of the lower right hand side. This is to allow access
to switch on side of radio. (0.75”H x 2”W). Console to be mounted on locking slides that
allow the console to slide back into the walkway for maintenance access to the chassis.

A pocket for a cell phone shall be installed between the switches on the console. Notch
side of pocket to lace cell phone cord through. (See Map Box Console Layout drawing
dated 8/31/06 for additional information and dimensions, updated to final inspection.)
Customer to approve final design before construction. (Section 6.25X Related)

The aft end height dimension (on the map box side) will be 8. This panel shall include
the following:

SWITCHES
1. Emergency Master 6. Door Open Warning Light 11. Rear Scene
2. Flashers 7. Low Battery Warning nght 12. Siren Horn
3. Ambers 8. Left Scene 13. Blank
4. White Lights 9. Right Scene 14. Dome (Driver)
5. Opticom 10. Back-Up Disable 15. Dome (Passenger)
OTHER:
Siren Head
Radio control head (Customer provided and installed)
Firecom ;
Hand set

12V Plug for Cell Phone on angled surface (Section 6.25X Related)
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SWITCHES

MIL-spec switches and indicator lights. Only the Emergency Master Switch, and hidden
unlock switch shall have a guard. One (1) spare switch shall be provided. All switch
indicator lights shall be 12V Bi-Pin single chip LED lights. The emergency master
switch indicator light shall be blue, the rest of the switch indicator lights shall be red.

DOOR AJAR WARNING LIGHT

A blue flashing warning light on driver's console shall be provided to warn driver of open
passenger access doors or open exterior compartment doors with Truck Lite flasher
#97231.

ATTENDANT CONTROL PANEL
Shall be located in the action area. Panel shall include one (1) row of switches, as
follows:

1. Right Dome 4. Fluorescent 7. Blank
2. Center Dome 5. Side Vent 8. Blanket Warmer
3. Left Dome 6. Rear Vent 9. 1L.V. Warmer

A separate climate thermostat shall be located adjacent to the attendant control panel.
Fan switch shall be located on the face of the HVAC unit.

MODULE INTERIOR LIGHTING

Module interior lighting shall consist of nine (9) dual intensity Whelen LED recessed
lights — positioned in evenly spaced rows — four (4) each on right and left outboard sides
and one (1) in the center. There shall be an on/off switch for each bank of lights on the
action wall. The one (1) light in the center shall be automatically activated when the rear
right door, Compartment #2 or #7 is opened.

Four (4) fluorescent lights shall be installed along the center line of the module ceiling,
two (2) near the front and two (2) just inside the rear doors. An On or Off switch shall be
located in the attendant control pane.

The streetside dome light shall be a Whelen Model #80COEECR LED dome light. It
shall be installed at the head of the patient and wired to come on when either of the
shorepower receptacles are plugged in or with the streetside bank of dome lights.

BASIC EXTERIOR LIGHTING

Shall include headlights, parking lights, directional signal lights, tail and stop lights,
license plate light, back-up lights, hazard and warning lights, and clearance lights as
required by FMVSS 108. Install four (4) stop/tail/turn lights Whelen 70RO0XRR Red
LED with 7JEFLANGE on the rear, two (2) on each side of the rear doors, one (1) above
the kick panel and one (1) above the stripe.

COMMUNICATIONS EQUIPMENT
Radio equipment shall be located in cabinet #1 — Electrical Cabinet.

Item #1 Description:  Customer supplied and installed Radio control head and
mounting bracket
Location: On driver’s console
Item #2 Description:  FireCom #3000 Intercom
Location: On driver’s console
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Item #3 Description:  Two (2) FireCom FH-10 Radio Transmit Head
Location: One (1) behind Driver and One (1) behind Passenger in
board of headset jacks on the cab ceiling.
Item #4 Description:  FireCom FH-10S Single Ear Radio T
Location: Next to jack in action area
Item #5 Description:  Three (3) FireCom HM-10 Headset Plug-In Mod
Location: Two (2) mounted in aft headset pockets on console in

cab, and One (1) in Action Area.

Item #6 Description:  FireCom MR-1X Motorola Syntor X-9
Location: Driver’s Console
Item #7 Description: ~ Three (3) 12 Gauge power and ground wires with each
connected to a 20 Amp circuit in the electrical panel.
Location: Coil in the upper portion of compartment #9.
Item #8 Description: 18 Gauge power and ground wires with a 5 Amp fuse

and wired through the ignition. Wires to be capped off
with 2” of access.
Location: Coiled behind the inverter display panel.

ANTENNA MOUNTS AND CABLES

Three (3) NMO universal antenna mounts with KHFUD cables and Larsen HyPer master
universal connectors and mini-UHF adapters shall be installed on the cab roof. Antenna
cables shall terminate in the upper portion of compartment #9. Locate Center antenna to
allow clearance for Questar spotlight. Install one (1) customer. supplied GPS antenna
above compartment #8, terminate in compartment #9, upper section.

SHORELINE POWER
Utility power shall be furnished with 110 VAC shorepower via one (1) 20 Amp super
auto gject located on the driver’s side of the vehicle and one (1) 15 amp plug located at
the left rear corner, and distributed via a formed 0.125" aluminum power box recessed
into the streetside front compartment. Power box shall be flush mounted so as to
maximize compartment size. Box shall have easily removable cover.
The box shall contain three (3) 110 VAC outlets for power supply to:

— Interior/exterior 110 VAC power (outlets, IV warmer, etc.), GFI protected

— Block heater

— Battery charger
Three (3) breakers shall be installed, one for protection of the shoreline itself, one (1) for
protection of the block heater receptacle, and one (1) for protection of the 110 Heater.
Two (2) interior duplex-grounded outlets shall be provided; one (1) in the Streetside
inside/outside compartment #2, and one (1) above the cool cabinet #23. Two (2) exterior
duplex-grounded outlets shall be provided: one (1) on the curbside front of wheel well
and one (1) streetside rear corner.
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BATTERY GROUNDS
In addition to OEM grounds, the following ground circuits shall be added: 4 ga. ground

" cable from module power component panel to frame, two (2) braided ground straps from

the module body to the chassis to reduce RF interference. All grounds shall be routed to
a common terminal block, which connects directly to ground post on battery. All
appliances and lights to have an independent ground wire.

BATTERY MODIFICATIONS

Five (5) Odyssey SLY Drycell PC1200 630A CCA Batteries located in Streetside front
battery compartment #3. Label the batteries front to rear: OE Chassis Battery, OE
Chassis Battery, IV Warmer, Module Battery #1 and Module Battery #2. The two (2)
Chassis batteries shall be isolated from three (3) remaining module batteries so that
module usage (i.e. lights and sirens, etc. cannot draw down the batteries dedicated the
chassis. The IV Warmer battery will be charged the same as the module batteries and be
connected only to the blanket warmer and IV warmer. The module and IV batteries shall
be charged thru the ignition-controlled solenoid or thru the inverter when the shoreline is
connected. (Sections 1.01.07X, 2.08X and 6.31X related).

12 VOLT RECEPTACLES

Two (2) 12 volt, 20 amp cigar type receptacles shall be provided: One (1) above cabinet
#23, and one (1) mounted on front angled surface. Receptacle shall be powered
continuously.

COMPARTMENT LIGHTING

ROM LED track lighting shall be installed along one wall of each compartment except
compartments #2, #3, and #7. No compartment light will be provided in compartments
#1,#2, #3, and #7.

EXTERIOR DOOR SWITCHES
Shall be Cherry brand Part #£79-40A (BNW #30094) door switches.

EMERGENCY WARNING SYSTEMS

6.30.01X
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All emergency lights except the Grille lights shall be programmed at the light head.

FRONT LIGHTBAR

Shall be a 82” Whelen Model #9806-W EdgePlus Wrap-around Lightbar.

Pattern from curbside to streetside as follows: Red Lens Red Super LED Flasher, Red
Lens Red Super LED Flasher, Red Lens Red Super LED Flasher, Red Lens Red Super
LED Flasher, Opticom #9592, Red Lens Red Super LED Flasher, Red Lens Red Super
LED Flasher, Red Lens Red Super LED Flasher, White Lens White Super LED Flasher.
The Lightbar shall be flush mounted with horizontal plane of the roof, and protrude no
more than 1/2" beyond the vertical plane of the front and sides of the module. The
clearance lights shall be an integral part of the light bar.

The Opticom shall be controlled with the “Master” switch.
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REAR LIGHTBAR

Shall be a Whelen Model 82” #9806-W EdgePlus Wrap-around Lightbar (without
internal power supply) system.

Pattern from streetside to curbside as follows: White Lens White Super LED Flasher, Red
Lens Red Super LED Flasher, Amber Lens Amber Super LED Flasher, Clear Lens LED
Back-up light Maximum Intensity, Red Lens Red Super LED Flasher, Clear Lens LED
Back-up light Maximum Intensity, Red Lens Red Super LED Flasher, Clear Lens Clear
Super LED Flasher, Red Lens Red Super LED Flasher.

The rear doors shall activate the rear scenelights only with ignition on and also to activate
when vehicle is placed in reverse.

The Lightbar shall be flush mounted with the horizontal plane of the roof, and protrude
no more than 1/2" beyond the vertical plane of the rear and sides of the module. The
clearance lights shall be an integral part of the light bar.

FLASHERS

Flashers shall be two (2) Whelen #70A02FAR Amber Super LED located in the stripe on
the rear of the vehicle and two (2) Whelen #70R02FRR Red Super LED located between
the stripe and the stop, tail, turn light above the kick panel. All lights shall be installed
with 7EFLANGE. The rear flashers shall operate in an “X” pattern.

SCENELIGHTS

Six (6) parabolic scenelights shall be installed - two (2) on each side and two (2) on the
rear of the module. The scenelights shall be flush mounted and have internal optics to
deflect the light down at 8-32 degrec angles. The lights shall be Whelen Model
#90E000ZR Opti-Scene lights. The scenelights shall be controlled by a switch on the
driver’s console. The rear scenelights shall be activated when vehicle is placed in
reverse.

SPOTLIGHT
Shall be a 300,000cp Questar roof mounted spotlight, installed in the center of the cab
roof. The light shall NOT have a lock.

INTERSECTION LIGHTS .

Two (2) Whelen RSA02ZCR Amber TIR lights with chrome flanges shall be installed
one each side of the cab, just aft of the headlight unit. Two (2) Whelen #70R02FRR Red
Super LED w/7EFLANGE shall be installed above each module wheel well.

GRILLE LIGHTS

Shall be two (2) Red/Clear Split Lens Super LED flashers, Whelen #40RC5SCR. The
clear lights shall be switched on the console by the "White Light" switch, the red lights
shall be switched with the "Flasher" switch. Install two (2) separate flasher units (one for
each color) hooked to the grille lights. (Section 6.30.12X related)

Program flasher units to flash white portion of grille lights three times more than the red.

SIREN '
Shall be a Whelen 295HFSA1, 200 watt. Siren options to include radio, horn, manual,
walil, yelp, and phaser.
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6.30.10X

6.30.11

6.30.12X

6.31X

6.35X

6.37A

6.40X

6.42X

6.50X

6.99X

BraunNW(mm)
11-15-07

SIREN SPEAKERS

Shall be Whelen "UnderPro” SA31E04D & SA31E04P, Under Bumper System, with two
(2) 100-watt speaker drivers. One (1) speaker driver to be wired to the Whelen
295HFSA1, and one (1) driver wire to be coiled at the electrical panel with a 36 pigtail
for customer use.

SEQUENTIAL SWITCHING SYSTEM
A Kussmaul sequential switching system shall be installed to control emergency lighting.

FLASHER CONTROL .
Two (2) Whelen ULF22 flasher units shall be provided to control the grille lights.
(Section 6.30.08X related)

INVERTER

A Heart Interface FP 2000, 2000-watt inverter with a 100-amp battery charger shall be
provided and installed in the electrical compartment with control panel mounted on the
left front stack, below the HVAC unit. (Inverter to be set to power sharing 15 amp).

FLUID WARMER

A 12-volt DC fluid warmer shall be installed in Cabinet #17. The warmer will be
thermostatically controlled at 95 to 105 degrees F. Space for ten (10) one-liter bags of
fluids shall be provided. Shall be switched at the attendant panel and wired to the LV.
battery. No surround is necessary.

110 VAC HEATER
Shall be a Cadet UC101B/UCTI1B 110V AC, 1000-Watt space heater with thermostat.
The heater shall be recess mounted below the HVAC unit cabinet #21.

ELECTRIC DOOR LOCKS

Shall be installed on Inside/Outside compartments #7, and #9 and module access doors.
The module door locks shall be wired to the cab doors. A “hidden Unlock™ toggle switch
with guard shall be located in the curbside rear compartment #5.

BLANKET WARMER

A 12-volt DC blanket warmer shall be installed in Cabinet #16. The warmer will be
thermostatically controlled at 95 to 105 degrees F. shall be switched at the attendant
panel and wired to the LV battery.

EXTERIOR AUDIO/VISUAL EQUIPMENT

A back up camera shall be recessed mounted above rear doors. Monitor shall be located
in cab, final location to be determined. System shall automatically activate with reverse
gear.

LOW VOLTAGE ACTUATOR
Vanner # EM 71 actuates red indicator on console. Adjust battery low factory setting.

350f37 City of Seattle Medic One
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7 SUPPORTING DOCUMENTATION
7.01X OWNERS MANUAL

Shall be provided with vehicle and consists of the following items:
. Chassis owner information packet.

. Extra set of keys.

. Lifetime module warranty.

. Factory warranty on Chassis.

14.
15.
16.

BraunNW{mm)
11-15-07

e e N

7 Year/75,000 mile limited electrical warranty.

. 2 Year/30,000 mile Conversion Warranty.
. 5 Year Paint Warranty.

Module remount engineering checklist.

. Climate control information and warranty.
10.
11.
12,
13,

Main schematic.
Electrical equipment amperage ratings.
Wire coding list.
Schematics for standard system: (As Built)
—  Driver switch console
— Attendant switch console
— Climate control system .
— Dual battery system
— Module harness routing
— Interior and exterior lights
Operations manual
Schematics for individual options.
Warranty and parts list for light bar, etc.
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8 MISCELLANEOUS MEDICAL / RESCUE EQUIPMENT

8.01 LOOSE EQUIPMENT
The following equipment shall be shipped loose with the vehicle:
1) Touch up paint
2) One (1) spare tire to be shipped loose
3) Two (2) glove butlers
4) One (1) Fire Extinguisher with bracket— 5 1b.
5) One (1) Stryker Cot Model #6092. It shall include:
— Ergonomic lift package
— Permanent oxygen bottle holder located at the foot of the cot
— EZ-PRO head storage pouch
— EZ-PRO Base storage net
— Stage IV pole
6) One (1) Model #6252 Stryker Stair Chair
7) Four (4) coat hooks
8) Two (2) No smoking signs

8.02 CUSTOMER SUPPLIED EQUIPMENT
The customer shall provide the following equipment and have delivered to Braun
Northwest.
1) Two (2) Seattle Fire Department decals
2) One (1) GPS antenna and cable
3) One (1) Decal “Move right for sirens and lights”

9 CUSTOMER INSPECTION
1) Type of clip for cargo net

E I - A S
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ATTACHMENT #_2_____
Braun Northwest Inc.

150 North Star Dr. « PO Box 1204 = Chehalis, WA 98532
360-748-0195 = 800-245-6303 « Fax 3460-748-0256
www braunnorthwest.com

REVISED PROPOSAL

News sprC
667
]

NOVEMBER 16, 2007

CITY OF SEATTLE

ATTN: RICK HAGGARD

FLEETS AND FACILITIES DEPARTMENT
700 5™ AVENUE, SUITE 5200

P.0O. BOX 94689

SEATTLE, WA 98124-4689

RE: 2008 NORTH STAR MEDIC UNITS

BRAUN NORTHWEST IS PLEASED TO OFFER THE FOLLOWING PROPOSAL:

FOUR (4) NORTH STAR MEDIC UNITS BASED UPON RECENTLY COMPLETED VEHICLE
#876-3 (YOUR VEHICLE #65321).

TWO (2) VEHICLES CURRENTLY IN PRODUCTION SCHEDULE #908-3 AND #909-3 ON A 2006
FORD E450 CHASSIS PER ENCLOSED SPECIFICATIONS DATED 11-15-07:

BASE CONTRACT AMOUNT #0000001985 .......c.vveuereeeeeeieeseaeeeraeeesneesesneessesens $169,293.00
CHANGE ORDERS BASED UPON VEHICLE #876-3 AND ALL CHANGES INCORPORATED
INTO ENCLOSED SPECIFICATIONS DATED 11-15-07..cuueeeeueteveeensneeesinnersissessssmees $
9,693.00

TOTAL FOR ONE (1) VEHICLE ... vt eeueeeeeeteeseeeeeesseeaeeeeeeseeseneesessonessensssmsssenn $ 178,936.00
508 V00000 M E L PR 0 | (516 ol T — $ 357,972.00

TWO (2) VEHICLES TO BE SCHEDULED FOR PRODUCTION ON 2008 CHASSIS:

BASE CONTRACT AMOUNT #0000001985 .....covvvveeiuerrrnerreesirssreseasessssesseasssseann $ 169,293.00
CHANGE ORDERS BASED UPON VEHICLE #876-3 AND ALL CHANGES INCORPORATED
INOT ENCLOSED SPECIFICATIONS DATED 11-15-07.00c0eeeeeeiieeinrenereeeeeseinnnneeaenn. $

9,693.00

2007 CHASSIS CHANGE PER CONTRACT: ... cvad i o s B an J s s $ 1,700.00
200SEHASSES CRANGE AL T A st s R s $  3,950.00
PPN T ORONEAE) MEHICEE <ot oo sosassinamisti s o s seonen S 84606100
TOTAL FOR TWO (2) VEHICLES ....ovveeeiieeeeeeeiee oot aeaenscea e e, $369.272,00

TOTAL FOR FOUR (4) VEHICLES, TWO (2) ON 2006 CHASSIS AND TWO (2)
ON 2008 CHASSIS, FLO.B. SEATTLE, WA .. it e iiessaanaatsrananenans $ 711.644.00
Sales tax not included
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F.O0.B.: SEATTLE, WASHINGTON
DELIVERY: TO BE DETERMINED
TERMS: NET THIRTY (30) DAYS.

Braun Northwest, Inc. is a Washington dealer (0991-A4) with insurance information available upon request.
(Note: This bid is contingent on use of customer's Government Ford Fleet Identification Number.)

"“_‘?
Respectfully Subrmtted by We agree to accept the above proposal:
BRAUN NORTHWEST INC CITY QESEATTLE
» M‘, 4 : P = &
T AT //é;‘é‘k‘//r //a’éO :
Kfrk Johnson, Sales Manager Signature = Date
Date: / / /¢ s @ fc@ /;4«-6-/ O/ /]c/ﬁw/{vé'{rf /‘rzfa’f/fuﬁ/
Printed Nafme Title
KJ/sed

cc: WN

Enclosure





ATTaCnmen#s
Blanket Contract# 0000001985
Effective 11/06/06

City of Seattle
CONTRACT

Terms and Conditions

Entire Agreement. This Contract (hereafter referred to as Contract), including all attachments, amendments and subsequently issued
change orders, comprises the entire agreement between the City of Seattle (Seattle) and the Contractor. The City’s Change Orders,
Purchase Orders, Vendor Offer including all attachments, Addendum to the Bid (if any), the ITB specifications, the ITB instructions
and ITB Attachments, are explicitly included in this Contract. Where there are conflicts between these documents, the controlling
document will be in that same sequence, with the first taking priority over the last listed.

Term. Any term specified in the solicitation or specification shall prevail over the following. Should this be a one-time purchase, the
Contract shall commence on the date the City’s Buyer signs the same and shall expire sixty (60) days after delivery and acceptance of
last item. Should this be a Blanket Contract for continuous supply, this contract shall be for five years, with a five year extension
allowed. Such extensions shall be automatic, and will not require a written notice to take effect, unless either party provides advance
notice of the intention to not renew. Such notice shall be given at least 45 days prior to the otherwise automatic renewal date.

Schedule. Unless the City’s Buyer requests a change in schedule, the Contractor shall deliver the items or render the services by the
“Last Item Due Date” stated on the Contract signature page At the City’s option, Contractor’s failure to timely deliver or perform
may require expedited shipping at Contractor’s expense, or may be cause for termination of the Contract and the return of all or part
of the items at Contractor’s expense. If Contractor anticipates difficulty in meeting the schedule, the Contractor shall promptly notify
the City’s Buyer of such difficulty and the length of the anticipated delay.

Scope of Work. Contractor shall provide the products and/or services specified as an attachment and/or within the Contract.

Payment. Seattle agrees to compensate as specified herein or attached, in consideration of acceptable Contractor performance.
Payment shall only be made for services performed and/or product delivered, after receipt, review and authorization by the City.
Such payment shall be paid according to early payment discount terms, or if no early payment discount is offered, thirty (30) days
after the City’s receipt and acceptance of the goods or completion and acceptance of the services. Payment periods will be computed
from either the date of delivery an acceptance of all goods ordered, the acceptance by the City of completion of all services, or the
date of receipt of a correct invoice, whichever date is later. This section is not intended to restrict partial payments that are specified
in the contract. All dollars referenced in this Contract and attachments are US Dollars.

Invoices. Invoices must show a breakdown of services or products provided and price for each. Invoices must specify the Name
and Phone Number of the City employee that placed the order.

Overages/Underages. Shipments shall match the purchase order, any unauthorized advance or excess shipments are returnable at
Contractors expense. The City is not obligated to return overages and will not pay for overages.

Taxes, Fees and Licenses.

Fees and Licenses: Contractor shall pay for and maintain in a current status, any license fees, assessments, permit charges, etc.,
which are necessary for contract performance. It is the Contractor’s sole responsibility to monitor and determine any changes or the
enactment of any subsequent requirements for said fees, assessments, or charges and to immediately comply with said changes during
the entire term of this Contract. Contractor must pay all custom duties, brokerage or import fees where applicable as part of the
contract price. Contractor shall take all necessary actions to ensure that materials or equipment purchased are expedited through
customs.

Taxes: Where required by state statute, ordinance or regulation, Contractor shall pay for and maintain in current status all taxes that
are necessary for contract performance. Unless otherwise indicated, Seattle agrees to pay State of Washington sales or use taxes on
all applicable consumer services and materials purchased. No charge by the Contractor shall be made for federal excise taxes and
Seattle agrees to furnish Contractor with an exemption certificate where appropriate.

Withholding payment for taxes/business license fees due the City of Seattle: Seattle Municipal Code 5.45.060 specifies that the
Contractor will have taxes or fees paid in full for Seattle Business License requirements, before receiving any warrant or the final
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payment for performing within any contract for the City. The Director of the Department of Executive Administration may withhold
payment due a City contractor pending satisfactory resolution of unpaid taxes and fees due the City under title 5.45.060.

Supplier is to calculate and enter the appropriate Washington State and local sales tax on the invoice. Tax is to be computed on new
items after deduction of any trade-in, in accordance with WAC 458-20-247.

Pricing. This is in addition to Prevailing Wage adjustments instructions when required within this ITB. The Buyer may
exempt these requirements for extraordinary conditions that could not have been known by either party at the time of bid
or for other circumstances beyond the control of both parties, as determined in the opinion of the Buyer. .

1. Discount below Manufacturer List Pricing: For all contract items that are priced as a discount below Manufacturer List
prices, there shall be not changes to the discount rate throughout the life of the contract including all extensions. As
manufacturer list prices change, the net cost to the City will automatically change.

2.  One-time Purchase Order Prices: If the Bid is for a one-time purchase, pricing shall be firm and fixed for that purchase,
and shall not be subject to requests for price increases by the Vendor.

3. Fixed Offer and Hourly Rates: For contracts where supply is for on-going, multiple year supply, and for hourly rates.
Requests for pricing or rate increases shall be considered only immediately prior to a contract anniversary period, as
follows: Pricing shall be fixed and firm for the first two years of the contract. Forty-five days prior to the two-year
anniversary, the Contractor may submit a written request for a price increase to the City Buyer. Thereafter, written request
for price increases shall only be considered when provided at least 45-days prior to the contract anniversary date, and shall
take effect on the contract anniversary date.

®  Such requests shall demonstrate the following:

®  Price request shall be no greater than the total of changes to the CPI Index for King County or other pricing
index appropriate to the particular product herein;

B Not produce a higher profit margin than that on the original contract;

B Clearly identify the items impacted by the increase;

®  Be accompanied by documentation acceptable to the Buyer sufficient to warrant the increase;

®  And remain firm for a minimum of 365 days.

The request shall be considered by the Buyer and may be accepted or rejected. Failure to submit a price request at least
45-days prior to the contract anniversary date, shall result in a continuation of all existing pricing on the contract until
the next contract anniversary date. The decision to accept any price increase will be at the sole discretion of the Buyer.

10. Cost Reductions. During the term of this Contract, any price decrease the Contractor receives from its suppliers shall be reflected in
a reduction of the prices in this Contract and effective as of the date of the supplier’s decrease. In the event during the term of this
Contract, the Contractor enters into lower pricing agreements with a customer with similar usage quantities, the Contractor shall
promptly notify the City and offer such lower pricing to the City. Seattle will not be bound by prices contained in an invoice that are
higher than those in the contract. Unless the higher price has been accepted by the City and the contract amended, the invoice may be
rejected and returned to the Contractor for corrections.

11. Travel and Direct Charges. If the specifications and scope of work for this purchase have specifically identified travel and/or direct
costs that the City intends to reimburse, then the following requirements shall apply. All such expenses must be pre-approved in
writing by the Project Manager. If the specifications and scope of work do not clearly identify such costs for compensation, than no
compensation will be given. '

e  City will reimburse the Contractor at actual cost for expenditures that are pre-approved by the City in writing and are necessary
and directly applicable to the work required by this Contract provided that similar direct project costs related to the contracts of
other clients are consistently accounted for in a like manner. Such direct project costs may not be charged as part of overhead
expenses. Direct charges may include, but are not limited to the following items: travel, printing, long distance telephone,
supplies, computer charges, and fees of subconsultants or subcontractors.

@(il 16, 2007
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e The billing for direct expenses specifically identifiable with this project shall be an itemized listing of the charges supported by
copies of the original bills, invoices, expense accounts, subconsultant/subcontractor paid invoices, and other supporting
documents used by the Contractor to generate invoice(s) to the City. The original supporting documents shall be available to the
City for inspection upon request. All charges must be necessary. for the services provided under this Contract.

s The City will reimburse the actual cost for travel expenses incurred as evidenced by copies of receipts supporting such travel
expenses, and in accordance with the City of Seattle Travel Policy, details of which can be provided upon request.

e Airfare: Airfare will be reimbursed at the actual cost of the airline ticket. The City will reimburse for Economy or Coach fare
only. Receipts detailing each airfare are required.

e Meals: Meals will be reimbursed at the Federal Per Diem daily rate for the city in which the work is performed and do not
require receipts or additional documentation. The City will not reimburse for alcohol at any time.

o Lodging: Lodging will be reimbursed at actual cost incurred up to a maximum of the published Runzheimer Cost Index for the
city in which the work was performed. Receipts detailing each day / night lodging are required. The City will reimburse at the
single occupancy rate. As an alternative, lodging billed at the published Federal Per Diem daily rate for the city in which the
work is performed does not require receipts or additional documentation. In this case, the invoice needs to state that "the lodging
is being billed at the Federal Per Diem daily rate."

e  Vehicle mileage: Vehicle mileage will be reimbursed at the Federal Internal Revenue Service Standard Business Milcage Rate
in affect at the time the mileage expense is incurred (currently that rate is 48.5 cents per mile.)

e Rental Car: Rental car expenses will be reimbursed at the actual cost of the rental. Rental car receipts are required for all rental
car expenses (the City will only pay for the rental of "Compact” vehicles unless three or more persons are sharing one vehicle in
which case a "Mid-sized" vehicle rental is acceptable).

e Miscellaneous Travel (e.g. parking, gas, taxi, shuttle, tolls, ferry fees, etc.): Miscellaneous travel expenses will be reimbursed
at the actual cost incurred. Receipts are required for each expense of $10.00 or more.

e Miscellaneous other business expenses (e.g. printing, photo development, binding): Other miscellaneous business expenses
will be reimbursed at the actual cost incurred. Receipts are required for all miscellaneous expenses that are billed.

e Subcontractor: Subcontractor expenses will be reimbursed at the actual cost incurred. Copies of all subcontractor invoices that
are rebilled to the City are required.

Delivery. Except when instructed otherwise, Delivery must be made during normal work hours and within timeframes proposed by
Contractor herein and as accepted by Seattle. Failure to comply may subject Contractor to non-delivery assessment charges and/or
damages as appropriate. Seattle reserves the right to refuse shipment when delivered before or after normal working hours.
Contractor shall verify specific working hours of offices and so instruct carrier(s) to deliver accordingly. The acceptance by Seattle
of late performance without objection or reservation shall not waive the right of Seattle to claim damages for such breach, nor
preclude Seattle from pursuing any other remedy provided herein, including termination, nor constitute a waiver of the requirements
for the timely performance of any obligation remaining to be performed by Contractor. All deliveries are to be made to the
applicable delivery location in accordance with Interstate Commerce Commission rules or as indicated in Purchase Order. When
applicable, Contractor shall take necessary actions to safeguard items during inclement weather.

. Identification. All invoices, packing slips, packages, instruction manuals, correspondence, shipping notices, shipping containers,

and other written documents affecting this contract shall be identified by the applicable purchase order number. Packing lists shall be
enclosed with each shipment, indicating the contents therein.

14. Charges for handling. No charges will be allowed for handling that includes but is not limited to packing, wrapping, bags,

15

containers, or reels, unless otherwise stated herein.

. Contract Notices, Deliverable Materials and Invoices Delivery. Official Contract notices shall be delivered to the Buyer at the
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addresses specified in the solicitation.

Representations. Contractor represents and warrants that it has the requisite training, skill and experience necessary to provide
Work and is appropriately accredited and licensed by all applicable agencies and governmental entities.

Warranties. Contractor warrants that all materials, equipment, and/or services provided under this Contract shall be fit for the
purpose(s) for which intended, for merchantability, are properly package, proper instructions and warnings are supplied, that all
goods comply with applicable safety and health standards, that an MSDS Sheet is supplied as required by law, and that products or
services conform to the requirements and specifications herein. Acceptance of any service and inspection incidental thereto by
Seattle shall not alter or affect the obligations of the Contractor or the rights of Seattle.

Independent Contractor. It is the intention and understanding of the Parties that Contractor shall be an independent contractor and
that Seattle shall be neither liable for nor obligated to pay sick leave, vacation pay or any other benefit of employment, nor to pay any
social security or other tax that may arise as an incident of employment. The Contractor shall pay all income and other taxes as due.
Industrial or other insurance that is purchased for the benefit of the Contractor shall not be deemed to convert this Contract to an
employment contract. It is recognized that Contractor may or will be performing work during the term for other parties and that
Seattle is not the exclusive user of the services that Contractor provides.

Inspection. Work shall be subject, at all times, to inspection by and with approval of Seattle, but the making (or failure or delay in
making) such inspection or approval shall not relieve Contractor of responsibility for performance of the Work in accordance with
this Contract, notwithstanding Seattle’s knowledge of defective or noncomplying performance, its substantiality or the ease of its
discovery. Contractor shall provide sufficient, safe, and proper facilities and equipment for such inspection and free access to such
facilities.

Title, Risk of L.oss. Freight, Overages or Underages. Title of goods received under this contract shall remain with the Contractor
until they are delivered to the address specified, at which time title passes to Seattle. Regardless of FOB point, Contractor agrees to
bear all risks of loss, injury, or destruction of goods and materials ordered herein which occur prior to delivery and acceptance. Such
loss, injury, or destruction shall not release Contractor from any obligations under. Prices include freight prepaid and allowed.
Contractor assumes the risk of every increase, and receives the benefit of every decrease, in delivery rates and charges. Shipments
shall correspond with the Contract; any unauthorized advance or excess shipment is returnable at Contractor’s expense.

Performance. Acceptance by Seattle of unsatisfactory performance with or without objection or reservation shall not waive the right
to claim damage for breach, or terminate the contract, nor constitute a waiver of requirements for satisfactory performance of any
obligation remaining to be performed by Contractor.

Affirmative Efforts for Utilization of Women and Minority Subcontracting and Employment, Non discrimination in
providing services.

A. Employment Actions: Contractor shall not discriminate against any employee or applicant for employment because of race,
religion, creed, age, color, sex, marital status, sexual orientation, gender identity, political ideology, ancestry, national
origin, or the presence of any sensory, mental or physical handicap, unless based upon a bona fide occupational
qualification. Contractor shall take affirmative action to ensure that applicants are employed, and that employees are treated
during employment, without regard to their creed, religion, race, age, color, sex, national origin, marital status, political
ideology, ancestry, sexual orientation, gender identity, or the presence of any sensory, mental or physical handicap. Such
action shall include, but not be limited to employment, upgrading, promotion, demotion, or transfer; recruitment or
recruitment advertising, layoff or termination, rates of pay, or other forms of compensation and selection for training.

B. In accordance with Seattle Municipal Code Chapter 20.42, Contractor shall actively solicit the employment and
subcontracting of women and minority group members when necessary and commercially useful for purposes of fulfilling
the scope of work required for this Contract. Contractors shall actively solicit subcontracting bids from subcontractors as
needed to perform the work of this contract, from qualified, available and capable women and minority businesses.
Contractors shall consider the grant of subcontracts to women and minority bidders on the basis of substantially equal
proposes in the light most favorable to women and minority businesses. At the request of Seattle, Contractor shall promptly
furnish evidence of the Contractor’s compliance with these requirements.
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C. Ifupon investigation, the Director of Executive Administration finds probable cause to believe that the Contractor has failed
to comply with the requirements of this Section, the Contractor shall notified in writing. The Director of Executive
Administration shall give Contractor an opportunity to be heard, after ten calendar days’ notice. If, after the Contractor’s
opportunity to be heard, the Director of Executive Administration still finds probable cause, s’'he may suspend the Contract
and/or withhold any funds due or to become due to the Contractor, pending compliance by the Contractor with the
requirements of this Section.

D. Any violation of the mandatory requirements of this Section, or a violation of Seattle Municipal Code Chapter 14.04 (Fair
Employment Practices), Chapter 14.10 (Fair Contracting Practices), Chapter 20.45 (City Contracts — Non-Discrimination in
Benefits), or other local, state, or federal non-discrimination laws, shall be a material of contract for which the Contractor
may be subject to damages and sanctions provided for by the Vendor Contract and by applicable law. In the event the
Contractor is in violation of this Section shall be subject to debarment from City contracting activities in accordance with
Seattle Municipal Code Section 20.70 (Debarment).

23. Equal Benefits.

A. Compliance with SMC Ch. 20.45: The Contractor shall comply with the requirements of SMC Ch. 20.45 and Equal Benefits
Program Rules implementing such requirements, under which the Contractor is obligated to provide the same or equivalent
benefits (“equal benefits”) to its employees with domestic partners as the Contractor provides to its employees with spouses.
At Seattle’s request, the Contractor shall provide complete information and verification of the Contractor’s compliance with
SMC Ch. 20.45. Failure to cooperate with such a request shall constitute a material breach of this Contract. (For further
information about SMC Ch. 20.45 and the Equal Benefits Program Rules call (206) 684-0430 or review information at
http://cityofseattle.net/contract/equalbenefits/.)

B. Remedies for Violations of SMC Ch. 20.45: Any violation of this section shall be a material breach of Contract for which the
City may:

a. Require the Contractor to pay actual damages for each day that the Contractor is in violation of SMC Ch. 20.45
during the term of the Contract; or

b. Terminate the Contract; or

c. Disqualify the Contractor from bidding on or being awarded a City contract for a period of up to five (5) years; or

d. Impose such other remedies as specifically provided for in SMC Ch. 20.45 and the Equal Benefits Program Rules
promulgated there under.

24, Publicity. No news release, advertisement, promotional material, tour, or demonstration related to the City’s purchase or use of the
Contractor’s product or any work performed pursuant to this Contract shall be produced, distributed or take place without the prior,
specific written approval of the City’s Project Director or his/her designee.

25. Proprietary and Confidential Information.
Contractor’s Understanding and Obligations:

1. Contractor understands that any records (including but not limited to bid or proposal submittals, the Agreement, and any
other contract materials) it submits to the City, or that are used by the City even if the Contractor possesses the records, are
public records under Washington State law, RCW Chapter 42.56. Public records must be promptly disclosed upon request
unless a statute exempts them from disclosure. The Contractor also understands that even if part of a record is exempt from
disclosure, the rest of that record generally must be disclosed.

2. Contractor must separate and clearly mark as “proprietary” all records related to this Agreement or the performance of this
Agreement that the Contractor believes are exempt from disclosure.  The Contractor is familiar with potentially-applicable
public-disclosure exemptions and the limits of those exemptions, and will mark as “proprietary” only information that the
Contractor believes legitimately fits within an exemption and will state the statutory exception upon which it is relying.

3, If Seattle notifies the Contractor under Paragraph B 2 of a public disclosure request, and the Contractor believes records are
exempt from disclosure, it is the Contractor’s responsibility to make determination and pursue a lawsuit under RCW 42.56 to
enjoin disclosure. The Contractor must obtain the injunction and serve it on the City before the close of business on the tenth
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business day after the City sent notification to the Contractor. It is the Contractor’s discretionary decision whether to file the
lawsuit.

4. If the Contractor does not timely obtain and serve an injunction, the Contractor is deemed to have authorized releasing the
record.

5. Notwithstanding the above, the Contractor must not take any action that would affect (a) the City’s ability to use goods and
services provided under this Agreement or (b) the Contractor’s obligations under this Agreement.

6. The Contractor will fully cooperate with the City in identifying and assembling records in case of any public disclosure
request. _ ;

City’s Obligations

1. The City will disclose those parts of records the Contractor has marked as “proprietary” information only to authorized
persons unless:
(a) the City receives a public disclosure request, in which case steps 2 and 3 below will be exercised before release of
the information or :
(b) The Contractor has given the City express advance written permission to disclose the records. “Authorized persons”
means those City officers, employees, contractors and consultants for whom the proprietary information is necessary to
perform their duties or obligations to the City.

The term “proprietary information” does not include ideas, concepts, know-how or techniques related to any information that,
at the time of disclosure, is in the public domain, unless the entry of that information into the public domain is a result of a
breach of this Agreement.

2. If the City receives a public disclosure request for records that the Contractor has marked as “proprietary” information, the
City may promptly notify the Contractor of the request. The City may postpone disclosing these records for ten business days
after it has sent notification to the Contractor, in order to allow the Contractor to file a lawsuit under RCW 42.56 to enjoin
disclosure. It is the Contractor’s discretionary decision whether to file the lawsuit.

3. If the City has notified the Contractor of a public disclosure request, and the Contractor has not obtained an injunction and
served the City with that injunction by the close of business on the tenth business day after the City sent notice, the City will
then disclose the record.

4. The City has no other obligations concerning records the Contractor has marked as “proprietary information™ under this
Agreement. The City has no obligation to claim any exemption from disclosure. The City is not obligated or liable to the
Contractor for any records that the City releases in compliance with this Section or in compliance with the order of a court of
competent jurisdiction.

26. Indemnification. To the extent permitted by law, the Contractor shall protect, defend, indemnify and hold the City harmless from
and against all claims, demands, damages, costs, actions and causes of actions, liabilities, fines, penalties, judgments, expenses and
attorney fees, resulting from the injury or death of any person or the damage to or destruction of property, or the infringement of any
patent, copyright, trademark or trade secret, arising out of the work performed or goods provided under this Contract, or the
Contractor’s violation of any law, ordinance or regulation, contract provision or term, or condition of regulatory authorization or
permit, except for damages resulting from the sole negligence of the City. As to the City of Seattle, the Contractor waives any
immunity it may have under RCW Title 51 or any other Worker’s Compensation statute. The parties acknowledge that this waiver
has been negotiated by them, and that the contract price reflects this negotiation.

27. Insurance. Unless specified otherwise, the following is in effect. Contractor shall maintain at its own expense at all times during
the term of this Contract the following insurance with limits of liability consistent with those generally carried by similarly situated
enterprise:

(1) Commercial General Liability insurance, including premises/operations, products/completed operations,
personal/advertising injury, contractual liability, fire legal/tenant liability, stop gap/employer’s liability and independent
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contractors liability; (2) if any vehicle, watercraft or aircraft is used in the performance of this Purchase Order/Vendor
Contract, of a minimum of $1,000,000 per occurrence;

(2) Automobile Liability, Watercraft Liability and/or Aircraft Liability insurance, including coverage for owned, non-
owned, leased or hired vehicles, watercraft and aircraft, as appropriate of a minimum of $500,000 per occurrence; and

(3) Worker’s Compensation (“Industrial Insurance”) as required by Title 51 of the Revised Code of Washington.

(4) The insurance as provided under items (1) and (2) above shall include by endorsement the City of Seattle as an
additional insured (as respects item (1), per ISO form CG 20 10 or CG 20 26 or equivalent additional insured
endorsement wording, or equivalent blanket additional insured policy wording) and such additional insured status for
the City shall apply as respects the full limits of all valid and collectible Automobile Liability, Watercraft Liability
and/or Aircraft Liability insurance, whether primary, excess, contingent, or otherwise; shall be primary insurance as
respects the City, and any other insurance or self-insurance maintained by the City shall be excess and non-contributory
with the Contractor’s insurance; and, shall be placed with insurers with not less than an A- VII A.M. Best’s rating
unless insurance has been procured under the provisions of chapter 48.15 RCW (Unauthorized “Surplus Lines”
Insurers). It is specifically agreed that the insurance requirements in this section 2.18 shall override any limitation of
liability or similar provision in any agreement or statement of work between the City and the Contractor and that no
Contractor’s insurer shall assert the right to invoke any such limitation.

(5) Contractor is not required to provide evidence of insurance, unless required to do so under the solicitation or as
otherwise required by the City Buyer.

. Audit. Upon request, Contractor shall permit Seattle, and any other governmental agency involved in the funding of the Work

(“Agency”), to inspect and audit all pertinent books and records of Contractor, any subcontractor, or any other person or entity that
performed work in connection with or related to the Work, at any and all times deemed necessary by Seattle or Agency, including up
to six years after the final payment or release of withheld amounts has been made under this Contract. Such inspection and audit
shall occur in King County, Washington or other such reasonable location as Seattle or Agency selects. The Contractor shall supply
Seattle with, or shall permit Seattle to make, a copy of any books and records and any portion thereof. The Contractor shall ensure
that such inspection, audit and copying right of Seattle and Agency is a condition of any subcontract, agreement or other arrangement
under which any other person or entity is permitted to perform work under this Contract.

Contractual Relationship. The relationship of Contractor to Seattle by reason of this Contract shall be that of an independent
contractor. This Contract does not authorize Contractor to act as the agent or legal representative of Seattle for any purpose
whatsoever. Contractor is not granted any express or implied right or authority to assume or create any obligation or responsibility
on behalf of or in the name of Seattle or to bind Seattle in any manner or thing whatsoever.

Supervision and Coordination. Contractor shall: Competently and efficiently, supervise and direct the implementation and
completion of all contract requirements specified herein; Designate in its bid or proposal to Seattle, a representative(s) with the
authority to legally commit Contractor’s firm. All communications given or received from the Contractor’s representative shall be
binding on the Contractor; Promote and offer to Purchasers only those materials, equipment and/or services as stated herein and
allowed for by contractual requirements. Violation of this condition will be grounds for contract termination,

Compliance with Law.

General Requirement: The Contractor, at its sole cost and expense, shall perform and comply with all applicable laws
of the United States and the State of Washington; the Charter, Municipal Code, and ordinances of The City of Seattle;
and rules, regulations, orders, and directives of their respective administrative agencies and officers.

Licenses and Similar Authorizations: The Contractor, at no expense to the City, shall secure and maintain in full force
and effect during the term of this Contract all required licenses, permits, and similar legal authorizations, and comply
with all related requirements.
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Taxes: The Contractor shall pay, before delinquency, all taxes, import duties, levies, and assessments arising from its
activities and undertakings under this Contract; taxes levied on its property, equipment and improvements; and taxes on
the Contractor's interest in this Contract.

Americans with Disabilities Act. The Contractor shall comply with all applicable provisions of the Americans with Disabilities
Act 0of 1990 (ADA) in performing its obligations under this Contract. In particular, if the Contractor is providing services, programs,
or activities to City employees or members of the public as part of this Contract, the Contractor shall not deny participation or the
benefits of such services, programs, or activities to people with disabilities on the basis of such disability. Failure to comply with the
provisions of the ADA shall be a material breach of, and grounds for the immediate termination of, this Contract.

OSHA/WISHA. Contractor agrees to comply with conditions of the Federal Occupational Safety and Health Acts of 1970 (OSHA),
as may be amended, and, if it has a workplace within the State of Washington, the Washington Industrial Safety and Health Act of
1973 (WISHA), as may be amended, and the standards and regulations issued thereunder and certifies that all items furnished and
purchased under this order will conform to and comply with said standards and regulations. Contractor further agrees to indemnify
and hold harmless purchaser from all damages assessed against purchaser as a result of Contractor’s failure to comply with the acts
and standards thereunder and for the failure of the items furnished under this order to so comply.

Adjustments. The City’s Buyer at any time may make reasonable changes in the place of delivery, installation or inspection; the
method of shipment or packing; labeling and identification; extension of contract duration, and ancillary matters that Contractor may
accommodate without substantial additional expense to the City.

Amendments. No modification of this Contract shall be effective unless in writing and signed by an authorized representative of the
City, except as otherwise authorized herein. The City shall issue change notices to Contractor, and such notices shall take effect
under the signature of the City unless written objection of the notice is received by the Contractor upon Contractor receipt of the
change notice.

Assignment and Subcontracting. Contractor shall not assign or subcontract any of its obligations under this Contract without
Seattle’s written consent, which may be granted or withheld in Seattle’s sole discretion. Any subcontract made by Contractor shall
incorporate by reference all the terms of this Contract except for Equal Benefit provisions. Contractor shall ensure that all
subcontractors comply with the obligations and requirements of the subcontract, except for Equal Benefit provisions. Seattle’s
consent to any assignment or subcontract shall not release the Contractor from liability under this Contract, or from any obligation to
be performed under this Contract, whether occurring before or after such consent, assignment, or subcontract.

Involvement of Former City Employees. Contractor shall promptly notify Seattle in writing of any person who is expected to
perform any of the Work and who, during the twelve (12) months immediately prior to the expected commencement date of such
work or subcontract, was a City officer or employee. Contractor shall ensure that no Work or matter related to the Work is performed
by any person (employee, subcontractor, or otherwise) who was a City officer or employee within the past twelve (12) months; and as
such was officially involved in, participated in, or acted upon any matter related to the Work, or is otherwise prohibited from such
performance by SMC 4.16.075.

No Conflict of Interest. Contractor confirms that Contractor does not have a business interest or a close family relationship with any
City officer or employee who was, is, or will be involved in the Contractor selection, negotiation, drafting, signing, administration, or
evaluating the Contractor's performance.

No Gifts or Gratuities. Contractor shall not directly or indirectly offer gifts and resources to any person employed by the City that
is intended, or may be reasonably intended, to benefit the Vendor by way of award, administration, or in any other way to influence
purchasing decisions of the City. This includes but is not limited to, City Purchasing office employees and City employees that do
business with, order, purchase or are part of decision-making for business, contract or purchase decisions. The Vendor shall not offer
meals, gifts, gratuities, loans, trips, favors, bonuses, donations, special discounts, work, or anything of economic value to any such
City employees. This does not prohibit distribution of promotional items that are less than $25 when provided as part of routine
business activity such as trade shows. Any violation of this provision may result in termination of this Contract. Nothing in this
Contract prohibits donations to campaigns for election to City office, so long as the donation is disclosed as required by the election
campaign disclosure laws of the City and of the State.
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Intellectual Property Rights.

Patents: Contractor hereby assigns to Seattle all rights in any invention, improvement, or discovery, together with all
related information, including but not limited to, designs, specifications, data, patent rights and findings developed in
connection with the performance of Contract or any subcontract hereunder. Notwithstanding the above, the Contractor does
not convey to Seattle, nor does Seattle obtain, any right to any document or material utilized by Contractor that was created
or produced separate from this Contract or was preexisting material (not already owned by Seattle), provided that the
Contractor has clearly identified in writing such material as preexisting prior to commencement of the Work. To the extent
that preexisting materials are incorporated into the Work, the Contractor grants Seattle an irrevocable, non-exclusive, fully
paid, royalty-free right and/or license to use, execute, reproduce, display, and transfer the preexisting material, but only as an
inseparable part of the Work.

Copyrights: For materials and documents prepared by Contractor in connection with the Work, Contractor shall retain the
copyright (including the right of reuse) whether or not the Work is completed. Contractor grants to Seattle a non-exclusive,
irrevocable, unlimited, royalty-free license to use every document and all other materials prepared by the Contractor for
Seattle under this Contract. If requested by Seattle, a copy of all drawing, prints, plans, field notes, reports, documents, files,
input materials, output materials, the media upon which they are located (including cards, tapes, discs and other storage
facilities), software programs or packages (including source code or codes, object codes, upgrades, revisions, modifications,
and any related materials) and/or any other related documents or materials which are developed solely for, and paid for by,
Seattle in connection with the performance of the Work, shall be promptly delivered to Seattle.

Seattle may make and retain copies of such documents for its information and reference in connection with their use on the
project. The Contractor does not represent or warrant that such documents are suitable for reuse by Seattle, or others, on
extensions of the project, or on any other project. Contractor represents and warrants that it has all necessary legal authority
to make the assignments and grant the licenses required by this Section.

No personal liability. No officer, agent or authorized employee of the City shall be personally responsible for any liability arising
under this Contract, whether expressed or implied, nor for any statement or representation made herein or in any connection with this
Contract.

Binding Effect. The provisions, covenants and conditions in this Contract apply to bind the parties, their legal heirs, representatives,
successors, and assigns.

Waiver. No covenant, term or condition or the breach thereof shall be deemed waived, except by written consent of the party against
whom the waiver is claimed, and any waiver of the breach of any covenant, term or condition shall not be deemed to be a waiver of
any preceding or succeeding breach of the same or any other covenant, term or condition. Neither the acceptance by Seattle of any
performance by the Contractor after the time the same shall have become due nor payment to the Contractor for any portion of the
Work shall constitute a waiver by Seattle of the breach or default of any covenant, term or condition unless otherwise this is expressly
agreed to by Seattle, in writing. The City’s failure to insist on performance of any of the terms or conditions herein or to exercise any
right or privilege or the City’s waiver of any breach hereunder shall not thereafter waive any other term, condition, or privilege,
whether of the same or similar type.

Anti-Trust. Seattle maintains that, in actual practice, overcharges resulting from antitrust violations are borne by the purchaser.
Therefore the Contractor hereby assigns to Seattle any and all claims for such overcharges except overcharges which result from
antitrust violations commencing after the price is established under this contract and which are not passed on to Seattle under an
escalation clause.

Applicable Law. This Contract shall be construed under the laws of the State of Washington. The venue for any action relating to
this Contract shall be in the Superior Court for King County, State of Washington.

Remedies Cumulative. Remedics under this Contract are cumulative; the use of one remedy shall not be taken to exclude or waive
the right to use another.

Captions. The titles of sections, or subsections, are for convenience only and do not define or limit the contents.
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. Severability: Any invalidity, in whole or in part, of any provision of this Contract shall not affect the validity of any other of its

provisions.

Disputes. Any dispute or misunderstanding that may arise under this Contract concerning Contractor's performance shall first be
resolved, if mutually agreed to be appropriate, through negotiations between the Contractor's Project Manager and Seattle's Project
Manager, or if mutually agreed, referred to the City's named representative and the Contractor's senior executive(s). Either party
may decline or discontinue such discussions and may then pursue other means to resolve such disputes, or may by mutual agreement
pursue other dispute alternatives such as alternate dispute resolution processes. Nothing in this dispute process shall in any way
mitigate the rights, if any, of either party to terminate the contract in accordance with the termination provisions herein.

Notwithstanding above, if Seattle believes in good faith that some portion of Work has not been completed satisfactorily, Seattle may
require Contractor to correct such work prior to Seattle payment. In such even, Seattle must clearly and reasonably provide to
Contractor an explanation of the concern and the remedy that Seattle expects. Seattle may withhold from any payment that is
otherwise due, an amount that Seattle in good faith finds to be under dispute, or if the Contractor does not provide a sufficient
remedy, Seattle may retain the amount equal to the cost to Seattle for otherwise correcting or remedying the work not properly
completed.

Termination,

For Cause: Seattle may terminate this Contract if the Contractor is in material breach of any terms of this Contract, and such
breach has not been corrected to Seattle’s reasonable satisfaction in a timely manner,

For City’s Convenience: Seattle may terminate this Contract in whole or in part, without cause and for any reason including
Seattle’s convenience, upon written notice to the Contractor.

Nonappropriation of Funds: Seattle may terminate this Contract at any time without notice due to nonappropriation of
funds, whether such funds are local, state or federal grants, and no such notice shall be required notwithstanding any notice
requirements that may be agreed upon for other causes of termination.

Acts of Insolvency: Seattle may terminate this Contract by written notice to Contractor if the Contractor becomes insolvent,
makes a general assignment for the benefit of creditors, suffers or permits the appointment of a receiver for its business or
assets, becomes subject to any proceeding under any bankruptcy or insolvency law whether domestic or foreign, or is wound
up or liquidated, voluntarily or otherwise.

Termination for Gifts or Gratuities: Seattle may terminate this Contract by written notice to Contractor if Seattle finds that
any gratuity in the form of entertainment, a gift, or otherwise, was offered to or given by the Contractor or any agent therefor
to any City official, officer or employee, as defined above.

Notice: Seattle is not required to provide advance notice of termination. Notwithstanding, the Buyer may issue a
termination notice with an effective date later than the termination notice itself. In such case, the Contractor shall continue
to provide products and services as required by the Buyer until the effective date provided in the termination notice.

Actions upon Termination: In the event of termination not the fault of the Contractor, the Contractor shall be paid for the
services properly performed prior to termination, together with any reimbursable expenses then due, but in no event shall
such compensation exceed the maximum compensation to be paid under the Contract. The Contractor agrees that this
payment shall fully and adequately compensate the Contractor and all subcontractors for all profits, costs, expenses, losses,
liabilities, damages, taxes, and charges of any kind whatsoever (whether foreseen or unforeseen) attributable to the
termination of this Contract. Upon termination for any reason, the Contractor shall provide Seattle with the most current
design documents, contract documents, writings and other product it has completed to the date of termination, along with
copies of all project-related correspondence and similar items. Seattle shall have the same rights to use these materials as if
termination had not occurred.

Force Majeure — Suspension and Termination.
This section applies in the event that either party is unable to perform the obligations of this contract because of a Force

Majeure event as defined herein, to the extent that the Contract obligations must be suspended in full. A Force Majeure
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event is an event that prohibits performance and is beyond the control of the party. Such events may include natural or man-
made disasters, or an action or decree of a superior governmental body, which prevents performance.

Force Majeure under this Section shall only apply in the event that performance is rendered not possible by either party or its
agents. Should it be possible to provide partial performance that is acceptable to the City under Section #2 (Emergencies or
Dias asters), Section #2 below shall instead be in force.

Should either party suffer from a Force Majeure event and is unable to provide performance, such party shall give notice to
the remaining party as soon as practical and shall do everything possible to resume performance.

Upon receipt of such notice, the party shall be excused from such performance as is affected by the Force Majeure Event for
the period of such Event. If such Event affects the delivery date or warranty provisions of this Agreement, such date or
warranty period shall automatically be extended for a period equal to the duration of such Event.

52. Major Emergencies or Disasters.

The City may undergo an emergency or disaster that may require the Contractor to either increase or decrease quantities
from normal deliveries, or that may disrupt the Contractor’s ability to provide normal performance. Such events may
include, but are not limited to, a storm, high wind, earthquake, flood, hazardous material release, and transportation mishap,
loss of any utility service, fire, terrorist activity or any combination of the above. In such events, the following shall apply.

(a) The City shall notify the Contractor that the City is experiencing an emergency or disaster, and will request emergency
and priority services from the Contractor.

(b) The City may request that the Contractor provide either increased or decreased quantities from traditional orders, or
may request Contractor provide additional products or services.

(c) Upon such notice by the City, the Contractor shall make reasonable efforts to provide the City the materials in the
quantities requested and within the schedule specified by the City, adhering to the conditions in this Section.

(d) The City of Seattle shall be the customer of first priority for the Contractor, except where preceded by State or Federal
government mandates. The Contractor shall provide its best and priority efforts to provide the requested goods and/or
services to the City of Seattle in as complete and timely manner as possible. Such efforts by the Contractor are not to be
diminished as a result of Contractor providing service to other customers, except as mandated by State or Federal
governments.

(e) If the Contractor is unable to respond in the time and/or quantities requested by the City, the Contractor shall promptly
assist the City to the extent practicable, to gain access to alternative materials and/or services. This may include:

a. Coordinating with other distributors or subsidiaries beyond those in the local region to fulfill order requests;
b. Offering the City substitutions provided the Contractor obtains prior approval from the City for such
substitution.

The Contractor shall charge the City the price determined in this Contract for the goods and services provided, and if no
price has been determined, it shall charge the City a price that is normally charged for such goods and/or services (such as
listed prices for items in stock). However, in the event that the City’s request results in the Contractor incurring unavoidable
additional costs and causes the Contractor to increase prices in order to obtain a fair rate of return, the Contractor shall
charge the City a price not to exceed the cost/profit formula found in this Contract.

53. Interlocal Cooperation Act. RCW 39.34 allows cooperative purchasing between public agencies, and other political subdivisions.
SMC 20.60.100 also allows non profits to use these agreements. If a public agency files or has filed an Intergovernmental
Cooperative Purchasing Agreement with the City of Seattle, those agencies are eligible to purchase from Contracts established by the
City. Such agencies may ask City of Seattle Contractors to accept orders from the agency, citing the City of Seattle contract as the
basis for the order. The Vendor may accept or decline such orders. If the Vendor accepts an order from another public agency using
the City of Seattle contract as the basis, the Vendor agrees to sell additional items at the contract prices, terms and conditions. The
City of Seattle accepts no responsibility for the payment of the purchase price by other governmental agencies. Should the Vendor
require additional pricing for such purchases, the Vendor is to name such additional pricing upon Offer to the City.

54.

Debarment. In accordance with SMC Ch. 20.70, the Director of Executive Administration or designee may debar a Vendor from
entering into a Contract with the City or from acting as a subcontractor on any Contract with the City for up to five years after
determining that any of the following reasons exist:
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1) Contractor has received overall performance evaluations of deficient, inadequate, or substandard performance on
three or more City Contracts.

2) Contractor failed to comply with City ordinances or Contract terms, including but not limited to, ordinance or
Contract terms relating to small business utilization, discrimination, prevailing wage requirements, equal benefits,
or apprentice utilization.

3) <Contractor abandoned, surrendered, or failed to complete or to perform work on or in connection with a City
Contract.

4) Contractor failed to comply with Contract provisions, including but not limited to quality of workmanship,
timeliness of performance, and safety standards.

5) Contractor submitted false or intentionally misleading documents, reports, invoices, or other statements to the City
in connection with a Contract.

6) <Contractor colluded with another contractor to restrain competition.

7) Contractor committed fraud or a criminal offense in connection with obtaining, attempting to obtain, or performing
a Contract for the City or any other government entity.

8) Contractor failed to cooperate in a City debarment investigation.

9) Contractor failed to comply with SMC 14.04, SMC Ch. 14.10, SMC Ch. 20.42, or SMC Ch. 20.45, or other local,
State, or federal non-discrimination laws.

The Director may issue an Order of Debarment after adhering to the procedures specified in SMC 20.70.050. The rights
and remedies of the City under these provisions are in addition to any other rights and remedies provided by law or under
the Contract.

Recycled Product Requirements. Whenever practicable, Contractor shall use reusable products, recyclable products and recycled-
content products including recycled content paper on all documents submitted to the City. Contractors are to duplex all materials that
are prepared for the City under this Contract, whether such materials are printed or copied, except when impracticable to do so due to
the nature of the product being produced. Contractors are to use 100% post consumer recycled content, chlorine-free paper in such
products that are produced for the City, whenever practicable, and to use other paper-saving and recycling measures in business they
conduct with and for the City. This directive is executed under the Mayor’s Executive Order, issued February 13, 2005.

Workers Right to Know. “Right to Know” legislation required the Department of Labor and Industries to establish a program to
make employers and employees more aware of the hazardous substances in their work environment. WAC 296-62-054 requires
among other things that all manufacturers/distributors of hazardous substances, including any of the items listed on this ITB, RFP or
contract bid and subsequent award, must include with each delivery completed Material Safety Data Sheets (MSDS) for each
hazardous material. Additionally, each container of hazardous material must be appropriately labeled with: the identity of the
hazardous material, appropriate hazardous warnings, and the Name and Address of the chemical manufacturer, improper, or other
responsible party

Labor and Industries may levy appropriate fines against employers for noncompliance and agencies may withhold payment pending
receipt of a legible copy of the MSDS. OSHA Form 20 is not acceptable in lieu of this requirement unless it is modified to include
appropriate information relative to “carcinogenic ingredients: and “routes of entry” of the product(s) in question

Prevailing Wage Requirements.
a. Ifapplicable, this contract is subject to prevailing wages, as required by RCW 39.12 (Prevailing Wages on Public
Works) and RCW 49.28 (Hours of Labor) as amended or supplemented.
b. Contractor and any subcontractors shall be responsible for compliance with all provisions herein.

¢. Filing Your Intent: The awarded Contractor and all subcontractors shall file an Intent to Pay Prevailing Wage Form
concurrent with the execution of the contract.
e You will need a Contract Number and a Start Date. The Buyer will tell you your Contract Number; the start date is
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the your contract is signed.

e  The Contractor and their subcontractor(s) shall then promptly submit the Intent to the Department of Labor &
Industries for approval.
This must be done online at the L&I website: http://www.Ini.wa.gov/TradesLicensing/PrevWage/default.asp.
If the Contractor is unable to file on-line, a paper copy of the approved Intent shall instead be promptly provided to
the Buyer.

Contractor and any subcontractor shall not pay any laborer, worker or mechanic less than the current prevailing hourly
wage rates for the worker classifications that are provided for under Prevailing Wages as issued by the State of
Washington for the County in which the work shall be performed.

Vocationally handicapped workers, i.e. those individuals whose earning capacity is impaired by physical or mental
deficiency or injury, may be employed at wages lower than the established prevailing wage. The Fair Labor Standards
Act requires that wages based on individual productivity be paid to handicapped workers employed under certificates
issued by the Secretary of Labor. These certificates are acceptable to the Department of Labor and Industries. Sheltered
workshops for the handicapped may submit a request to the Department of Labor and Industries for a special certificate,
which would, if approved, entitle them to pay their employees at wages, lower than the established prevailing wage.

In certain situations, an Intent to Pay Prevailing wages shall be filed with the Department of Labor & Industries and with
the Buyer, but the Vendor may indicate an exception on the Intent Form which exempts the requirement to pay at least
prevailing wages rates for the following:

Sole owners and their spouse.

Any partner who owns at least 30% of a partnership.

The president, vice-president, and treasurer of a corporation if each one owns at least 30% of the corporation.
Workers regularly employed on monthly or per diem salary by state or any political subdivision created by its laws.

Prevailing Wage rates in effect at the time of bid opening are attached. These wages remain in effect for the duration of
this contract, except for annual adjustments provided in this agreement when contracts are multi-year (where contract is
longer than one year) or for building service maintenance (janitorial, waxers, shampooers, and window cleaners).

It is the sole responsibility of the Contractor to assign the appropriate classification and associate wage rates to all
laborers, workers or mechanics that perform any work under this contract, in conformance with the scope of work
descriptions of the Industrial Statistician of the Washington State Department of Labor and Industries.

With each invoice, Contractor will attach or write a statement that wages paid were compliant to applicable Prevailing
Wage rates.

Upon contract completion, Contractor and each subcontractor shall then file the Affidavit of Wages Paid (form L700-
007-000) approved by the Industrial Statistician of Washington State L&I. This may be performed on-line if the
Contractor has initiated the original Intent to Pay Prevailing Wage process on line. The receipt of the approved affidavit
is required before Seattle can pay the final invoice.

For jobs above $10,000, Contractor is required to post for employees’ inspection, the Intent form including the list of
the labor classifications and wages used on the project. This may be postured in the nearest local office, for road
construction, sewer line, pipeline, transmission line, street or alley improvement projects as long as the employer
provides a copy of the Intent form to the employee upon request.

In the event any dispute arises as to what the prevailing wages are for this Contract, and the dispute cannot be solved by
the parties involved, the matter shall be referred to the Director of the Department of Labor and Industries of the State
of Washington. In such case, the Director’s decision shall be final, conclusive and binding on all parties. If the dispute
involves a federal prevailing wage rate, the matter shall be referred to the U.S. Secretary of Labor for a decision. In
such case, the Secretary’s decision shall be final, conclusive and binding on all parties.
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Prevailing Wage rate changes for Service Contracts greater than one year in duration:

This provision only applies to service contracts that continue beyond a single year in duration, including building
service maintenance contracts (janitorial service contractors and work performed by janitors, waxers, shampooers, and
window cleaners) and to multi-year service contracts.

Contractor and any subcontractor must pay at least the prevailing wage rates that were in effect at time of bid
throughout the duration of the contract.

Each contract anniversary thereafter, Contractor and any subcontractors shall review the then current Prevailing Wage
Rates. The Contractor shall increase wages paid if required to meet no less then the current wage rates in effect at the
time of the contract anniversary.

Any price or rate increases made as a result of a change in the prevailing wages will be compensated by the City on a
pass through basis. The Contractor will follow the contract instructions for pricing increases, notifying the Buyer at
least 45 days prior to the contract anniversary date of any resulting price increase and documenting the increase.

il 16, 2007
Purchasing, City of Seattle
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VENDOR CONTRACT #ﬂﬁc 185 Cp# 2.

ATTACHMENT #

Braun Northwest Inc.

150 North Star Dr. = PC Box 1204 » Chehalis, WA 98532

360-748-0195 » B00-245-6303 « Fax 360-748-0256
www braunnorthwest.com

MAY 29, 2008

SEATTLE EXECUTIVE SERVICES
FLEET AND FACILITIES DEPARTMENT
ATTN: RICK HAGGARD, CHIEF

700 5™ AVENUE, SUITE 5200

P.O. BOX 94689

SEATTLE, WA 98124-4689
RICK.HAGGARD@SEATTLE.GOV

RE: REMOUNT CONTRACT

BRAUN NORTHWEST IS PLEASED TO OFFER THE FOLLOWING PROPOSAL:

REMOUNT/REFURBISH ONE (1) NORTH STAR AMBULANCE ONTO A 2008 FORD E450
CHASSIS PER ENCLOSED SPECIFICATIONS DATED 5-27-08,

‘BASE PRICE PER CONTRACT 0000001985....... S e e e R $111,795.00
2007 CHASSIS CHANGE. .ccoiciieiiiiiiainiiiiereneniesns T e et 3 g4 1
2008 CHASSIS CHANGE....... T R e S s dissensissesassersineen 33 950,00
CHANGES/ADDITIONS TO CONTRACT. R GG e 3 5,48 0.00
TOTAL AMOUNT F.O.B. SEATTLE, WA . i iciiien i snianees $126,925.00

Sales tax not included
SEE ATTACHED OPTIONS SHEET

F.O.B.: SEATTLE, WASHINGTON

DELIVERY: REMOUNT/REFURBISH TO BE COMPLETED WITHIN SIXTY (60) DAYS AFTER
RECEIPT OF NEW CHASSIS AND EXISTING VEHICLE. START OF PROCESS TO
BE SCHEDULED BASED UPON NEW CHASSIS DELIVERY AND AGENCY’S
OPERATIONAL SCHEDULE.

TERMS: NET THIRTY (30) DAYS.
THIS CONTRACT REMAINS IN EFFECT FOR AS LONG AS 2008 CHASSIS ARE AVAILABLE.

Braun Northwest, Inc. is a Washington dealer (0991-A) with insurance information available upon request.
(Note: This bid is contingent on sy of customer’s Government Ford Fleet Identification Number.)

We agree to accept the above propesal:
SEA /IF,LE EXECUTIVE SERVICES

4,4&" /M L=~ O0F

. "'5" JW]&; Manager bignature Date
Date: £ 5_£ ?"@ (? %(Ai’j /ﬂé}a”f‘fﬁz AL&/@MMW g@'fmz/

Printed Watne Title

Klised
cer WN
Enclasure





REVISED OPTIONS
FOR
Seartle Executive Services
Seatile, Washington

Please indicate if you want the following options by initialing in the space to the lefl, then sign where
indicated below. After completion, please return this original form to our office along with the original

proposal.

Thank you!

I

PR

10.

11,

A

1.02.05A — Running Boards. Credit if iransferred.

CREDIT .ooocviisirseissmsrsesnssensassisaivers inasssasanissssoras sassnsasshs ssranen $350.00
1.02.33X — Trailer Receiver. Credit if transferred.

CREDTT ..ooovecsvee e esserrerernessnesse s ssnssnsnbassanatassbeessesss sanamsresin $250.00
5.05A — Install new angled grab handles on rear doors

and transfer handle on side door.

CREDIT wvooevvaess e eussinessenstssesessasssssasssssnsssenssssssssasessasssstons $275.00

6.16X — Transfer existing halogen or LED dome lights instead
of replacing with new LED lights.
CREDIT ......... AR TR R R e $2050.00

6.26A — Install ROM Strip lighting in compartments 4,5,6,8,
and 9 of attached drawings.
PUDIEN s sasonmssnssmns sas o A R R SO NAS AL FLP A ..$350.00

6.30,04X — If LED lighting is on module of existing
vehicle and is transferred,

e N/C

6.30.06A — If S00 and 700 series LED lights are on

existing vehicle and are transferred.

CREDIT cvvesrinrisissssssasinastscssosssssssnnismmtsissssssssssmssesssiasasses sos $600.00
'6.30.08X — If 500 series LED lights are on existing

vehicle and are transferred,

CIRBIITT vcinssusssasivsaiivssisssinsassasn sy s s e s $550.00
6.30.10X — If siren speakers can e transferred.

CREIDET cisisvsvs shuinavsisssidioss ssacsdvesis s ks vHiSS 4 e o pas itz $650.00
6.30.12X -- Flasher control. Credit if transferred.

None of the sbove,

(NOTE: THIS PRICING DOES NOT INCLUDE SALES TAX.)

Y:  (Please initial above choice (5) & sign below)

OVED
ﬁR i
Py - 7 :;f’,g{{ 06 OF-F  Fkl lfeccordd

?(jcf:- zOM{Wfﬁ—;

(Signature)

6/4/2008

(Date) (Printed Namg)} —

- (Title)
o Uaaai
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OPTIONS
FOR
Seattle Executive Services
Seattle, Washington

Please indicate if you want the following options by initialing in the space fo the left, then sign where
indicated below. After completion, please return this original form to our office along with the original
proposal.

Thank you!

1. 1.02.05A — Running Boards. Credit if transferred.

2. 1.62.33X — Trailer Receiver. Credit if transferred.

3. 5.05A — Install new angled grab handles on rear doors
and transfer handle on side door.

4. 6.16X — Transfer existing halogen dome lights instead
of replacing with LED lights.

CREDIT ... -.$2050.00

5. 6.26A — Install ROM Strip lighting in compartment to
match new vehicle,
BRI s S L mmanemrns sremmrsasnsas SRR $350.00

6. 6.30.04X ~ If LED lighting is on module of existing
vehicle and is transferred.

7. 6.30.06A - If 500 and 700 series LED lights are on
existing vehicle and are transferred.
CREDIT ..ottt e s s e $600.00

8. 6.30.08X — If 500 series LED lights are on existing
vehicle and are transferred.

9. 6.30.10X — If siren speakers can e transferred.
CREBIE cucocoummsnsmsasimmnsmssm s s s i encives $650.00

10. 6.30.12X - Flasher control. Credit if transferred.
CREDIT oot crere st et e et $175.00

11. None of the above.

(NOTE: THIS PRICING DOES NOT INCLUDE SALES TAX,)

APPROVED BY:  (Please initial above choice (s} & sign below)

(Signature) {Date) {Printed Name) (Title)

5/30/2008





BRAUN NORTHWEST, INC.

REMOUNT SPECIFICATIONS
FOR
SEATTLE MEDIC ONE
SEATTLE, WASHINGTON

MODULE — North Star E-450-156” Module

Prior to commencing work on this remount project, vehicle shall be inspected and the vehicle needs
compared to this remount specification. If work does not need to be done or if additional work needs to
be preformed an addendum with specifications and cost changes shall be prepared and presented to the
city for approval.

1 CHASSIS

1.01 OEM CHASSIS
- e 2008 Ford E-450, meeting all the specifications of Section 1.01.
— 3 year/36,000 mile "Bumper to Bumper" warranty
—  Ambulance Prep. Package
Dual Rear Wheels
Provided by Braun Northwest

1.01.01 SPECIFIC RATINGS

Drive-4 x 2

G.V.WR. -14,500 Ibs.

Wheclbase — 158"

Cab to Axle — 100”

Curb Weight — 10,000 lbs. Approximate
Payload — 3,950 Ibs. Approximate

Front Spring Capacity — 4,600 Ibs.

Rear Spring Capacity — 9,450 lbs.

Front Axle - 4,600 lbs.

Rear Axle — 9,450 lbs.

Rear Differential — 4.10:1 ratio, limited slip wide track rear axle

e @ ¢ ¢ @ © ®» @ © @ O

1.01.02 POWER TRAIN
-e  Engine

—~ 6.0 liter turbo diesel
- 5 year/100,000 mile warranty
—  External oil cooler
~ Factory diesel package
~ 1,000 watt engine heater
~  Heavy duty dry type air cleaner with flow restriction indicator

e Engine Cooling System
- Heavy duty, closed-air, free-liquid state type
- Coolant recovery system

50/50 solution antifreeze to —40 degrees F

Braun NW (th/mm) lof 19 ' Seattle Medic One
572708 E-450-156" Module





1.01.03

1.01.04

1.01.08

1.01.06

1.01.07

1.01.08

Braun NW (thimum}

572708

Transmission

~  Heavy duty automatic, five (5) speeds forward, one (1) reverse
~  External oil cooler in chassis grille area

Exhaust System

i

Suspended using three (3) hangers, excluding manifold attachment
Discharge at right rear side of module

|

tank filler opening.

STEERING

‘Power assisted

Tilt sieering wheel
Shock type steering stabilizer

SHOCK ABSORBERS/STABILIZER BARS

Heavy-duty shock absorbers front and rear
OEM 1.00” front and 1.125” rear stabilizer bar

BRAKES

Heavy duty power assisted; Front and rear disc
Front 13.58" diameter; Rear 13.58" diameter
Four Wheel ABS

TIRES AND WHEELS -

[ ]

OEM LT 225-75Rx-16E all-season steel belted radials on 16 wheels

¢ Seven (7) tires and painted white wheels
s Steel Valve stems

s  Spare tire and wheel shipped loose
ELECTRICAL

Alternators — OEM Dual; one (1) 140 amp and one (1) 120 amp
Batteries — OEM Dual 750 CCA
Auto Throttle — OEM installed

INSTRUMENT PANEL AND CONTROLS

Gauges

~  Trip odometer

-~ Tachometer

-~ Voltmeter

—  Fuel

~  Coolant temperature

-~ Oil pressure

~  Diesel engine warning lights
Confrols — Cruise

Audio - AM/FM/CD

2of 19

System complies with Federal Motor Carrier Safety Regulations, Part 393.83

Tailpipe shall not terminate within six (6) inches of the vertical axis of the fuel

Seattle Medic One
E-450-156" Module





1.01.09 CAB EXTERIOR

Hom ~ OEM dual electric

Windows - Tinted safety glass

Windshield wipers

~  Two- speed electric

—  Washer and intermittent speed control

Mirrors

~ Interior Day/Night rear view mirror

—  Two (2) black, below eye level, manually telescoping trailer tow
— Power glass

- Upper portion 7°W x 8.25”H.; Lower portion 6.5”"W x 2”H convex
Chrome Bumper and Grille

Aerodynamic Halogen Headlamps

Fuel tank - OEM 55 Gallons

1.01.10 CAB INTERIOR

Seats - OEM

—  Cloth covered high back Captain’s Chairs
— Combination lap and shoulder hamess

— Retractable arms on inside, side door armrest
Climate Control — OEM

— Heavy duty, fresh air, high capacity heater/defroster
—  Dehumidifying air conditioning system
Interior Upgrade Package (18C)

~  Cloth Headliner

— High-Series Door Trim Panels

-~ Cloth Sun Visors

-~ Rubber Flooring

~  Power Door Locks

- Power Windows

Lights and Convenience Group

—  Courtesy light switches on all doors

—  Warning chimes

—  Headlight-on audible alert

—~  Illuminated entry

Ambulance Prep. Package

~  Dual air bags

12 Volt Power Point

1.01.11 COLORS

Braun NW (th/mun)
527108

Exterior — Oxford White (YZ)
Interior - Gray

ol (9
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1.02

CHASSIS MODIFICATION

1.02.03X

1.02.04A

1.02.05A

1.02.12X

1.02.20X

1.02.21X

1.02.31X

1.02.33X

1.02.41X

1.02.50X

1.02.55X

Braun NW (tb/mm)
527408

The following modifications will be made to the chassis by Braun Northwest.

SIMULATORS

Stainless steel wheel simulators shall be installed on all outer wheels, with valve stem
extenders on the two (2) inside rear wheels, and “J” style valve stem extenders on the two
(2) outer rear wheels.

EXHAUST HEAT SHIELD

Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the
frame cross member just behind the rear axle.

RUNNING BOARDS WITH SPLASH GUARDS
Install new running boards. Credit if transferred.

MAP BOOK HOLDER
Shall be an integral part of the driver's console. (Section 6.09 related)

SECURE IDLE
Install new Secure Idle system, allowing engine to idle without the key in the ignition.
Switch shall be mounted under the dash on the driver’s side.

CHASSIS DOME LIGHTS

Four (4) Whelen LED model OSCOEDCR lights shall be installed in the cab. Two (2)
over the driver and two (2) over the passenger. Each set of lights shall be switched
separately by a switch in the driver’s console.

STATION EXHAUST

A Ward “No Smoke” Exhaust system shall be installed with a control switch in the cab,
above the driver’s console. Credit if transferred.

A “Customer Supplied” Nederman magnet and transmitter shall be installed. (Section
8.03 related)

TRAILER RECEIVER
A 27 trailer receiver shall be provided and installed on front of the chassis. Trailer
receiver used to attach a bicycle carrier. Credit if transferred.

CHASSIS CAB DOORS PANELS
Replace the cab interior lower door pockets with an aluminum plate.

CHASSIS PLAQUE
A red plaque stating the overall height of the vehicle in feet and inches shall be installed
on the right hand side of the steering column. Plaque shall be screwed in place.

MAGNETIC DRIVELINE SENSOR
A “Customer Supplied” driveline sensor shall be installed.

40f19 Seattle Medic One
E-450-156" Module





1.03A MODULE-TO-CHASSIS MOUNTING SYSTEM
Module shall be transferred utilizing existing module mounting points.

1.03.01 MODULE MOUNTING SYSTEM
Module mounting system shall be designed and used as supplied by chassis
manufacturer. It shall consist of 12 rubber puck mounts secured with chassis
manufacturer supplied 0.50” hardened bolts.

1.03.02X CAB-TO-MODULE ATTACHMENT
The module shall be attached to the cab by (20) 5/16" Grade 5 plated steel bolts with
nylock nuts. Access plates shall be provided in the bulkhead wall for the servicing of cab
to module bolts or for remounting of the body.

1.03.03 CAB-TO-MODULE GASKET
Between the cab and module, a closed-cell neoprene weatherproof gasket shall be
instatled to minimize electrolytic corrosion.

1.04 USED CHASSIS -
Prep old chassis to be operable and deliver to Bothell, Washington.

Braun NW (tb/mm) Sof 19 Seattle Medic One
527408 E-450-156" Module
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MODULAR CONSTRUCTION

2.08X

2.09A

2.09.01B

2.09.02A

2.09.03X

Braun NW {th/mm)
5727408

EXTERIOR COMPARTMENTS

Transfer existing compartment shelves and dividers.

Install new battery drawer slides.

Replace battery drawer latch with rotary style single post latch,

Install three (3) new oxygen cylinder straps (nylon straps with ratchet style buckle, Part
#51206).

Install new oxygen bulkhead connector and hose. (Section 5.11A related) Credit if
transfer.

Install new rubber doorstops on curbside forward and aft doors.

Use Adel clamps, screwed in place, to secure wires for suction unit.

Change compartments as follows:

Compartment #1

Location: Streetside forward

Changes: Fabricate for SCBA bottle and mask storage.

It shall be lined with Vitality Ashes gray indoor/outdoor carpet.

Compartment #4

Location: Streetside rear

Changes: Modify to accept a Stryker stair chair. Place a spring-type fastener on back
wall to catch upper grab rail of the stair chair and hold it in place. Wheels of stair chair
will fit into a carpeted “U” shaped holder. This change will affect the interior of the
module (Section 2.10 related)

Compartment #6
Location: Curbside aft of wheel well
Changes: Add closeout in upper rear corner for electric step swiich

Compartment #9

Location: Curbside forward

Changes: Fabricate for SCBA bottle and mask storage. It shall be lined with Vitality
Ashes gray indoor/outdoor carpet.

MODULE DOORS
Transfer existing doors.

DOOR SEAL
Install new door gaskets for all doors.

DOOR HINGES
Transfer existing hinges.

DOOR LATCHES
Transfer and lubricate all back to back door latches. Adjust for proper operation.
Replace rear passage door bezels.

ol 19 Scattle Medic One
E-450-156" Module





2.09.04X

2.09.06A

2.09.07X

2.09.08

2.09.10A

2.10X

Braun NW (tb/mm}

527408

COMPARTMENT DOOR CONTROL
Install new door hold open devices. Add door grabber to Compartment #4.

REAR DOOR CONTROL
Transfer and lubricate “grabber” door hold open devices.

COMPARTMENT DOOR SKINS

Transfer existing compartment door skins.

Install new diamond plate door skins on interior/exterior compartments. Credit if
transfer. '

ENTRANCE DOOR SKINS
Install new diamond plate door skins on rear passage doors.

THRESHOLDS
Transfer door thresholds as they exist.

MODULE INTERIOR CABINETS

Transfer all existing cabinets repairing any damaged cabinet. Replace all sliding doors
with 0,177 polycarbonate with full extruded door handles.

Caulk all cabinets as required.

Replace all 110V receptacles.

Replace, as required, coat hooks.

Remove blood pressure cup basket, repair, and replace with a shelf with 45 degree end.
Transfer stainless steel waste container bracket in same location. (Walk-thru curbside)
Repair tilt out “D” cylinder storage and handle as needed. Install carpeting in the holder
with a 1" rolled over the top.

Install new equipment net curbside inside/outside storage cabinet. Modify upper corners
of cabinet and add 45 degree angled plates for mounting netting. (Section 5.34X related)
Change Life Pac Battery storage to accept new style if necessary.

Replace carpet under benches.

Transfer charger for portable suction unit in streetside inside/outside cabinet.

Add metal bracket to hold a waste container on the streetside aft wall.

Modify streetside aft wall as needed for Compartment #4 change. Add new stainless
steel ledge with edges rolled down.

Tof 19 Seattle Medic Oue
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3 COATINGS AND FINISHES

3.01A MODULE FINISH PREPARATION
The module shall be sanded and imperfections on aluminum surfaces of module shall be
sanded smooth. The entire exterior shall be mechanically etched and washed with wax
and grease remover to ensure proper primer and paint adhesion.

3.02A MODULE PRIMER
Bare metal shall be primed with urethane primer prior to applying the finish coat of
acrylic urethane paint.

3.03A PAINT TYPE
Shall be Sherwin Williams acrylic urethane.

3.04X COLOR SCHEME
Base color: Victory Red (Sherwin Williams GB-39339)
Red Paint to wrap approximately 0.25” into all openings (doors, hood, etc.).

Stripe #1 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 9.75” down from Lightbar recess
Style: Straight
Material: Paint
Location: Starts above side window and includes roof
Reference: New Vehicle Drawings 1-4
Stripe #2 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 107
Style: Straight
Material: Paint
Location: Bottom of siripe to begin at 30" from bottom of body.
Hood to remain Red.
Reference: New Vehicle Drawings 1-4
Stripe #3 Color: Black
Width: 1
Style: Pinstripe
Material: Scotchlite
Location: Top and Bottom edges of Stripe #2

Reference: New Vehicle Drawings 1-4

Stripe #4 Color: Red/White
Width: 0.5”
Material: Conspicuity Tape
Location: Rub rails
Braun NW (th/mm) Sof 19 Seattle Medic One

5/27/408 E-450-156" Module





3.05 LETTERING/DECALS

Item #1 Decal: “SEATTLE FIRE DEPT.”
Number: One (1)
Color: Red with Black Outlines
Size: 3”
Material: Scotchlite
Location: Rear, Top of Doors

Reference: New Vehicle Drawings 1-4

Item #2 Decal: “SEATTLE FIRE DEPT.”

Number: One (1)

Color: Red with Black Outlines

Size: 4

Material: Scotchlite

Location: Front of Module, Centered in White Stripe

Reference: New Vehicle Drawings 1-4
Item #3 Decal: “SEATTLE FIRE DEPT.”

Number: Two (2)

Color: Red with Black Outlines

Size: 6”

Material: Scotchlite

Location: Left side top, in White stripe

Right side top, in White stripe

Reference: New Vehicle Drawings 1-4
Ttem #4 Decal: “MEDIC ONE”

Number: Two (2)

Color: Red with Black Outlines

Size: 8”

Material: Scotchlite

Location: Left side in lower White stripe

Right side in lower White stripe

Reference: New Vehicle Drawings 1-4
Item #5 Decal: “MEDIC ONE”

Number: Two (2)

Color: White with Black Qutlines

Size: 8"

Material: Scotchlite

Location: Rear doors above Windows

Reference: New Vehicle Drawings 2

Item #6 Decal: “MEDIC ONE”
Number: Two (2)
Color: White with Black Qutlines
Size: Change size accordingly
Material: Scotchlite
Location: Upper portion on grille

Reference: New Vehicle Drawings 1-4

Braun NW {tb/mm) 9of19 Seattle Medic One
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3.06X

307X

3.08A

3.09C

3.10X

3.11A

3.13A

3.14X

Braun NW {tb/mm}

5/27/08

Ttem #7 Decal: Customer Supplied Department decal (20"W x 18"H)
Location: Streetside and Curbside
Reference: New Vehicle Drawings 1-4

Item #8 Decal: Customer Supplied “Move Right for Sirens and Lights”
Location: Rear of Module curbside above LED stop/turn lights
Reference: New Vehicle Drawings 1-4

COMPARTMENT FINISH
Compartment interiors from weather strip in, shall not be repainted.
Repaint oxygen compartment polyurethane Almond (SW #G8-35521).

INTERIOR CABINETRY FINISH
Repaint electrical door, header, pre-pack dispenser and interior front wall Almond (SW
#(8-35521).

MODULE UPHOLSTERY
Install new upholstery with Kodiak Gray color vinyl.

MODULE FLOORING MATERIAL
Transfer existing sub floor and finish flooring.

COMPARTMENT LINING
Transfer existing exterior compartment flooring.

CABINET LINING
Transfer existing cabinet lining.

AUTOMOTIVE UNDERCOATING SEAL

The entire chassis underbody (excluding drive shafts, wheels, exhaust system, and
lubrication fittings, per manufacturer's specifications) shall be sprayed with undercoating
for reduced corrosion and added sound deadening.

PLACARD/PLACARD HOLDER
Transfer Placards and Holders in current location.

10of 19 Seattle Medic One
E-450-156" Module





4.01X

4.02X

4.03D

4.04X

4.05A

4.06B

4.07A

4.08X

417X

Braun NW (tb/mm)
5/27/08

MODULE EXTERIOR

STEP/BUMPER
Repair, polish, and transfer step bumper with electric step.

RUB RAILS
Install new extruded rub rails as needed. Red/White conspicuity tape shall be installed in
the rub rails.

FENDER RINGS

The wheel well opening shall be modified and 4.5” high-grade weather-resistant
industrial rubber with a rounded outer edge following the full contour of the wheel well
opening shall be installed.

DRIP RAIL
Transfer existing drip rails. Install new as needed.

ROCK GUARDS
Install new aluminum diamond plate rock guards.

REAR STEP GUARD
Install new aluminum diamond plate rear kick panel.

FUEL FILL(S)
Transfer fuel fill(s) as they exist.

MODULE WINDOWS
Transfer existing windows. Add dark tinting to rear windows.

RETRACTABLE STEP

Transfer existing step. Wire to an In/Out push button type switch. Step shall
automatically close when the rear curbside door is closed. Step shall only deploy with
In/Out switch. The red push button type switch shall be located on the forward wall of
cabinet #10, above the cylinder tip out storage.

Red/White conspicuity tape shall be installed along the edge of the step.

I of 19 Seattle Medic One
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Transfer head pads with existing upholstery. Install new side pads on walls fore and aft
of squad benches, except forward wall of streetside CPR seat. The pads should cover the
entire wall, come down as far as possible, and not interfere with squad bench seat travel.

Two (2) fixed double hooks shall be installed in the ceiling. One (1) streetside of the
grab rail towards the rear of the module, hooks oriented side-to-side, and one (1) curbside
of the grab rail, approximately middle of the cot, hooks oriented front-to-back. Hooks

A Stryker Model 6370 center mount cot fastener shall be installed with safety stop.
Instail two (2) 7" wide stainless full-length plates. The cot plaies shall be atiached
A flow meter shall be hard plumbed for oxygen distribution in the ceiling above the
primary patient. The barbed end shall be fixed and hang down vertically off a 25 LPM

constant flow valve to allow for one hand hookup. This connection shall be recessed into
the ceiling in a painted aluminum box. A 90 degree fitting shall be included.

Transfer portable S-SSCOR suction collector and charging base. Power cord to be

5 MODULE INTERIOR

Inspect all equipment for proper operation.
5.01A UPPER WALL COVERING

Transfer and clean existing wall covering.
5.02X HEADLINER

Install new headliner. (Section 6.16 related)
5.03A MODULE ACCESS OPENING BUMPERS
5.04A LOWER WALL COVERING

Transfer and clean existing covering.
5.05A GRAB RAIL

Transfer existing grab rail.
5.06A ACCESS DOOR GRAB RAILS

Transfer existing door and wall grab rails.
5.07X IV HANGERS

shall be installed spaced off the ceiling 0.75”.
5.08X COT MOUNT
5.098 COT PLATES

with a polyurethane adhesive sealant system.
5.11X OXYGEN SYSTEM

Transfer and test existing oxygen system,
5.13A SUCTION COLLECTOR

secured to wall.
5.14A SEATBELTS

Braun NW (th/mm}
572708

Transfer existing seatbelts.

120f19 Seattle Medic One
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5.15X

5.17A

5.18X

5.19

5.20A

521X

5.24A

5.28A

532A

5.34X

537X

Braun NW (th/mm])

5727108

FLUID BARRIER

A formed stainless steel floor mounted fluid barrier which is 0.75"™" high shall be
provided between module and cab behind console. This barrier shall prevent fluids from
running from the module floor into cab area and located farther back into the module, to
allow room for the console to slide back.

MODULE CLIMATE CONTROL SYSTEM
Transfer air conditioning unit, replacing hoses and clamps. A/C unit to be modified as
necessary to accept 134 refrigerant. Transfer module heater, replacing hoses and valve.

INTERNAL AIR INTAKE
Transfer existing system. Add one (1) Scirocco vent to the streetside exterior, connect to
HVAC for air intake.

ATR RETURN
Transfer existing system.

EXHAUST VENT
Transfer and secure vent cover in right rear with screws, replacing magnetic holders.

NO SMOKING/FASTEN SEAT BELTS SIGNS
Install new "No Smoking/Fasten Seat Belts" signs. One (1) in left side of walk-thru and
one (1) below oxygen window.

CLOCK
Transfer existing clock.

REFRIGERATOR/COOL CABINET
Transfer existing refrigerator/cool cabinet in current location.

GLOVE BUTLERS
Two (2) Glove Butlers shall be provided and shipped loose.

EQUIPMENT RESTRAINT

Shall be provided and mounted on the curbside inside/outside compartments. The net
system shall be constructed of 2” nylon netting. Net shall have two (2) chrome plated
seatbelt type buckle installed in the upper corners at a 45 degree angle. The lower
portion shall be fixed and held in place in the lower outboard corners with two (2)
footman loops.

COAT HOOKS
Transfer existing hooks. Replace as needed.
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ELECTRICAL

OVERLOAD PROTECTION DEVICES
All existing circuit breakers shall be transferred, tested, and replaced if defective. Install
all new 12-volt load relays.

Shall be an OEM component supplied with chassis and installed in dash. The scale shall
be from 8 to 18 V.D.C. (Section 1.01.08 related)

All chassis electrical circuits to be controlled by the ignition switch as provided by the
OEM chassis manufacturer.

Transfer existing backup alarm.

6

6.01X

6.02A VOLTMETER

6.04A IGNITION CONTROL
6.07A BACK-UP ALARM
6.09X DRIVER'S CONSOLE

Braun N'W {th/mm)
527408

Install new “Seattle” style driver’s console made of formed aluminum, and black
“wrinkle finished” powder coated. It shall be installed 8.25” offset from engine cover.
Radio faceplate to have a notch out of the lower right hand side. This is to allow access
to switch on side of radio. (0.75"H x 2”"W). Console to be mounted on locking slides
that allow the console to slide back into the walkway for maintenance access to the
chassis.

A pocket for a cell phone shall be installed on the drivers side, aft of the portable radio
charging base pockets. Notch side of pocket to lace cell phone cord through. There shall
be two (2) pockets set up aft of the dividers for the Fire Com head sets. Head set jacks to
be installed in this pocket facing up.

Confirm radio size with customer before build. Customer to approve final design before
construction. (Section 6.25X Related)

The aft end height dimension (on the map box side) will be 8”. This panel shall include
the following:

SWITCHES
1. Emergency Master 6. Door Open Warning Light 11. Rear Scene
2. Flashers 7. Low Battery Waming Light 12. Siren Homn
3. Ambers 8. Left Scene 13. Blank
4. White Lights 9. Right Scene 14. Dome (Driver)
5. Opticom 10. Back-Up Disable 15. Dome (Passenger)
OTHER:
Siren Head
Radio control head (Customer provided and installed)
Firecom
Hand set
12V Plug for Cell Phone on front of console, toward the driver (Section 6.25X
Related)
14 0f £9 Searttle Medic One
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6.10X

6.12A

6.13A

6.16X

6.17X

6.18X

Braun NW (th/mm)
527108

SWITCHES

Install new MIL-spec switches and indicator lights. Only the Emergency Master Switch,
and hidden unlock switch shall have a guard. One (1) spare switch shall be provided. All
switch indicator lights shall be 12V Bi-Pin single chip LED lights. The emergency
master switch indicator light shall be blue; the rest of the switch indicator lights shall be
red.

DOOR AJAR WARNING LIGHT
Transfer existing system.

ATTENDANT CONTROL PANEL
Transfer action area switches, replacing defective switches.

MODULE INTERIOR LIGHTING

Seven (7) new dual intensity Whelen #80COEECR LED recessed lights — positioned in
evenly spaced rows — three (3) each on right and left outboard sides and one (1) in the
center shall be installed. There shall be three (3) Hi/Off/Low switches on the action wall
one for each bank and one for the center dome. The one (1) light in the center shall be
automatically activated when the rear curbside door, Compartment #2 door is opened,
compartment #7 is door is opened, or when the shore power receptacles are plugged in.
Two (2) new fluorescent lights shall be installed along the center line of the module
ceiling, one (1) near the front and one (1) just inside the rear doors. An On or Off switch
shall be located in the attendant control pane.

Before installing LED lights cutaway insulation for air movement around lights. (Credit
if transferred)

BASIC EXTERIOR LIGHTING

Transfer rear outboard upper and lower tail lights, four (4) each side. Transfer and clean
lenses of all clearance lights, and rear lights, replacing any bumed out bulbs or broken
lights. Install new if necessary.

COMMUNICATIONS EQUIPMENT
Ttem #1 Description:  Transfer Customer supplied and installed Phone in
current location,

Item #2 Description:  Transfer Radio control head mounting bracket
Location: Driver’s console

Item #3 Description:  Transfer FireCom #3000 Intercom
Location: Driver’s console

Item #4 Description:  Transfer two (2) FireCom FH-1 Radio Transmit Head
Location: One (1) behind Driver and One (1) behind Passenger in

Cab

Item #5 Description:  Transfer FireCom FH-18S Single Ear Radio T
Location: Next to jack in action area

Item #6 Description:  Transfer Three (3) FireCom HM-3 Headset Plug-In Mod
Location: One (1) behind Driver, one (1) behind Passenger in cab,

and One (1) in Action Area.
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6.19A

6.21A

6.22A

6.23X

6.24X

6.26A

6.27X

Braun NW (tb/mm)
$/2708

Item #7 Description: ~ Transfer FireCom MR-1X Motorola Syntor X-9

Location: Driver’s Console
Item #8 Description:  Transfer Customer supplied Phone handset and speaker
Location: Action Area wall

ANTENNA MOUNTS AND CABLES

Install three (3) new NMO universal antenna mounts with KHFUD cables and Larsen
HyPer master universal connectors and mini-UHF adapters shall be installed on the cab
roof. Antenna cables shall terminate in current radio cabinet. Locate Center antenna to
allow clearance for Questar spotlight. Install one (1) customer supplied GPS antenna
above compartment #8, terminate in current radio cabinet.

SHORELINE POWER

Install one (1) new Kussmaul 20 amp Super Auto-gject located on driver’s side of
vehicle. Install one (1) new 15 amp Shoreline receptacle.

Replace all 110V receptacles with standard receptacles. Stainless Steel Covers.

BATTERY GROUNDS _

In addition to OEM grounds, the following ground circuits shall be added: 4 ga. ground
cable from module power component panel to frame, two (2) braided ground straps from
the module body to the chassis to reduce RF interference.

BATTERY CHARGER
Transfer existing system. Must have control panel Dip switches set up for power sharing.

(15 amp)

BATTERY MODIFICATION

Install five (5) new Odyssey SLY Drycell PC1200 630A CCA Batteries in Streetside
front battery compartment #3. Label the batteries front to rear: OE Chassis Battery, OE
Chassis Battery, IV Warmer, Module Battery #1 and Module Battery #2. The two (2)
Chassis batteries shall be isolated from three (3) remaining module batteries so that
module usage (i.e. lights and sirens, etc. cannot draw down the batteries dedicated the
chassis. The IV Warmer battery will be charged the same as the module batteries and be
connected only to the blanket warmer and IV warmer. The module and IV batteries shall
be charged thru the ignition-controlled solenoid or thru the inverter when the shoreline is
connected. A new battery retention bracket and new battery cables shall be installed.

COMPARTMENT LIGHTING
Transfer compartment lights, replacing any burned out bulbs.

EXTERIOR DOOR SWITCHES
Transfer all compartment and passage door switches. Replace as needed. Add switch to
rear door jamb for electric step.
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6.30 EMERGENCY WARNIN STEMS
All emergency lights except the Grille lights shall be programmed at the light head.

6.30.01X FRONT LIGHT BAR
Transfer existing lightbar and mount on module. Clean lenses. Install new Opticom
Model #9592,

6.30.02A REAR LIGHTBAR
Transfer existing lightbar and mount on module. Clean lenses.

6.30.03A FLASHERS
Transfer and clean lenses of existing flashers and replace any inoperable lights.

6.30.04X SCENELIGHTS
Install four (4) Customer supplied Whelen 90COENZR 24 diode LED scene lights shall
be installed two (2) on each side of the module.
Install two (2) Customer supplied Whelen 90COELZR 12 diode LED scene lights shall
be installed on the rear of the module. The scenelights shall be controlled by a switch on
the driver’s console. The rear scenelights shall be activated when vehicle is placed in
reverse. Transfer if LED lights on module.

6.30.05B SPOTLIGHT
Install new 300,000cp Questar roof mounted spotlight, installed in the center of the cab
roof.
6.30.06A INTERSECTION LIGHTS

Install Two (2) new Whelen S0A03FAR Amber LED lights with chrome flanges shall be
installed one each side of the cab, just aft of the headlight unit.

Two (2) new Whelen #70RO2FRR Red Super LED w/7EFLANGE shall be installed
above each module wheel well. Credit if transferred.

6.30.08X GRILLE LIGHTS
Install Two (2) new Whelen 50R03ZRR Red Led and two (2) Whelen 50C03ZCR Clear
LED lights shall be mounted recessed in the front grille. Lights shall be programmed at
the light head and set up so the white light pattern will flash three times more than the
red. Red and white lights shall be controlled by the “white light” switch in the drivers
console. Lights shall be installed with the red lights recessed into the upper bar and the
white lights recessed into the lower bar. Credit for lights if transferred.

6.30.09 SIREN
Install new Whelen 295SLSA1, 200 watt. Siren options to include radio, horn, manual,
wail, yelp, and phaser.

6.30.10X SIREN SPEAKERS
New Whelen "UnderPro” SA31E08P, and SA31E08D, Under Bumper System, with two
(2) 100-watt speaker drivers. One (1) speaker driver to be wired to the Whelen
295HFSAL, and one (1) driver wire to be coiled at the electrical panel with a 36™ pigtail
for customer use. Credit if transferred.

6.30.11A SEQUENTIAL SWITCHING SYSTEM
Existing sequential switching shall be transferred.
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6.30.12X

6.30.13A

6.30.14X

631X

6.35A

6.37A

6.40X

6.42X

6.50X

6.99X

Braun NW {tb/mm}
572708

FLASHER CONTROL
Install two (2) new Whelen ULF22 flasher units to control the grille lights. (Section
6.30.08X related) Credit if transferred. :

STROBE POWER SUPPLY
Transfer existing strobe power supplies.

TRAFFIC ADVISOR
Remove and return to customer.

INVERTER
Transfer existing Heart Interface FP 2000, 2000-watt inverter with a 100-amp battery
charger. (Inverter to be set to power sharing 15 amp).

FLUID WARMER
Install new 12V fluid warmer with built in thermostat, located curbside aft of squad
bench.

110 VAC HEATER
Install new Cadet 1000-watt space heater. It shall operate on shoreline only.

ELECTRIC DOOR LOCKS

Transfer existing electric door lock system. Repair as needed. Relocate “Hidden” switch
from compartment #4, to curbside rear compartment #5 on the aft wall 4” below fixed
shelf.

BLANKET WARMER
Install new 12V blanket warmer with built in thermostat curbside rear cabinet, aft of fluid
barrier.

EXTERIOR AUDIO/VISUAL EQUIPMENT

Install new back up camera recessed mounted above rear doors. Monitor shall be an
after market rear view mirror with a built in monitor. System shall automatically activate
with reverse gear.

LOW VOLTAGE ACTUATOR
Transfer existing system.
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7 SUPPORTING DOCUMENTATION

7.01 OWNER'S MANUAL

Chassis owner information packet.

Extra set of keys.

. Remount warranty.

. Factory Chassis warranty.

. 1-year/24,000 mile limited electrical warranty.
Electrical equipment amperage ratings.

. Alternator maintenance information.
Schematics for individual options.

Warranty and parts list for lightbar, etc.

0 RNO LR W

8 MISCELLANEQUS MEDICAL/RESCUE EQUIPMENT

8.01 LOOSE EQUIPMENT
1. Touch Up Paint
2. One (1) Stryker Cot Model #6092. It shall include:
— Ergonomic lift package

— Permanent oxygen bottle holder located at the foot of the cot
— EZ-PRO head storage pouch
-~ EZ-PRO Base storage net
— Stage IV pole
— Flat Mattress

8.02 CUSTOMER SUPPLIED EQUIPMENT
The customer shall provide the following equipment and have delivered to Braun
Northwest:

. Decals two (2) department; one (1) “Move right for sirens and lights”

. GPS antenna and cable

Two (2) Whelen 90COELZR 12 diode LED scene lights

Four (4) Whelen 90COENR 24 diode LED scene lights

Drive line Sensor

. Nederman Magnet and Transmitter

SU s W

8.03 MISCELLANEOUS EQUIPMENT
Return to customer
1. One (1) Idle Control from old Chassis
2. Two (2) glove butlers
3. Used Traffic advisor

Braun NW (tb/mm) 19019 Seattle Medic One
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The City of Seattle
PURCHASING SERVICES
700 — 5™ AVE #4112

PO BOX 94687

Seattle WA 98124-4687

Vendor # 0000011016
BRAUN NORTHWEST INC
150 North Star Drive

PO Box 1204

Chehalis WA 98532-0230
Contact: John or Linda Braun

Phone #;: 360-748-0195 or 800-245-6303

Fax#: 360-748-0256

Email: johnbraun@braunnorthwest.com

VENDOR CONTRACT
Vendor Contract # Date Change Order #
0000001985 11/02/06
Payment Terms Freight Terms

Net 30 Prepay and Add to Invoice
Buyer: FAX: Phone:
Ginny Justiniano 206-386-0068 206-233-7158
Ship To:
CITY DEPARTMENT
Bill To:
SEE BELOW

Braun Northwest Inc is awarded a contract for providing the City of Seattle Medic One Aid Units with
warranty, parts and service from 11/06/06 through 11/05/11 as specified in Attachment #1 — Pricing,

Attachment #2, Scope of Work.

Orders shall be placed by CITY DEPARTMENT. Invoices shall be mailed in duplicate to the CITY
DEPARTMENT, Accounts Payable, per attached list. Each invoice shall indicate Contract 0000001985.

This contract replaces vendor contract B90167.

This contract is an acceptance of your offer dated 10/04/06. Any equipment or supplies provided as a
result of this acceptance to the City of Seattle Terms and Conditions, in receipt.






C'ity of Seattle Purchase Order

Fleets and Facilities Purchase Order Date Change Order#
Dept of Executive Administration FFD-0000000319- B 11/02/2006 Page 1 of 1
700 5th Ave Payment Terms Freight Terms
Seattle WA 98104 DUE 30 DRY Destination Prepaid & Allowed
United States Buyer: Justiniano, Ginny Phone:
Reguester: Haggard, Rick 2 Phone: 20€/233-27B5

Vendor: 0000011016 Ship To:  Fleets & Facilities Department

BRAUN NORTHWEST INC Fleet Services

PO BOX 1204 805 S. Charles Street

CHEHALIS WA 98532-0230 Seattle WA 98134

United States
Bill To: Fleets and Facilities Depariment

700 - 5th Avenue, Ste 5200
P.O. Box 94689

Seattie WA 381244589
United States
Tax Exempt? N Tax Exempt I1D: Sourced From REQ#: 0000000483 Last Item Due Date: 12/31/2006
Line-Schd ltem Description Due Date Quantity UOM PO Price Extended Amt_|
- 1 THREE (3) EACH 2006 NORTHSTARR MEDIC 12/21/2006 1.00LT 549,525.08 549,525.08
UNIT ON 2006 FORD E450 CHASSIS PER
ATTACHMENT #1 & ATTACHMENT #2.
PRICING INCLUDES B.2% SALES TRX .
- FFD - 760581 - 50320 - A2212 - 54878 - - -
Schedule Total 549,525. 08
Item Total THREE (3) EACH 2006 NORTHSTAR 549 525.08

MSO, Title Applications to be delivered with the equipment along with the invoices.
Prior to delivery to City please contact: Steve Skylstad at 206-386-1269
Vendor Contact: John Braun at 800-245-6303

This order is an acceptance of your propesal dated 10/04/06. Any equipment or supplies provided as a result of this
acceptance to the City of Seattle Terms and Conditions, Attachment #3.

WARRANTY SERVICE must be performed by the seller, and seller must accept responsibility for all costs of shuttling
vehicle for such services. '

THIS 1S YOUR NOTICE TO PROCEED.

Total PO Amount | 549,525, 08

r/

All shipments, shipping papers, invoices, and correspondence must be ] orized Signa Date ;
identified with our Purchase Order Number. No changes may be made to o { {
this Purchase Order except as authorized by the Buyer. ;‘%\ 7 ﬁ






Attachment #1
VENDOR CONTRACT #0000001985
11-06-2006 through 11-05-2011

BRAUN NORTHWEST, INC.
PO BOX 1204
Chehalis, WA 98532-0320

TEL: 800-245-6303
FAX: 360-748-0256

NORTHSTAR MEDIC ONE UNIT ON A FORD E-450 CHASSIS

Pricing per Attachment #2- Proposal per Base Specification

Vehicle acquisitions on this contract for the sole use by the Fleets & Facilities Department,
Seattle City Light, Seattle Public Utilities. FLEETS & FACILITIES DEPARTMENT WILL
CONTROL THE FLOW OF WORK.

All delivery orders must be signed by:

John Faist, 206-684-0139, Emnie Baker, 206-684-0141 or Rick Haggard, 206-233-2785 Fleets &
Facilities Department

Mitch Halgren, 206-233-2755, Fire Station #10

Steve Skylstad, 206-386-1269, Fire Garage

Nancy Bean, 206-386-1161, Fleets & Facilities Repair Shop

Jerry Briggs, 206-386-1153, Fleets & Facilities Repair Shop

Michael Vincent, 206-386-1941, Fleets & Facilities South Services Center

Jim Strom, 206-386-1711, Seattle City Light

Frank Jacobson, 206-386-1843, Seattle Public Utilities

Vendor Contact: John Braun, 800-245-6303 or johnbraun@braunnorthwest.com
Invoices, MSO’s and Title applications shall be delivered with vehicles.

Vehicles will become the property of one of three City of Seattle departments. The department
will be clearly identified on the delivery order. MSO’s and Title Applications shall show the
legal owner as one of the following:

FLEETS & FACILITIES DEPT.
Attn: Fleet Manager

700 5 Ave #5200

PO BOX 94689

Seattle WA 98124-4689

SEATTLE CITY LIGHT
Attn: Fleet Coordinator
700 5™ Ave # 3300

PO BOX 34023

Seattle WA 98124-4023
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Attachment #1
VENDOR CONTRACT #0000001985
11-06-2006 through 11-05-2011

BRAUN NORTHWEST, INC.
PO BOX 1204

Chehalis, WA 98532-0320
TEL: 800-245-6303

FAX: 360-748-0256

SEATTLE PUBLIC UTILITIES
Attn: Fleet Coordinator

2700 Airport Way S

Seattle WA 98134

PARTS & SERVICES FOR AID CARS

Pricing per Attachment #3- Remount/Refurbish Proposal per Base Specification

NOTE: This portion of the contract may be utilized by the Seattle Fire Department.
PARTS: Prices to be quoted at time of order (10% off list price)

SERVICES: Aid Cars under warranty will be picked up and delivered by the supplier at no
charge to the City of Seattle.

Aid Cars past warranty will be delivered and picked up by City of Seattle
personnel.

WARRANTY SERVICE and recall work must be performed by the seller at their
facility in Chehalis, WA. Contractor will pick up City vehicles from City facility
and returned to City facility.

All work requests done by an outside source shall have written pre-approval from
the Contractor and submitted to the City for final approval.

Vendor contact for Service and Warranties: Arlen Everist, 800-245-6303 or
arleneverist{@braunnorthwest.com

LABOR RATES:
Normal Business Hours M-F ~ 7:00AM to 3:30PM $85.00/hr
Overtime: After Hours  Sat, Sun, & Holidays $85.00 plus $42.50

Payment Terms: Net 30
FOB: Destination
Freight: Prepaid & Add to Invoice

Continuation of this contract is contingent upon maintenance of insurance as indicated, and in accordance
with the “Requirements for Insurance”
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Attachment #2
Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

BRAUN NORTHWEST, INC

DETAILED SPECIFICATIONS

FOR
CITY OF SEATTLE
SEATTLE, WASHINGTON
1 CHASSIS
1.01 OEM CHASSIS

e 2006 Ford E-450, meeting all the specifications of Section 1.01
3 year/36,000 mile "Bumper to Bumper" warranty
Ambulance Prep. Package

Dual Rear Wheels

Provided by Braun Northwest

1.01.01 SPECIFIC RATINGS

Drive—4x 2

G.V.W.R. - 14,050 Ibs.

Wheelbase — 158~

Cab to Axle — 100~

Curb Weight — 10,000 Ibs. Approximate
Payload — 3,950 lbs. Approximate

Front Spring Capacity — 4,600 Ibs.

Rear Spring Capacity — 9,450 Ibs.

Front Axle — 4,600 lbs.

Rear Axle — 9,450 Ibs.

Rear Differential — 4.10:1 ratio, limited slip wide track rear axle

® @ © @ © ® © © @ o °

1.01.02 POWER TRAIN
s Engine
— 6.0 liter turbo diesel
— 5 year/100,000 mile warranty
— External oil cooler
— Factory diesel package
— 1,000 watt engine heater
— Heavy duty dry type air cleaner with flow restriction indicator
e Engine Cooling System
— Heavy duty, closed-air, free-liquid state type
— Coolant recovery system
—  50/50 solution Permanent type antifreeze to —40 degrees F
e Transmission
— Heavy duty automatic, five (5) speeds forward, one (1) reverse
— External oil cooler in chassis grille area
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Attachment #2

Vendor Contract # 0000001985
11/06/2006 through 11/05/2011
Exhaust System
System complies with Federal Motor Carrier Safety Regulations, Part 393.83

1.01.03

1.01.04

1.01.05

1.01.06

1.01.07

1.01.08

L ]

Suspended using three (3) hangers, excluding manifold attachment
Discharge at right rear side of module

Tailpipe shall not terminate within six (6) inches of the vertical axis of the fuel

tank filler opening.

STEERING

Power assisted

Tilt steering wheel

Shock type steering stabilizer

SHOCK ABSORBERS/STABILIZER BARS
Heavy-duty shock absorbers front and rear
OEM 1.00” front and 1.125” rear stabilizer bar

BRAKES

Heavy duty power assisted
Front and rear disc

Front 13.03" diameter
Rear 12.90" diameter
Four Wheel ABS

L]

e @ o o

TIRES AND WHEELS

OEM LT 225-75Rx-16E all-season steel belted radials on 16”x6" rims.

Wheels painted white
Seven (7) tires and wheels
Spare tire and wheel shipped loose

ELECTRICAL

Alternators — OEM Dual 110 Amp
Batteries — OEM Dual 750 CCA
Auto Throttle — OEM installed

L ]

L]

INSTRUMENT PANEL AND CONTROLS

Gauges

Trip odometer

Voltmeter

Fuel

Coolant temperature

Oil pressure

Diesel engine warning lights

Controls

Cruise
Audio — OEM AM/FM/Cassette
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Attachment #2

Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

CAB EXTERIOR

1.01.09

1.01.10

1.01.11

Horn — OEM dual electric

Windows

—  Power

— Tinted safety glass

Windshield wipers

—  Two- speed electric

— Washer and intermittent speed control

Mirrors

— Interior Day/Night rear view mirror

— Two (2) black, below eye level, manually telescoping trailer tow
— Power glass

— Upper portion 7"W x 8.25”H.; Lower portion 6.5”W x 2”H convex
Chrome Bumper and Grille

Aerodynamic Halogen Headlamps

Fuel tank — OEM 55 Gallons

CAB INTERIOR

Seats - OEM

— Cloth covered high back Captain’s Chairs
— Combination lap and shoulder harness

— Retractable arms on inside, side door armrest
Climate Control — OEM

— Heavy duty, fresh air, high capacity heater/defroster
—  Dehumidifying air conditioning system
Interior Upgrade Package (18C)

—  Cloth Headliner

— High-Series Door Trim Panels

—  Cloth Sun Visors

—  Carpet Flooring

—  Power Door Locks

— Power Windows

Lights and Convenience Group

— Courtesy light switches on all doors
Warning chimes

Headlight-on audible alert

—  Illuminated entry

Ambulance Prep. Package

— Dual air bags

COLORS

Exterior — White
Interior — Gray
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Attachment #2

Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

The following modifications will be made to the chassis by Braun Northwest.

Stainless steel wheel simulators shall be installed on all outer wheels, with 1.5" valve

Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the

Shall be installed on both sides of the vehicle. They shall be made of 0.090" polished
aluminum diamond plate. The running boards shall be flared to the front corner of
module. The splashguards shall be welded to the forward end of the running boards. The
entire assembly shall be securely mounted with stainless steel 1/4"-20 Truss head bolts.

Two (2) B-38 rear recovery hooks/eyes rated at 10,000 Ibs. per pair shall be bolted to the
bumper frame to provide anchor points for rescue ropes, stabilization equipment, etc.
These hooks/eyes shall not be used for towing or lifting of emergency vehicle.

Shall be an integral part of the driver's console. (Section 6.09 Related)

Install Secure Idle system, allowing engine to idle without the key in the ignition.
Switch shall be mounted under the dash on the driver’s side.

Two (2) Trucklite Model #80 LED dome light shall be installed in the cab. One (1) over
the driver and one (1) over the passenger. Each light shall be switched separately.

A Ward “No Smoke” Exhaust system shall be installed with a control switch in the cab,

A trailer hitch shall be provided and installed on front of the chassis. Trailer hitch used to

1.02 CHASSIS MODIFICATION
1.02.03A SIMULATORS
stem extenders on all four-rear wheels.
1.02.04A EXHAUST HEAT SHIELD
frame cross member just behind the rear axle.
1.02.05 - RUNNING BOARDS WITH SPLASH GUARDS
1.02.08 RECOVERY HOOKS/EYES
1.02.12X MAP BOOK HOLDER
1.02.20X SECURE IDLE
1.02.21X CHASSIS DOME LIGHTS
1.02.31X STATION EXHAUST
above the driver’s console. (Section 8.03 related)
1.02.33X TRAILER HITCH
attach a bicycle carrier.
1.02.41X CHASSIS CAB DOORS

Replace the cab interior lower door pockets with an aluminum plate.
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Attachment #2

Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

Module mounting system shall be designed and used as supplied by chassis
manufacturer. It shall consist of 12 rubber puck mounts secured with chassis

The module shall be attached to the cab by (20) 5/16" Grade 5 plated steel bolts with
nylock nuts. Access plates shall be provided in the bulkhead wall for the servicing of cab

1.03 MODULE-TO-CHASSIS MOUNTING SYSTEM
1.03.01 MODULE MOUNTING SYSTEM

manufacturer supplied .500" hardened bolts.
1.03.02 CAB-TO-MODULE ATTACHMENT

to module bolts or for remounting of the body.
1.03.03 CAB-TO-MODULE GASKET

Between the cab and module, a closed-cell neoprene weatherproof gasket shall be
installed to minimize electrolytic corrosion.
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Attachment #2

Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

2 MODULAR CONSTRUCTION
All material utilized shall be of the correct type, alloy, and thickness to withstand the
intended usage and provide protection against cracking, corrosion, or metal fatigue. All
materials utilized shall be of open stock origin, commonly available through local
sources, for rapid and economical repair or modification of the body. Any use of
proprietary parts or materials in the construction of the body is unacceptable, due to
potential delays or difficulties in future repairs or service. NO EXCEPTIONS TO BE
TAKEN IN THIS AREA. This specification has been designed and written to fill
specific needs of this agency. Where brand name, make, or model of equipment has been
specified, no exceptions will be allowed. Where compartment and cabinet sizes have
been specified, bidder must bid substantially (plus or minus 1") the size specified.
The module shall have a transferable lifetime structural warranty.

2.01 MATERIAL
EXTRUSIONS SIZE ALLOY
Structural Tubing P2 0.125" sq: 6063-T52
Structural Tubing 2"x2"x0.125" sq. 6063-T52
Cross Members T At 0 378" 6061-T6
Cross Members 1.3"% g3 % 025" 6061-T6
FORMED SHEETING SIZE ALLOY
Skin/Roof/Compartments/Subfloors/Doors 0.125" 5052-H32
Interior Cabinets 0.090" 5052-H32
Diamond Plate 0.125"/0.08" 3003-H32
Stainless Steel 16 ga.. 20 ga. 304 # 4B

2.02X MODULE DIMENSIONS
Overall Vehicle Dimensions:
Length 200 4" (244")
Width 74" ( 88") (Excluding mirrors)
Height § 11.125" (107.125")
Exterior Module Dimensions: (Specifications are listed a minimum)
Length 13" F (156")
Width 74" ( 88"
Height 7 4.375" ( 88.375™)
Interior Dimensions:
Length: Forward Wall to Rear Doors 135.75"
Width: Left Wall to Right Wall 83"
Floor Width:  Left cabinets to Squad Bench 50"
Aisle Space:  Cot to Squad Bench 12"
Height: Floor to Ceiling T2

Load Height:  Ground to Floor Height (Unloaded) 32.625"
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2.03

2.04

2.05

2.06

2.07A

2.08X

STRUCTURAL FRAMING

Side wall and rear wall construction shall consist of 2" x 2" x 0.125" aluminum square
tubing extensions welded together with a maximum of 14" centers. 1" x 2" x 0.125"
aluminum tubing may be utilized in addition to the 2" x 2" tubing to accommodate
custom compartment sizes. The bottom of the wall structure shall be sealed with welded
2" x 2" tube, 2" x 2" angle or 0.125" plate depending upon location. Wall structure shall
be capped with a 2" x 2" x 0.125" header upon which the 2" x 2" x 0.125" roof structure
is welded. This process provides a unitized roll cage structure for greater occupant
safety. The front wall structure shall be constructed of @ minimum of 1.250" x 3.875" x
0.125" formed aluminum channel to allow ample space for wiring raceways, heater A/C
hoses, and cold air return duct.

FOUNDATION SYSTEM

Shall consist of a 0.125" aluminum sheet subfloor with foundation members securely
welded under the subfloor. Members shall consist of five (5) 3" x 3" x 0.375" structural
angles and one (1) 1.5" x 3" x 0.250" channel (above fuel tank) running full width side to
side with two (2) 0.250" x 1.5" aluminum members running lengthwise between the
structural angles. '

MODULE SEAMS

All body and compartment seams at or below floor level shall be full seam welded. The
entire perimeter of the subfloor shall be completely sealed with a caulking material,
creating a watertight, dust-free module environment.

EXTERIOR SKIN

In addition to welding the exterior skin to structural framing, a Norton very high bond
system shall be utilized full length on all wall and roof frame members. A polyurethane
adhesive sealant shall be applied to the edges of structural tubing at the exterior wall
surfaces.

The module shall be constructed utilizing full size sheet construction to minimize

body seams. Seams above the passage doors and cab shall be minimal. There shall

be no corner or mid body seams.

MODULE ROOF AND SIDEWALL CONSTRUCTION

In order to improve module strength and reduce roof seams the following roof system
shall be utilized. The roof shall be seamed in the center, have a 1.500” radius at the
corners, and provide a weatherproof overlap of the aluminum side sheets 5.25" below the
roofline. The roof shall be supported by positive contact between sidewall framing and
roof framing. All seams on the roof surface shall be full seam welded on the outside and
caulked on the inside. The module roof edges, front and rear, shall be constructed to
allow mounting of the recessed light bars. This roof design shall have been tested to
meet A.M.D. standards and a detailed exploded drawing of the roof structure shall be
provided. In order to avoid the possibility of paint and/or weld cracking, no extrusions
shall be used in the exterior construction of the roof or corners of the vehicle

MODULE EXTERIOR COMPARTMENTS

All compartments are constructed from formed 0.125" aluminum and are securely welded
to the subfloor and structural framing. A baffled drain hole shall be provided in all
exterior compartment bottoms that extend below the floor line. All exterior adjustable
shelves shall be mounted on heavy-duty aluminum unistrut track, which is securely
welded to compartment interiors. Each shelf shall support at least 300 Ibs. of equipment.
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COMPARTMENT #1

Interior Dimensions — 17.75"W x 12.125"H x 84"D Transverse/Compt. #9
Doorway Dimensions — 16.25"W x 12.125"H

Location — Streetside upper forward

Shelving — None

Door(s) — Single

Light(s) — One (1) 7” recessed dome

Additional Instructions — This area shall provide storage for an SCBA.

COMPARTMENT #2

Interior Dimensions — 46.5W x 41.25"H x 16"D

Doorway Dimensions — 42.5"W x 41.25"H

Location — Streetside, forward of wheel well

Shelving — One (1) fixed at floor level; two (2) adjustable; one (1) roll out tray

Door(s) — Double

Light(s) — None

Additional Instructions — The 110VAC Power Box shall be installed in the forward wall
(Section 6.21 related), recessed so as not to protrude into the compartment.

A fixed shall shelf be located at floor level, with a roll out tray below that. A fixed
vertical divider shall separate the forward and aft section with an adjustable shelf in each
area. This aft portion of the compartment shall be accessible from inside the module thru
Cabinet #7. One (1) 110V AC outlet shall be installed on the aft wall. There shall be an
additional electrical cabinet on the forward wall of this compartment with two (2) sets of
three (3) louvers and a fixed shelf on the door.

Bunker gear shall be stored in the forward section of the compartment on the fixed and
adjustable shelves. The aft portion shall have the suction unit installed on the adjustable
shelf with an ABC Kit on the fixed shelf. The below floor storage shall house a PAPR on
the roll out tray.

COMPARTMENT #3 — Battery Drawer

Interior Dimensions — 29"W x 11"H x 16"D (Critical)

Location — Streetside front

Light(s) — None

Additional Imstructions — This compartment shall be a roll out drawer battery
compartment capable of holding five (5) Odyssey SLI Drycell PC1200 630A CCA
Batteries. The drawer shall have a drain hold, battery hold downs, 300 Ib. capacity slides,
and a stainless steel paddle latch with rotary catch. Battery cable shall be long enough to
allow full extension of the drawer without disconnecting the batteries. The compartment
shall be vented to the outside. (Section 6.24X related). There shall be a door switch
installed wired to the door open warning light in the drivers console.
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COMPARTMENT # 4

Interior Dimensions — 23"W x 70.25"H x 15.375"D (Lower) 8.5"D (Upper)

Doorway Dimensions — 23"W x 70.25"H

Location — Streetside rear

Shelving — One (1) fixed

Door(s) — Single

Light(s) — One (1) Betts [IC -

Additional Instructions — Install a Stryker stair chair in lower section. Wheels of the
stair chair will fit into a carpeted “U” shaped holder on the floor, and a spring type
fastener will be installed on the back wall to catch the upper grab rail of the stair chair
and hold it in place. Two (2) Ferno hooks shall be installed in the upper portion. A fire
extinguisher shall be installed on the fixed shelf. Carpet all the interior of this
compartment with Vitality Ashes gray indoor/outdoor carpet except the ceiling and floor.
This compartment shall be vented by louvers in the upper and lower portions of the door.
The upper louvers shall be located to allow space for decal. A door unlock switch shall
be located on the aft wall for the passage electric door locks.

COMPARTMENT # 5

Interior Dimensions — 12.25"W x 70.25"H x 12"D

Doorway Dimensions — 12.25"W x 70.25"H

Location — Curbside rear

Shelving — One (1) fixed

Door(s) — Single

Light(s) — One (1) Betts I1IC

Additional Instructions — This compartment shall house an "M" size oxygen cylinder,
and have a viewing window and three (3) retention straps for the oxygen cylinder. Install
the shelf (located 18.5” down from ceiling to bottom of shelf) with Mate’flex and a 1.5”
lip up above the viewing window. The compartment shall be vented by louvers in the
upper and lower portions of the door.

COMPARTMENT # 6

Interior Dimensions — 16"W x 41.25"H x 16"D

Doorway Dimensions — 16"W x 41.25"H

Location — Curbside behind wheel well

Shelving — None

Door(s) — Single

Light(s) — One (1) Betts [I1C

Additional Instructions — Carpet all the interior of this compartment with Vitality Ashes
gray indoor/outdoor carpet except the floor, ceiling and spring close out.
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2.09X

COMPARTMENT # 7

Interior Dimensions —38"W x 41.125"H x 16"D

Doorway Dimensions — 38"W x 41.125"H

Location — Curbside forward of wheel wells

Shelving — None

Door(s) — Double

Light(s) — None

Additional Instructions — There shall be a back-to-back latch installed only on the
forward door. This compartment shall be accessible from inside the module, Cabinet
#18. It shall be used to store a drug kit, vent kit and a pediatric kit. Equipment to be
secured by equipment net covering interior opening. The close out on the aft wall shall
be covered with stainless steel. A painted divider will be installed to separate the below
the floor section. A 2” lip shall be located at floor level on the interior side.

Storage for one (1) Orange #1550 Pelican case:; one (1) Gray #1520 Peds Pelican case;
one (1) Black #1520 vest Pelican Case; one (1) Blue Mask Pan; and one (1) LifePak 12
shall be provided above the divider in this compartment. Storage for three (3) “D”
cylinders shall be provided under the floor area with a yoke to be installed at the head of
the bottle to hold cylinder off floor. No hold-down straps are required.

The below floor portion shall be carpeted with Vitality Ashes gray indoor/outdoor carpet.
The customer supplied antenna cable shall terminate in the forward portion of this area.

COMPARTMENT # 8

Interior Dimensions — §.25"W x 79.25"H x 20"D

Doorway Dimensions — 8.25"W x 70.25"H

Location — Curbside, forward of Compartment #7

Shelving — None

Door(s) — Single

Light(s) — One (1) Betts IIC

Additional Instructions — The aft section shall provide storage for two (2) 18" x 72"
backboards with runners, one (1) Ferno Scoop Stretcher, and three (3) Thomas ring
splints. Two (2) restraining straps for backboards shall be provided. Carpet the entire
interior of this compartment with Vitality Ashes gray indoor/outdoor carpet except the
floor and ceiling. One (1) restraining strap shall be provided for Thomas ring splints and
one (1) hook for the scoop stretcher. A formed stainless steel gasket cover shall be
installed so that backboards do not cut gasket material.

COMPARTMENT # 9 .

Interior Dimensions — 16.25"W x 45"H x 20"D (Upper) Lower Transverse/Compt. #1
Doorway Dimensions — 16.25"W x 45"H

Location — Curbside front

Shelving — None

Door(s) — Single

Light(s) — See compartment #1

Additional Instructions — The lower portion shall provide storage for an SCBA. Upper
portion shall provide inside/outside access.

MODULE DOORS

The doors shall be box pan formed with a total thickness of 2". Either rear module door
shall be capable of being opened first
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2.09.01

2.09.02

2.09.03X

2.09.04X

2.09.06

2.09.07X

2.09.08X

2.09.09X

DOOR SEAL

Each doorframe will have a 0.875" flange for the installation of an air cell hollow core,
360-degree compression door seal. This seal creates watertight, dust-free compartment
integrity. Door seal shall be knock-on type.

DOOR HINGES

Shall be full length, piano type, stainless steel hinges, 2.5" wide with a 0.25" pin. The
hinges shall be attached with 12 x 3/4 stainless steel truss head screws spread 4" apart
and staggered 0.5" horizontally for additional strength and adjustability. Hinges shall be
staked every 4”. All curbside and streetside doors shall be hinged on the forward sides.
All rear doors shall be hinged on the outboard sides.

DOOR LATCHES

Shall be flush mounted, stainless steel, Versch paddle type slam latches with rotary latch
striker posts, which meet FMVSS 206 requirements. Striker shall be adjustable and shall
be secured with a nut from behind doorframe. The striker washer will not be removed.
Cold rolled, threaded 0.162" steel rods shall be used to activate dual rotary latches. Once
final adjustments to latches are made, threads are to have Locktite or equivalent applied.
All double door compartments shall have an exterior stainless steel paddle handle and
rotary latches on each door, eliminating latch interference with adjustable shelves. Doors
will latch to doorframe mounted striker posts only and not to one another. All entrance
doors shall have interior handles with dual point, rod actuated, rotary latch systems,
which are lockable inside and out. Compartments #2, and #7 (inside/outside
compartments) will have interior handles, which are lockable from the inside and out.
Compartments are set up to use as an emergency exit. All latches will have a non-slip
surface on the underside of the latch. All compartment and module access doors shall be
keyed for #510CH keys.

COMPARTMENT DOOR CONTROL

A heavy-duty, double spring door control capable of holding the door open at
approximately a 90-degree angle on any road surface shall be installed at the top of each
compartment door except compartments #4, #5 and #8. Compartment #4 shall have a
Cast Products “grabber” type hold-open device with replaceable rubber catches.
Compartments #5, and #8 shall be controlled by a rubber bumper.

REAR DOOR CONTROL
Shall be Cast Products "grabber" type hold-open devices with replaceable rubber catches.

COMPARTMENT DOOR SKINS
Shall be 0.080" bright aluminum diamond plate and be removable to service door
hardware and installed with 0.25" aluminum rivets. Reflectors shall be added to the
bottom outboard corner of each door.

ENTRANCE DOOR SKINS

Shall be 0.080" bright aluminum diamond plate and be removable to service door
hardware and installed with 0.25" aluminum rivets. Reflectors shall be added to the
bottom outboard corner of each door.

ENTRANCE DOORWAYS

Two (2) rear module entrance doors shall be provided. The rear doorway dimensions
shall be 49.75"W x 66"H.
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2.09.10X

2.10X

THRESHOLDS

All compartment and module access doorframes shall have full width formed stainless
steel threshold plates to protect the lower edge of frame. The rear door threshold shall be
0.075-polished stainless steel and have an incline. Front leading edge shall be flush with
patient compartment floor height and overlap 1 and be sealed to the floor.

MODULE INTERIOR CABINETS

Shall be formed of 0.090" aluminum and shall be securely welded or mounted to the
structural framing. All interior adjustable shelves shall be mounted on 1" wide aluminum
Unistrut track.

CABINET #1 — Electrical Cabinet

Interior Dimensions — 18.5"W x 39 x 16”D

Door Dimensions — 16.5"W x 34"H

Location — Streetside, upper forward

Shelving — None

Door(s) — One (1) aluminum hinged door with two (2) rotating non-keyed locks.
Additional Instructions — This cabinet shall house the electrical compartment module.
Install an inverter status control panel and a digital clock on the aft wall facing the rear of
the vehicle.

CABINET #2

Dimensions — 33.75"W x 19.25"H x 10"D (Upper) 14.75"D (Lower)

Location — Streetside forward top

Shelving — One (1) adjustable

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — Install three (3) adjustable dividers on a 24" unistrut track
located on the ceiling of the upper forward portion of the cabinet.

CABINET #3

Dimensions — 35"W x 8.5"H x 10"D

Location — Streetside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #4

Dimensions — 35"W x 8.375"H x 10"D

Location — Streetside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None
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CABINET #5

Dimensions — 11.5"W x 45"H x 35"D

Location — Streetside aft of cab

Shelving — None

Door(s) — None

Additional Instructions — This cabinet shall be open to behind the driver’s seat. The aft
wall shall be carpeted with Vitality Ashes gray indoor/outdoor carpet, with a coat hook
installed. Install one (1) SCBA bottle (with the valve facing compartment #1 door)
behind the driver’s cab seat.

CABINET #6

Dimensions — 33.75"W x 22.25"H x 16"D

Location — Streetside, forward of squad bench

Shelving — None

Door(s) — None

Additional Instructions — There shall be six (6) 14.25"W x 4"H x 15"D metal drawers.
Each drawer shall operate on 14" slides rated at 300 Ibs. per set and have a gas shock
hold open/closed device to ensure drawers do not accidentally open or close during
operation of the vehicle. Drawers shall be formed of 16 ga. steel welded construction
with an automotive almond enamel finish and formed structural support on the sides and
front of drawers.

CABINET #7 — Inside/Outside Access

Dimensions — 12"W x 29.5"H x 16"D

Location — Streetside

Shelving — One (1) adjustable

Door(s) — None

Additional Instructions — Install SSCOR portable suction on the adjustable shelf.

CABINET #8

Dimensions — 24.375"W x 39"H x 5.25"D

Location — Streetside rear

Shelving — None

Door(s) — None

Additional Instructions — A waste and sharps container shall be installed on the wall
above the counter. A shelf with storage for spray bottles and a blood pressure cuff shall
be installed above the waste and sharps containers. The counter top shall be one-piece 16
gauge, 304 stainless steel with a 0.5" aluminum turned down edge.
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CABINET #9 — Streetside Squad Bench with Storage
Dimensions — Bench: 49"W x 21.25"Hx 15"D

Storage: 49"W x 10.625"H x 15"D
Location — Streetside
Shelving — None
Door(s) — Hinged aluminum bench lid, with an extension, and 3" high-density foam
padding covered with Kodiak gray shall provide access to the storage area. It shall have
a .5” overhang, an automatic hold-open device. The pad shall be removable.
Additional Instructions — Seatbelts shall be installed on the bench to allow for two (2)
side by side or one (1) in the center of the bench for a total of three (3) sets. The squad
bench base to be formed from aluminum and securely anchored to sub-floor. The bottom
and unfinished sides of the storage area shall be lined with Vitality Ashes gray
indoor/outdoor carpet. The walls fore and aft shall be covered with Kodiak gray pads. A
louvered exhaust vent shall be installed on the face of the aft end of the cabinet.
The squad bench base shall be formed of aluminum and securely attached to the floor and
wall.

CABINET #10

Dimensions — 12.75"W x 72"H x 5"D

Location — Curbside rear

Shelving — None

Door(s) — None

Additional Instructions — There shall be a Perko style chrome vent installed in the upper
portion. Storage for a glove box and LP-5 batteries shall be located just below the vent.
An oxygen access window with a shelf and 4" lip installed in front of the opening shall be
provided below the glove box.

One (1) 28”H tip-out shelf for two (2) “D” cylinders with freezer type latch installed at
floor level.

There shall be a switch to control the rear electric step installed in this area.

CABINET #11

Dimensions — 33.25"W x 8.375"H x 11"D

Location — Curbside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #12

Dimensions — 33.25"W x 8.375"Hx 11"D

Location — Curbside above squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None
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CABINET #13

Dimensions — 37.5"W x 19.25"H x 12"D

Location — Curbside, upper forward

Shelving — One (1) adjustable

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — None

CABINET #14 — Interior / Exterior accessible

Dimensions — 17.75"W x 45"H x 20"D

Location — Curbside aft of cab

Shelving — None

Door(s) — None

Additional Instructions — This cabinet shall be open to the inside behind the passenger
seat. The aft wall shall be carpeted with Vitality Ashes gray indoor/outdoor carpet.
There shall be a coat hook installed on the aft wall. This cabinet shall be accessible thru
compartment #9. '

CABINET #15

Dimensions — 37.5"W x 22.25"H x 16"D

Location — Curbside

Shelving — None

Door(s) — None

Additional Instructions — There shall be six (6) 14.25"W x 4"H x 15"D metal drawers.
Each drawer shall operate on 14" slides rated at 300 lbs. per set and have a gas shock
hold open/closed device to ensure drawers do not accidentally open or close during
operation of the vehicle. Drawers shall be formed of 16 ga. steel welded construction
with an automotive almond enamel finish and formed structural support on the sides and
front of drawers. The upper aft drawer shall have a hidden locking lift latch and will be
controlled thru the hidden unlock switch in cabinet #10.

CABINET #16

Dimensions — 16.5"W x 17"H x 15"D

Location — Curbside, aft of squad bench

Shelving — None

Door(s) — None

Additional Instructions — This area shall be set up as a blanket cabinet with a blanket
warmer installed on the bottom of the cabinet.

CABINET #17

Dimensions — 16.5"W x 12"H x 10"D

Location — Curbside, aft of squad bench

Shelving — None

Door(s) — Sliding, clear 0.177" smoke polycarbonate with felt lined anodized aluminum
track and full extruded aluminum door pulls

Additional Instructions — An IV warmer shall be installed in this cabinet.
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CABINET #18 — Inside/Outside Access

Dimensions — 39"W x 28.5"H x 20"D

Location — Curbside, forward of squad bench

Shelving — None

Door(s) — None

Additional Imstructions — This area shall provide inside/outside access thru
Compartment #7. A restraining strap with quick release buckle shall be installed across
the face of the cabinet. A 27 lip shall be located at floor level on the interior side of this
cabinet.

CABINET #19 — Curbside Squad Bench with Storage
Dimensions — Bench: 50"W x 21.25"Hx 16"D

Storage: 38"W x 10.625"Hx 16"D
Location — Curbside
Shelving — None
Door(s) — Hinged aluminum bench lid, with an extension, and 3" high-density foam
padding covered with Kodiak gray shall provide access to the storage area. It shall have
a 0.5” overhang, an automatic hold-open device. The pad shall be removable.
Additional Instructions — Seatbelts shall be installed on the bench to allow for two (2)
side by side or one (1) in the center of the bench for a total of three (3) sets. A Tyco
Kendall sharps container with a retention strap shall be installed into a close out on the
front face of the squad bench, forward end. The interior shall have a divider; the front
section shall be accessible thru Compartment #7. The squad bench base shall be formed
of aluminum and securely attached to the floor and wall. The bottom and unfinished sides
of the storage area shall be lined with Vitality Ashes gray indoor/outdoor carpet. The
walls fore and aft shall be covered with Kodiak gray pads.

CABINET #20— Pre-pack Drug Dispenser

Dimensions — 27"W x 19.25"H x 10"D

Location — Front center over walk thru

Shelving — None

Door(s) — Hinged smoked Polycarbonate door with a two (2) twist latches. Cut out as
shown in drawing.

Additional Instructions — Five (5) full length adjustable vertical dividers installed.
There shall be a fixed horizontal divider installed at both ends of the drug dispenser and
connected to the side walls. Two (2) half-length vertical dividers shall rest on each
horizontal divider.

CABINET #21 - HVAC

Dimensions — 19"W x 16.5"H x 19.75"D

Location — Front, upper left

Shelving — None

Door(s) — Bolt on metal cover

Additional Instructions — This cabinet shall house the AC/Heater Unit. An 110V AC
heater shall be installed in this area.
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2.13X

CABINET #22 — Action Area Wall

Dimensions — 16"W x 40"H

Location — Streetside, forward wall of bench seat

Shelving — None

Door(s) — None

Additional Instructions — It shall contain an attendant control panel, and thermostat.
There shall be a Fire Com headset and plug in installed in this area.

CABINET #23 — Refrigerator

Dimensions — 19"W x 21"H x 19.75"D

Location — Front

Shelving — None

Door(s) — None

Additional Instructions — This cabinet shall house a 12V, two (2) cubic foot
refrigerator. Straps to secure a Life Pac and a 110V AC outlet shall be installed at the top
of the cabinet.

CABINET #24

Dimensions — 15.75"W x 10"H x 13.625"D

Location — Front, lower left

Shelving — None

Door(s) — Bolt on metal cover

Additional Instructions — This cabinet shall house the inverter.

CAB TO MODULE PASSAGE
Shall be a walk-thru measuring 28.75" W x 47.25" H.
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The module shall be seam sealed and all imperfections on aluminum surfaces of module
shall be sanded smooth. The entire exterior shall be mechanically etched and washed
with wax and grease remover to ensure proper primer and paint adhesion.

Module shall be primed with urethane primer prior to applying the finish coat of acrylic

3 COATINGS AND FINISHES
3.01 MODULE FINISH PREPARATION
3.02 MODULE PRIMER
urethane paint.
3.03 PAINT TYPE
Shall be "Sherwin Williams" acrylic urethane.
3.04X COLOR SCHEME

Base color: Victory Red (Sherwin Williams GB-39339)
Red Paint to wrap approximately 0.25” into all openings (doors, hood, etc.).
Wheels to be painted Oxford White (Sherwin Williams G8-33631 Alt 2)

Stripe #1 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 9.75” down from Lightbar recess
Style: Straight
Material: Genesis acrylic urethane
Location: Starts above side window and includes roof

Reference:  Drawings # 1-4

Stripe #2 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 107
Style: Straight
Material: Genesis acrylic urethane
Location: See drawings - Hood to remain Red.

Reference:  Drawings 1-4

Stripe #3 Color: Black
Width: 1~
Style: Pinstripe
Material: Scotchlite

Location: Top and Bottom edges of Stripe #2
Reference:  Drawings # 1-4

Stripe #4 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Material: Genesis acrylic urethane
Location: Chassis wheels

Page 18 of 34





Attachment #2
Vendor Contract # 0000001985
11/06/2006 through 11/05/2011

3.05A LETTERING/DECALS

Ttem #1 Decal: “SEATTLE FIRE DEPT.”
Number: One (1)
Color: Red with Black Outlines
Size: 3”
Material: Scotchlite
Location: Rear, Top of Doors
Reference: Drawing # 2

Item #2 Decal: “SEATTLE FIRE DEPT.”
Number: One (1)
Color: Red with Black Outlines
Size: 4»
Material: Scotchlite
Location: Front of Module, Centered in White Stripe
Reference: Drawing # 4

Item #3 Decal: “SEATTLE FIRE DEPT.”
Number: Two (2)
Color: Red with Black Outlines
Size: 6”
Material: Scotchlite
Location: Left side top, in White stripe

Right side top, in White stripe

Reference: Drawings # 3 / 1

Item #4 Decal: “MEDIC ONE”
Number; Two (2)
Color: Red with Black Qutlines
Size: 8
Material: Scotchlite
Location: Left side in lower White stripe

Right side in lower White stripe
Reference: Drawings # 3 / 1

Item #5 Decal: “MEDIC ONE”
Number: Two (2)
Color: White with Black Outlines
Size: 8”
Material: Scotchlite
Location: Rear doors above Windows

Front on Hood
Reference: Drawings # 2/ 4

Item #6 Decal: Customer Supplied (20"W x 18"H)
Location: As shown on Drawings #1 & 3
3.06X COMPARTMENT FINISH

All compartment floors and ceilings shall be sanded, etched, washed, primed, and painted
to Almond (G8-35521). Compartments #1, #4, #6, #8, and #9 shall be lined with Vitality
Ashes gray carpet except the floor and ceiling.
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3.07X

3.08X

3.09X

3.10X

3.11

3012

3.13X

INTERIOR CABINETRY FINISH

All interior aluminum shall be sanded, etched, washed, primed, and painted Almond (G8-
35521). Except Cabinet # 6, and Cabinet #13, they shall have Vitality Ashes gray carpet
installed on the floor and unfinished sides.

MODULE UPHOLSTERY
Shall be Kodiak Gray in color.

MODULE FLOORING MATERIAL

Shall be RCA FLEXI-FLOR MATERIAL. Color will be #766, Marbleized Gray. Seams
will be “double cut” to insure a tight fit and prevent seepage of body fluids and water
through. (Section 5.04 Related)

An insulated floor shall be installed over the subfloor. It shall be constructed with square
tubing (0.75" x 0.75" x 0.125"), filled with 0.75" thick polystyrene foam insulation, and
covered with 0.125" aluminum sheet. (Section 2.04 related)

COMPARTMENT LINING
Compartment floors shall be lined with light gray Mate'flex material and the Oxygen
Compartment shelf.

CABINET LINING
Interior cabinet shelves shall be lined with easy sweep mats, which are removable for
ease of cleaning.

SURFACES AND FINISHES
All surfaces and finishes shall be impervious to soap, disinfectants, and water, to permit
washing and sanitizing.

AUTOMOTIVE UNDERCOATING SEAL

The entire chassis underbody and interior floorboards (excluding drive shafts, wheels,
exhaust system, and lubrication fittings, per manufacturer's specifications) shall be
sprayed with undercoating for reduced corrosion and added sound deadening.
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4 MODULE EXTERIOR

4.01X STEP/BUMPER
Shall be a welded construction of 3" x 3" x 0.375" aluminum angle and 2" x 0.250" plate
and shall be covered by aluminum “Open Grip” Grip Strut and provide a 7" step width.
A stainless steel wear plate to be installed full bumper height x 30”"W x 0.075”Thick
smooth plate formed over rear edge of bumper and centered on body for stretcher. Wear
plate to be secured with 5/16™ stainless steel carriage bolts, washers and self-locking nuts.
18” x 4” dock bumper on both sides. Bumper shall be easily removable and replaceable
in case of damage. Step/bumper designed to accommodate a (one-person style) cot.
(Section 4.17X, and 4.50 related)

4.02 RUB RAILS
Shall be bright finished extruded aluminum of a double channel design and 0.125" wall
thickness for maximum strength. Rub rails shall be 2.5" high x 0.75" wide and run along
the lower edge of body, interrupted only by wheel well opening.

4.03X FENDER RINGS _
Shall be installed on the module. They shall be 6” wide rubber to extend to the full
outline of the dual wheels with a rounded outer edge.

4.04 DRIP RATL
Shall be extruded, anodized aluminum running full length of module at the top of sides,
front, rear and over each exterior compartment. Drip rails shall be installed with stainless
steel screws and be detachable for easy replacement. All drip rails shall be finished with
45 degree angled ends to avoid hooking materials, which brush against the vehicle
causing damage.

4.05 ROCK GUARDS
Made of bright aluminum diamond plate shall cover front module corners 24" up from
bottom of the body, 2.5" down the side of body, and 15" across the front of the body.

4.06 REAR STEP GUARD
Shall extend from the top of the rear step to the bottom of the rear doors, full width
formed around corners, and 2.5" forward on each side.

4.07 FUEL FILL(S)

Shall be on the streetside of the module. Each location shall have polished cast
aluminum fill well and be properly vented. All fuel filler hoses will be protected with a
0.125" aluminum protection plate. Fuel fills shall be installed in accordance with "Body
Builder's" recommendation.
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4.08X

417X

MODULE WINDOWS

Shall have black anodized aluminum frames, rubber gaskets, and be attached with screws
for ease of replacement. All module windows to be dual pane with both panes dark tinted
to obtain the darkest tint possible. The rear door windows shall be 18.75" x 18.75" fixed
glass to prevent exhaust from entering the module. The curbside and streetside module
windows shall be 17.375" x 33.25" with sliding glass, a positive self-latching catch, and a
screen. They shall be installed above the bench seats.

STEP, ELECTRIC

Shall be provided and mounted under the rear bumper. It shall be a 36” Kwikee Model
30 Series step wired to open and close with the curbside rear door. A momentary
“override” switch shall be located on the curbside rear wall just inside the door. This
switch shall be clearly visible and change the step position (in to out and out to in) each
time it is pressed.
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All interior hangers, supports, fasteners, latches, and hinges shall be of a near flush type
design when not in use. The patient compartment shall be free of sharp projections.
Exposed edges and corners shall be broken with a radius, chamfer, or covered with

Shall be covered with Almond colored Formica laminated on 0.25” hardboard panels or

Shall be located over all module access openings and shall be made with 1" high-density
foam covered with heavy-duty vinyl matching upholstery.

Below cabinets on the streetside wall and on the curbside wall squad bench front shall be
stainless steel mud boards from the floor line up to the bottom of the action area counter

One (1) 75" long x 1.250" diameter stainless steel grab rail with three (3) support
brackets shall be securely mounted to roof structural framing running through the center.

Each module access door shall have a 1.250" stainless steel grab handle. The rear doors
shall have a 12 horizontal bar mounted under the windows, which may also be used as

Three (3) fixed double hooks shall be installed in the ceiling. Two (2) streetside and one

A Stryker Model 6370 center mount cot fastener shall be installed.

Two (2) bright finish 16 ga. stainless steel cot plates, 7" x 85", shall run from the rear
door to the forward wheel position. The cot plates shall be attached with a polyurethane

5 MODULE INTERIOR
aluminum trim, plastic molding, or rubber edging.
5.01X UPPER WALL COVERING
painted aluminum.
5.02X HEADLINER
Shall be one-piece “Royalite” 52 headliner.
5.03 MODULE ACCESS OPENING BUMPERS
5.04X LOWER WALL COVERING
top. (Section 3.09 Related)
5.05A GRAB RAIL
5.06X ACCESS DOOR GRAB RAILS
entry assist rails.
5.07X IV HANGERS
(1) curbside of grab rail as shown in the drawings.
5.08C COT MOUNT
5.09X COT PLATES
adhesive sealant system.
5.11X OXYGEN SYSTEM

The entire oxygen system to be assembled with certified Oxygen hose (1000 PSI burst
strength) with brass fittings, pressure tested, and certified. A fixed oxygen outlet shall be
installed in the ceiling above primary patient and plumbed for a flowmeter. A 50-PSI
regulator and one (1) OXYGEN tank wrench shall be included. A bulkhead connecter
shall be installed in the ceiling of Compartment #5.
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5.13X

5.14X

5.15

5.16X

85.17

5.20X

521X

5.24X

5.26X

5.28A

5.29X

SUCTION COLLECTOR
One (1) S-Scort “Ten” Model 21008 suction system with charging plate shall be provided
mounted on forward wall of Compartment #2. Suction charging plate wired 110V power.

SEATBELTS

Shall be DOT certified non-retracting and shall be installed with all passenger seating.
Two (2) sets shall be installed on the streetside squad bench and one (1) set shall be
installed on the curbside squad bench.

FLUID BARRIER

A formed stainless steel floor mounted fluid barrier which is 0.75"" high shall be
provided between module and cab. This barrier shall prevent fluids from running from
the module floor into cab area.

INSULATION

The module sides, ends, roof, and doors shall be insulated to enhance the interior
environment and minimize the conduction of heat, cold, and external noise from entering
the module. The insulation is nonsettling, mildew- and vermin-proof “Dynamit Nobel”
#XPE-2 1b. foam insulation or DAS engineer approved equal. The insulation shall be
secured with contact cement.

MODULE CLIMATE CONTROL SYSTEM

Shall incorporate a combination heating/air conditioning unit with 36,000 BTU heating
and 32,000 BTU cooling. The unit shall have a 580CFM fan and have controls
independent of the cab system. The module system shall be controllable by a thermostat
located on the action wall.

EXHAUST VENT
Two (2) ITT Par 3670 motor-powered exhaust vents shall be located: one (1) in the right
rear of the module and one (1) at floor level in the left side squad bench base.

NO SMOKING/FASTEN SEAT BELTS SIGNS
Two (2) "No Smoking/Fasten Seat Belt" signs shall be installed in the module.

CLOCK
A 12V DC digital clock shall be installed above the electrical panel door.

SHARPS/HAZARDOUS WASTE CONTAINERS

Two (2) Sharps Containers and two (2) Waste Containers shall be provided. One (1)
Tyco Kendall, Model #8967, sharps/hazardous container shall be located vertically under
the front of the curbside squad bench and in Cabinet #8. The waste containers shall be
installed, one (1) on the right wall of the walk thru and one (1) in Cabinet #8. (Section
2.10X related)

REFRIGERATOR/COOL CABINET

A 12V, two (2) cubic foot refrigerator shall be installed above compartment #1 door,
behind the drivers seat. There shall be vents to provide adequate airflow to the cooling
coils.

OXYGEN WINDOW
Shall be an 8.75" x 8.75" opening.
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5.31X

5.32X

5.34X

5.35X

S.37A

FIRE EXTINGUISHER

One (1) 10 Ib. ABC Fire Extinguisher shall be provided and installed in Compartment #4.
One (1) 5 Ib. ABC Fire Extinguisher with vehicle mount shall be provided and shipped
loose.

GLOVE BUTLERS

One (1) glove butler holder shall be built into Cabinet #7. Two (2) Glove Butlers shall be
provided and shipped loose. Three (3) PVC tubes with a cap on the bottom end shall be
installed at the aft end of the map box console to hold gloves. The tubes shall have a slit
from the bottom up one side to slide over the back wall of the console and hold in place.

EQUIPMENT RESTRAINT

Shall be provided and mounted on the curbside and streetside inside/outside
compartments. The net system shall be constructed of 1" material and shall be easily
removed for cleaning or replacement. Net to be attached with footman loops at the
forward end of the bench and quick release buckles at the aft end.

OXYGEN CYLINDER STORAGE

Tip-out for two (2) “D” cylinder storage shall be provided on the interior right rear with a
freezer door type latch at the top. Padding/Bumper shall be added to this area, both
inside the holders and behind the holders to achieve “No Rattles”.

COAT HOOKS

Four (4) coat hooks shall be installed in the walk thru area: one (1) each side on the front
walk thru walls, and one (1) each side of the wall aft of the cab seats.
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6X

ELECTRICAL

6.01X

6.02

All added body and chassis electrical equipment shall be served by circuits separate and
distinct from the vehicle chassis circuits. All vehicle wiring shall be copper and conform
to all SAE J1128 requirements. The wiring shall be coded wire, numbered, and function
coded every 4" for permanent identification and correspond with the vehicle schematics.
Solderless, insulated connectors shall be used. Wiring panduit shall be used in power
component module to ensure air circulation throughout power component wiring. The
wiring shall be routed in flex conduit and wiring shall be secured to the underbody or
frame with insulated metal cable straps. All power distribution cabling shall be installed
in flex conduit. Where wiring passes over the exhaust, a heat shield shall be installed.
Wiring and electrical components shall not be placed under or behind the cab seats. All
wiring devices, switches, outlets, etc., except circuit breakers, shall be rated to carry
125% of the maximum ampere load for which the circuit is protected. Individual ground
wire to all appliances. All wiring for relay coil switch runs to be minimum, AWG 18.
All wires for load runs to be minimum, AWG 14. All wiring to be routed in “Kellums”
poly tuff conduit with “Kellums™ fittings or PVC conduit and junction boxes. All poly
tuff to be 15% oversize to allow for additions and repair runs. “Kulka” barrier strips for
all multiple wiring connections. All wire terminals shall conform to MIL-T-7928, MS-
25036 (insulated), Type II, Class 2 and be crimped with tooling recommended by
manufacturer and the specification. Terminals shall be insulated with insulation grip.
Ring terminals shall be used where applicable; hook terminals and scotch locks or similar
terminals are unacceptable. All connections shall be accessible through removable
service panels. Connections shall be at the distribution panel, at the appliance, in a
junction box, or in the lamp housing. All exposed wiring to be routed in bundles and
shall be laced with trimmed nylon ties. Wire bundles shall be supported on 12” centers
maximum, with protected from chafing and abrasion. “Kellums” poly tuff conduit from
engine to body shall be routed outside truck frame rail. All conduit shall be clamped on
127 center maximum, with appropriately sized clamps. All conduit for 12-voit load runs
shall have two spare AWG 14 wires. All wires for load runs and for added accessories
shall be protected by “Potter & Brunfield” model WS58XC4C12A circuit breakers
appropriately rated for load. Two (2) spare relays, switches and 20 amp circuit breakers
shall be wired and terminate in distribution panel. Switches located in driver console.
All added switches shall have "Sylvania™ pilot light (SM2Alight w/30147 lens and 12PC
bulb) adjacent to switch. 18 ga. wire for pilot lights is acceptable. Two laminated
complete wiring schematics shall be provided. Locate one inside distribution panel and
furnish one loose. See attached wiring schematic for installations. Load switching shall
be accomplished with plug in 12V relays.

OVERLOAD PROTECTION DEVICES

Body electrical wiring shall utilize overload protective devices of the automatic reset,
circuit breaker type. In addition, one (1) single pole, 20-amp circuit breaker shall be
provided for future use. The circuit breakers, relays, and other electrical items shall be
located in the enclosed power component module.

VOLTMETER

Shall be an OEM component installed in dash. The scale shall be from 8 to 18 V.D.C.
(Section 1.01.08 related)
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6.04

6.05X

6.06X

6.07

6.08

6.09X

6.10X

IGNITION CONTROL
All chassis electrical circuits to be controlled by the ignition switch as provided by the
OEM chassis manufacturer.

MODULE POWER
Shall be powered directly from the dedicated module batteries.

WIRING ACCESS
All cabinets at ceiling level shall have removable backs, which are screwed, in place for
access to junction boxes.

BACK-UP ALARM

Shall be installed and have a momentary disable switch in the driver's console. If
disabled while in reverse, backup alarm shall automatically reset when shifted out of
reverse.

SERVICE LOOP
A 6" service loop of wire or harness shall be provided at all electrical components,
terminals, and connection points.

DRIVER'S CONSOLE / MAP BOX / CUP HOLDER

Install new “Seattle” style driver’s console made of formed aluminum, and black
“wrinkle finished” powder coated. It shall be installed 37 offset from engine cover.
Radio faceplate to have a notch out of the lower right hand side. This is to allow access
to switch on side of radio. (0.75”H x 2”W). It shall have a hinge installed at the back to
allow access to the back side of the switches.

A pocket for a cell phone shall be installed between the switches on the console. Pocket
shall be padded. (See drawing for additional information and dimensions.)

The aft end height dimension (on the map box side) will be 8. This panel shall include
the following:

SWITCHES
1. Emergency Master 6. Door Open Warning Light 11. Rear Scene
2. Flashers 7. Low Battery Warning Light 12. Siren Horn
3. Ambers 8. Left Scene 13. Spare
4. White Lights 9. Right Scene 14. Spare
5. Opticom 10. Back-Up Disable 15.Dome (Cab)
OTHER:
Siren Head
Radio control head (Customer provided and installed)
Firecom
Hand set
SWITCHES

MIL-spec switches and indicator lights. Only the Emergency Master Switch shall have a
guard.
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6.12X

6.13X

6.16X

6.17X

6.18X

DOOR AJAR WARNING LIGHT

A blue flashing warning light on driver's console shall be provided to warn driver of open
passenger access doors or open exterior compartment doors with Truck Lite flasher
#97231.

ATTENDANT CONTROL PANEL
Shall be located in the action area. Panel shall include one (1) row of switches, as
follows:

1. Right Dome 4. Blank 7. Fluorescent
2. Center Dome 5. Side Vent 8. Blanket Warmer
3. Left Dome 6. Rear Vent 9. I.V. Warmer

A separate climate thermostat shall be located adjacent to the attendant control panel.
Fan switch shall be located on the face of the HVAC unit.

MODULE INTERIOR LIGHTING

Module interior lighting shall consist of nine (9) recessed mounted 77 domes — position in
evenly spaced rows- four (4) each on right and left outboard sides and one (1) in the
center. There shall be a switch for each bank of lights on the action wall On or Off. The
one (1) light in the center shall be automatically activated when the rear right door,
Compartment #2 or #7 is opened.

Four (4) fluorescent lights shall be installed along the center line of the module ceiling,
two (2) near the front and two (2) just inside the rear doors. An On or Off switch shall be
located in the attendant control pane.

BASIC EXTERIOR LIGHTING

Shall include headlights, parking lights, directional signal lights, tail and stop lights,
license plate light, back-up lights, hazard and warning lights, and clearance lights as
required by FMVSS 108. Install four (4) stop, tail, turn lights on the rear, two (2) on each
side of the rear doors, one (1) above the kick panel and one (1) above the stripe. Lights
shall be Whelen #70R00FRB red LED. All #700 series lights installed with 7TEFLANGE.

COMMUNICATIONS EQUIPMENT
Radio equipment shall be located in cabinet #15 - Electrical Compartment.
Item #3, #4, #5, #6 and #7 supplied by Braun NW.

Item #1 Description: ~ Customer supplied and installed Phone
Location: Antenna cable and pull wire located for phone to be
mounted on right side of partition walk through on 30-
degree base angled to rear

Item #2 Description: ~ Radio control head mounting bracket
Location: On driver’s console
Item #3 Description: ~ FireCom #3000 Intercom
Location: On driver’s console
Item #4 Description:  Two (2) FireCom FH-10 Radio Transmit Head
Location: One (1) behind Driver and One (1) behind Passenger in

board of headset jacks on the cab ceiling.
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6.19X

6.21X

6.22X

6.24X

Item #5 Description:  FireCom FH-10S Single Ear Radio T
Location: Next to jack in action area

Item #6 Description: ~ Three (3) FireCom HM-10 Headset Plug-In Mod
Location: One (1) behind Driver, one (1) behind Passenger in cab,

and One (1) in Action Area.

Item #7 Description:  FireCom MR-1X Motorola Syntor X-9
Location: Driver’s Console

ANTENNA MOUNTS AND CABLES

Three (3) NMO universal antenna mounts with KUDPI.25 cables shall be installed on the
cab roof. Antenna cables shall terminate in the electrical compartment. One (1) antenna
cable to the cell phone location thru conduit from the electrical compartment (Item #1
above). Locate Center antenna to allow clearance for Questar spotlight. Install one (1)
customer supplied GPS antenna above compartment #8, run cable thru compartment,
terminate in compartment #7 below floor level.

SHORELINE POWER
Utility power shall be furnished with 110 VAC shorepower via one (1) 20 Amp super
auto eject located on the drivers side of the vehicle and one (1) 15 amp plug located at the
left rear corner, and distributed via a formed 0.125" aluminum power box recessed into
the streetside front compartment. Power box shall be flush mounted so as to maximize
compartment size. Box shall have easily removable cover.
The box shall contain three (3) 110 VAC outlets for power supply to:

- Interior/exterior 110 VAC power (outlets, IV warmer, etc.), GFI protected

— Block heater

— Battery charger
Three (3) breakers shall be installed, one for protection of the shoreline itself, one (1) for
protection of the block heater receptacle, and one (1) for protection of the 110 Heater.
One (1) interior duplex-grounded outlet shall be provided in the Streetside inside/outside
compartment #2. Two (2) exterior duplex-grounded outlets shall be provided: one (1) on
streetside front of wheel well and one (1) curbside rear corner.

BATTERY GROUNDS

In addition to OEM grounds, the following ground circuits shall be added: 4 ga. ground
cable from module power component panel to frame, two (2) braided ground straps from
the module body to the chassis to reduce RF interference. All grounds shall be routed to
a common terminal block, which connects directly to ground post on battery. All
appliances and lights to have an independent ground wire.

BATTERY MODIFICATIONS :

Five (5) Odyssey SLY Drycell PC1200 630A CCA Batteries located in Streetside front
battery compartment #3. Label the batteries front to rear: OE Chassis Battery, OE
Chassis Battery, IV Warmer, Module Battery #1 and Module Battery #2. The two (2)
Chassis batteries shall be isolated from three (3) remaining module batteries so that
module usage (i.e. lights and sirens, etc. cannot draw down the batteries dedicated the
chassis. The IV Warmer battery will be charged the same as the module batteries and be
connected only to the blanket warmer and IV warmer. The module and I'V batteries shall
be charged thru the ignition-controlled solenoid or thru the inverter when the shoreline is
connected. (Sections 1.01.07X, 2.08X and 6.31X related).
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6.25X

6.26X

6.27X

6.30

12 VOLT RECEPTACLES
One (1) 12 volt, 20 amp cigar type receptacles shall be provided on the rear face of the
electrical cabinet. Receptacle shall be powered continuously.

COMPARTMENT LIGHTING

Betts IIC lights shall be installed in all outside compartments and shall be activated by a
door switch. No compartment light will be provided in compartments #2, and #7. There
shall be a 7" dome light installed in-between compartments #1, and #9. This light shall
have a red lens and be controlled thru the door switches and a “‘Red Dome” switch on the
drivers console.

EXTERIOR DOOR SWITCHES
Shall be Cherry brand Part #E79-40A (BNW #30094) door switches.

EMERGENCY WARNING SYSTEMS

6.30.01X

6.30.02X

6.30.03X

FRONT LIGHTBAR

Shall be a 82" Whelen Model #9806-W EdgePlus Wrap-around Lightbar.

Pattern from curbside to streetside as follows: Red Lens Red Super LED Flasher, Red
Lens Red Super LED Flasher, Red Lens Red Super LED Flasher, Red Lens Red Super
LED Flasher, Opticom #9592, Red Lens Red Super LED Flasher, Red Lens Red Super
LED Flasher, Red Lens Red Super LED Flasher, White Lens White Super LED Flasher.
The Lightbar shall be flush mounted with horizontal plane of the roof, and protrude no
more than 1/2" beyond the vertical plane of the front and sides of the module. The
clearance lights shall be an integral part of the light bar.

The Opticom shall be controlled with the “Master™ switch.

REAR LIGHTBAR

Shall be a Whelen Model 827 #9806-W EdgePlus Wrap-around Lightbar (without
internal power supply) system.

Pattern from curbside to streetside as follows: White Lens White Super LED Flasher, Red
Lens Red Super LED Flasher, Red Lens Red Super LED Flasher, Clear Lens LED Back-
up light Maximum Intensity, Red Lens Red Super LED Flasher, Clear Lens LED Back-
up light Maximum Intensity, Amber Lens Amber Super LED Flasher, Clear Lens Clear
Super LED Flasher, Red Lens Red Super LED Flasher.

The rear doors shall activate the rear scenelights only with ignition on and also to activate
when vehicle is placed in reverse.

The Lightbar shall be flush mounted with the horizontal plane of the roof, and protrude
no more than 1/2" beyond the vertical plane of the rear and sides of the module. The
clearance lights shall be an integral part of the light bar.

FLASHERS

Flashers shall be two (2) Whelen #70A02FAR Amber Super LED located in the stripe on
the rear of the vehicle and two (2) Whelen #70R02FRR Red Super LED located between
the stripe and the stop, tail, turn light above the kick panel. All lights shall be installed
with TEFLANGE. The rear flashers shall operate in an “X” pattern.
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6.30.04X

6.30.05X

6.30.06X

6.30.08X

6.30.09

6.30.10 X

6.30.11

6.30.12X

6.30.13A

6.31X

SCENELIGHTS

Six (6) parabolic scenelights shall be installed - two (2) on each side and two (2) on the
rear of the module. The scenelights shall be flush mounted and have internal optics to
deflect the light down at 8-32 degree angles. The lights shall be Whelen Model
#90E000ZR Opti-Scene lights. The scenelights shall be controlled by a switch on the
driver’s console. The rear scenelights shall be activated when vehicle is placed in
reverse.

SPOTLIGHT
Shall be a 300,000cp Questar roof mounted spotlight, installed in the center of the cab
roof. The light shall NOT have a lock.

INTERSECTION LIGHTS

Two (2) intersection lights, HA-239C strobe lights. One shall be installed in each chassis
parking/turn light assembly. Two (2) Whelen #70R02FRR Red Super LED
w/7EFLANGE shall be installed above each module wheel well.

GRILLE LIGHTS

Shall be two (2) Red/Clear Split Lens Super LED flashers, Whelen #70RC6FCR. The
clear lights shall be switched on the console by the "White Light" switch, the red lights
shall be switched with the "Flasher” switch.

SIREN
Shall be a Whelen 295HFSAT1, 200 watt. Siren options to include radio, horn, manual,
wail, yelp, and phaser.

SIREN SPEAKERS

Shall be Whelen "UnderPro" SA31E04D & SA31E04P, Under Bumper System, with two
(2) 100-watt speaker drivers. One (1) speaker driver to be wired to the Whelen
295HFSAL, and one (1) driver wire to be coiled at the electrical panel with a 36™ pigtail
for customer use.

SEQUENTIAL SWITCHING SYSTEM
A Kussmaul sequential switching system shall be installed to control emergency lighting.

FLASHER CONTROL
A Whelen AF6012 shall be provided to control flashers.

STROBE POWER SUPPLY
Shall be one (1) Whelen UPS-64LX power supply.

INVERTER

Shall be a Heart Interface FP 2000, 2000-watt inverter with a 100-amp battery charger
installed in the electrical compartment with control panel mounted above the electrical
panel door (must be set to power sharing 15 amp).
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6.35X

6.37A

6.40X

6.42X

6.99X

FLUID WARMER

A 12-volt DC fluid warmer shall be installed in Cabinet #12. The warmer will be
thermostatically controlled at 95 to 105 degrees F. Space for ten (10) one-liter bags of
fluids shall be provided. Shall be switched at the attendant panel and wired to the 1.V.
battery.

110 VAC HEATER
Shall be a Cadet WRH 1000T 110V AC, 1000-Watt space heater. The heater shall be
recess mounted on the curbside wall below Cabinet # 12. ;

ELECTRIC DOOR LOCKS

Shall be installed on Inside/Outside compartment and module access doors. The module
door locks shall be wired to the cab doors. A “hidden™ switch shall be located in the
streetside rear compartment #4 below the fire extinguisher shelf.

BLANKET WARMER

A 12-volt DC blanket warmer shall be installed in Cabinet #12. The warmer will be
thermostatically controlled at 95 to 105 degrees F. shall be switched at the attendant
panel and wired to the 1.V. battery.

LOW VOLTAGE ACTUATOR
Vanner # EM 71 actuates red indicator on console. Adjust battery low factory setting.
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7 SUPPORTING DOCUMENTATION

7.01X OWNERS MANUAL

Shall be provided with vehicle and consists of the following items:

14.
15.
16.

Sourd Shuheds: b

Chassis owner information packet.

Extra set of keys.

Lifetime module warranty.

Factory warranty on Chassis.

7 Year/75,000 mile limited electrical warranty.
2 Year/30,000 mile Conversion Warranty.

5 Year Paint Warranty.

Module remount engineering checklist.
Climate control information and warranty.
Main schematic.

. Electrical equipment amperage ratings.
. Wire coding list.
. Schematics for standard system: (As Built)

—  Driver switch console

— Attendant switch console

— Climate control system

—  Dual battery system

—  Module harness routing

— Interior and exterior lights
Operations manual
Schematics for individual options.
Warranty and parts list for light bar, etc.
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8 MISCELLANEOUS MEDICAL / RESCUE EQUIPMENT

8.01 LOOSE EQUIPMENT
The following equipment shall be shipped loose with the vehicle:
1) Touch up paint
2) One (1) spare tire to be shipped loose
3) Two (2) glove butlers
4) One (1) Fire Extinguisher with bracket— 5 Ib.
5) One (1) Fire Extinguisher with bracket — 10 Ib.
6) One (1) Stryker Cot Model #6092. It shall include:
— Ergonomic lift package
— Permanent oxygen bottle holder located at the foot of the cot
— EZ-PRO head storage pouch
— EZ-PRO Base storage net .
— Stage IV pole
7) One (1) Model #6252 Stryker Stair Chair

8.02 CUSTOMER SUPPLIED EQUIPMENT
The customer shall provide the following equipment and have delivered to Braun
Northwest.
1) Two (2) Seattle Fire Department decals
2) One (1) GPS antenna and cable
3) One (1) Decal “Move right for sirens and lights”
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. sCHMENT #_2- e

Broun Norihwest Inc:

OCTOBER 4, 2000

SEATTLE EXECUTIVE SERVICES
ATTN: RICK HAGGARD. CHIEF
P.O. BOX 94689

SEATTLE, WA 98124-4089
RICK.HAGGARDa SEATTLE.GOV

RF: MODULE REMOUNT/REFURBISH

BRAUN NORTHWEST IS PLEASED TO OFFER THE FOLLOWING PROPOSAL:

REMOUNT/REFURBISH ONE (1) NORTH STAR MODULE ONTO A FORD FA5G CHASSIS PER
ENCLOSED SPECIFICATIONS DATED 10-4-20006 USING A 2006 CEHASSIS.

TOTAL FLOB. SEATTLE. WASHINGTON iy l 795,00
Sales tax not included

F.O.B.: SEATTLE, WASHINGTON

DELIVERY: TO BE DETERMINED BASED UPON CURRENT PRODUCTION SCHEDULE.
ACTUAL TIME REQUIRED FOR REMOUNT/REFURBISH: 45 DAYS.

TERMS: - NET THIRTY (30) DAYS AFTER RECEIPT OF VEHICLE.
Braun Northwest, fne iy o Washington dealer (0099010 widy insavanc e ptforiiation avadahle wpon regieest
(Nore. Ty bty corta oot on e of Gistonter s Government Fovd Floeot Ldentification Namihaer.)

Pricins s fiem for six (60 months. Further price inereases to be baxed on doetmented produciion amd nutorial piercdasa
presented by Braun Novtiovest. Ine . and approved by the Criv of Svaftle

Respectfully Submitted by ' We agree to accept the above proposal:
BRAUN NORTHWEST, INC CUTIVE SERVICES

John E. ﬁr:mn, l’rcsid'cni Slﬂmtnu [}ate
Date:  so- -0l //{’7; Cf’ /VéCC"c";/(/ Auﬁ_xw/zw & g/zw/
Prinfed2d4me Fitle

JER sed
cor RIRL

Enclosures: Opnons attached, specifications
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Braun Northwest Inc.

OCTOBER 4, 20600

SEATTLE FXECUTIVE SERVICES
ATTN: RICK HAGGARD, CHIEF
P.O. BOX 94689

SEATTLE. WA 98124-4689
RICK.HAGGARDa SEATTLE.GOV

RE: MODULE REMOUNT/REFURBISH

BRAUN NORTHWEST IS PLEASED TO OFFER THE FOLLOWING PROPOSAL:

REMOUNT/REFURBISH ONE (1) NORTH STAR MODULE ONTO A FORD F450 CHASSIS PER
ENCLOSED SPECIFICATIONS DATED 10-4-2006 USING A 2006 CHASSIS.

TOTAL F.O.B. SEATTLE. WASHINGTON iiiiiiiiimnrerr et S111,795.00
Sales tax not included

F.O.B.: SEATTLE, WASHINGTON

DELIVERY: TO BE DETERMINED BASED UPON CURRENT PRODUC THON SCHEDULEFE.
ACTUAL TIME REQUIRED FOR REMOUNT/REFURBISH: 45 DAYS.

TERMNS: NET THIRTY (30) DAYS AFTER RECEIPT OF VEHICLE.
Branin Nerthwest, Ine iy a Washizgton dealer (899140 widde sy anee atlorniation avaplehlo wpon request
(Note, Thiv bad iy combneont o wse of custoner’s Governmeni Ford Fleot Kentification Nuher)

Pricing s firm for six (6 monifis Frrther price inereasey fo Be bitsed on doctanented produciion and merrerial pereases
prevented by Braun Noviiovesr, Ine _and approved by the Cinv af Seanle

Respectfully Submitted by ' We agree m uupt the above proposal:
BRAUN NORTHWEST, INC CUTIVE SERVICES

/6~/7 -0

l)ﬂtt

Siuﬁ atore

Date: /oo d-ow 570{’ /04 a/(,/ Auobpmstit f/g/zw/

!’rmlw Aine Title

F. Braun, President

JEB sed
cor KERL

nclosures: Opuans attached, speaifications





VENDOR couwm%f
ATTAUHMENT #

BRAUN NORTHWEST, INC.

DETAILED REMOUNT SPECIFICATIONS
FOR
CITY OF SEATTLE
SEATTLE, WASHINGTON

CHASSIS

1.01

1.01.01

1.01.02

Braun NW (dc/tb)
10/4/06

OEM CHASSIS
e 2006 Ford E-450, provided by Braun Northwest, meeting all the specifications of
Section 1.01.
— 3 year/36,000 mile "Bumper to Bumper" warranty.
— Ambulance Prep. Package
— Dual Rear Wheels

SPECIFIC RATINGS

Drive—4 x 2

G.V.W.R. - 14,050 lbs.

Wheelbase — 158”

Cab to Axle - 100”

Curb Weight — 10,000 Ibs. Approximate
Payload.— 3,950 Ibs. Approximate

Front Spring Capacity — 4,600 Ibs.

Rear Spring Capacity — 9,450 1bs.

Front Axle — 4,600 lbs.

Rear Axle — 9,450 lbs.

Rear Differential — 4.10:1 ratio, limited slip wide track rear axle

e @ @ @ @ o ¢ o @ o @

POWER TRAIN
e Engine
— 6.0 liter turbo diesel
— 5 year/100,000 mile warranty
—  Extemal oil cooler
— Factory diesel package
— 1,000 watt engine heater
— Heavy duty dry type air cleaner with flow restriction indicator
e Engine Cooling System
— Heavy duty, closed-air, free-liquid state type
—  Coolant recovery system
—  50/50 solution Permanent type antifreeze to —40 degrees F
e Transmission
— Heavy duty automatic, five (5) speeds forward, one (1) reverse
— External oil cooler in chassis grille area

1of 15 Seattle Medic One
E-450/North Star





1.01.03

1.01.04

1.01.05

1.01.06

1.01.07

1.01.08

Braun NW (dc/tb)

10/4/06

e Exhaust System

— System complies with Federal Motor Carrier Safety Regulations, Part 393.83

— Suspended using three (3) hangers; excluding manifold attachment

— Discharge at right rear side of module

— Tailpipe shall not terminate within six (6) inches of the vertical axis of the fuel

tank filler opening.

STEERING

e Power assisted

e Tilt steering wheel

e Shock type steering stabilizer

SHOCK ABSORBERS/STABILIZER BARS
e Heavy-duty shock absorbers front and rear.

e OEM 1.00” front and 1.125” rear stabilizer bar.

BRAKES

Heavy duty power assisted
Front and rear disc

Front 13.03" diameter
Rear 12.90" diameter
Four Wheel ABS

@ @ @ o @

TIRES AND WHEELS

Seven (7) tires and painted white wheels
Steel Valve stems
Spare tire and wheel shipped loose

® o o o

ELECTRICAL

e Alternators — OEM Dual 110 Amp
e Batteries — OEM Dual 750 CCA

e  Auto Throttle — OEM installed

INSTRUMENT PANEL AND CONTROLS
e Gauges

—  Trip odometer

— Tachometer

—  Voltmeter

—  Fuel

— Coolant temperature

— Oil pressure

— Diesel engine warning lights
e Controls — Cruise

Audio - OEM AM/FM/CD

20f15

OEM LT 225-75Rx-16E all-season steel belted radials on 6.0 inch rims.

Seattle Medic One
E-450/North Star





1.01.09 CAB EXTERIOR

[

L

Horn — OEM dual electric

Windows — Tinted safety glass

Windshield wipers

— Two- speed electric

— Washer and intermittent speed control

Mirrors

— Interior Day/Night rear view mirror

— Two (2) black, below eye level, manually telescoping trailer tow
— Power glass

—  Upper portion 7°W x 8.25”H.; Lower portion 6.5”W x 2”H convex
Chrome Bumper and Grille

Aerodynamic Halogen Headlamps

Fuel tank — OEM 55 Gallons

1.01.10 CAB INTERIOR

Seats — OEM

— Cloth covered high back Captain’s Chairs
— Combination lap and shoulder harness

— Retractable arms on inside, side door armrest
Climate Control — OEM

— Heavy duty, fresh air, high capacity heater/defroster
— Dehumidifying air conditioning system
Interior Upgrade Package (18C)

—  Cloth Headliner

— High-Series Door Trim Panels

—  Cloth Sun Visors

—  Carpet

— Power Door Locks

— Power Windows

Lights and Convenience Group

—  Courtesy light switches on all doors

— Warning chimes

— Headlight-on audible alert

— Tlluminated entry

Ambulance Prep. Package

— Dual air bags

12 Volt Power Point

1.01.11 COLORS

Braun NW (dc/tb)
10/4/06

Exterior — Oxford White (YZ7)
Interior — Gray

3of 15
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Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the

A Ward “No Smoke” Exhaust system shall be installed with a control switch in the cab,

Transfer trailer hitch on front of the chassis. Trailer hitch used to attach a bicycle carrier.

Module shall be transferred utilizing existing module mounting points with new isolator

On Type III vehicles, install a new closed cell foam isolation gasket between cab and

40of15 Seattle Medic One

1.02 CHASSIS MODIFICATION

The following modifications will be made to the chassis by Braun Northwest.
1.02.03 SIMULATORS

Transfer stainless steel wheel simulators with rear valve stem extensions.
1.02.04 EXHAUST HEAT SHIELD

frame cross member just behind the rear axle.
1.02.05 RUNNING BOARDS WITH SPLASH GUARDS

Existing running boards to be washed and remounted.
1.02.08 RECOVERY HOOKS

Transfer rear recover hooks.
1.02.12 MAP BOOK HOLDER

Transfer existing map book holder.
1.02.20X SECURE IDLE

Transfer Secure Idle system, with a switch mounted under the dash on the driver’s side.
1.02.31X STATION EXHAUST

above the driver’s console. (Section 8.03 related)
1.02.33X TRAILER HITCH
1.02.41X CHASSIS CAB DOORS

Replace the cab interior lower door pockets with a stainless steel plate.
1.03 MODULE-TO-CHASSIS MOUNTING SYSTEM

pads and bolts.
1.03.02 CAB-TO-MODULE ATTACHMENT

module.
Braun NW (dc/th)

10/4/06

E-450/North Star





1.01.09 CAB EXTERIOR

@

L)

L

L]

Hom — OEM dual electric

Windows — Tinted safety glass

Windshield wipers

— Two- speed electric

— Washer and intermittent speed control

Mirrors

— Interior Day/Night rear view mirror

— Two (2) black, below eye level, manually telescoping trailer tow
— Power glass

—  Upper portion 7°W x 8.25”H.; Lower portion 6.5”W x 2”H convex
Chrome Bumper and Grille

Aerodynamic Halogen Headlamps

Fuel tank — OEM 55 Gallons

1.01.10 CAB INTERIOR

Seats - OEM

—  Cloth covered high back Captain’s Chairs
— Combination lap and shoulder harness

— Retractable arms on inside, side door armrest
Climate Control — OEM

— Heavy duty, fresh air, high capacity heater/defroster
— Dehumidifying air conditioning system
Interior Upgrade Package (18C)

— Cloth Headliner

— High-Series Door Trim Panels

— Cloth Sun Visors

— Carpet

— Power Door Locks

— Power Windows

Lights and Convenience Group

—  Courtesy light switches on all doors

— Warning chimes

— Headlight-on audible alert

— Illuminated entry

Ambulance Prep. Package

— Dual air bags

12 Volt Power Point

1.01.11 COLORS

Braun NW (dc/tb)
10/4/06

Exterior — Oxford White (YZ)
Interior — Gray
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1.02

1.02.03

1.02.04

1.02.05

1.02.08

1.02.12

1.02.20X

1.02.31X

1.02.33X

1.02.41X

1.03

1.03.02

Braun NW (dc/tb)

10/4/06

CHASSIS MODIFICATION
The following modifications will be made to the chassis by Braun Northwest.

SIMULATORS
Transfer stainless steel wheel simulators with rear valve stem extensions.

EXHAUST HEAT SHIELD

Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the
frame cross member just behind the rear axle.

RUNNING BOARDS WITH SPLASH GUARDS
Existing running boards to be washed and remounted.

RECOVERY HOOKS
Transfer rear recover hooks.

MAP BOOK HOLDER |
Transfer existing map book holder.

SECURE IDLE
Transfer Secure Idle system, with a switch mounted under the dash on the driver’s side.

STATION EXHAUST
A Ward “No Smoke” Exhaust system shall be installed with a control switch in the cab,
above the driver’s console. (Section 8.03 related)

TRAILER HITCH
Transfer trailer hitch on front of the chassis. Trailer hitch used to attach a bicycle carrier.

CHASSIS CAB DOORS
Replace the cab interior lower door pockets with a stainless steel plate.

MODULE-TO-CHASSIS MOUNTING SYSTEM
Module shall be transferred utilizing existing module mounting points with new isolator
pads and bolts.

CAB-TO-MODULE ATTACHMENT
On Type I vehicles, install a new closed cell foam isolation gasket between cab and
module.

40f15 Scattle Medic One
E-450/North Star
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MODULAR CONSTRUCTION

2.08 EXTERIOR COMPARTMENTS

Remove fixed shelf in streetside rear compartment #4. Install a customer supplied
Stryker stair chair in lower section. Wheels of the stair chair will fit into a carpeted “U”
shaped holder on the floor, and a spring type fastener will be installed on the back wall to
catch the upper grab rail of the stair chair and hold it in place. Two (2) Ferno hooks shall
be installed in the upper portion of compartment #4. SCBA bottles will move to behind
the cab seats. Install with the valves facing out, one (1) behind each seat. The 10 1bs. fire
extinguisher will be shipped loose.

Transfer existing compartment shelves and dividers.

2.09 MODULE DOORS
Transfer existing doors.
2.09.01 DOOR SEAL
Transfer all existing door gaskets.
2.09.02 DOOR HINGES
Transfer existing hinges.
2.09.03 DOOR LATCHES
Transfer and lubricate all compartment and passage door latches. Adjust for proper
operation. '
2.09.04 COMPARTMENT DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.05 CURBSIDE DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.06 REAR DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.07 COMPARTMENT DOOR SKINS
Transfer existing compartment door skins.
2.09.08 ENTRANCE DOOR SKINS
Transfer passage door skins.
2.09.10 THRESHOLDS
Transfer door thresholds as they exist.
2.10 MODULE INTERIOR CABINETS
Transfer all existing cabinets and doors.
212 : FRONT MODULE WALL RECESS
Front bulkhead wall and closeouts shall be modified to accept new chassis style, if
necessary.
Braun NW (dc/tb) 50f15 Seattle Medic One

10/4/06 E-450/North Star





3 COATINGS AND FINISHES

3.01 MODULE FINISH PREPARATION
: Transfer as exist

3.04.01 CHASSIS COLOR
Chassis Only -- Base color: Victory Red (Sherwin Williams GB-39339)
Red Paint to wrap approximately 0.25” into all openings (doors, hood, etc.).
Wheels to be painted Oxford White (Sherwin Williams G8-33631 Alt 2)

Stripe #2 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 107
Style: Straight

Material: Paint
Location: Hood to remain Red
Reference: Previous Vehicles

3.05 LETTERING/DECALS - Chassis Only
Item #1 Decal: “MEDIC ONE”
Number: Two (2)
Color: White with Black Outlines
Size: 8”
Material: Scotchlite
Location: Front on Hood
Reference: Previous Vehicles
Item #2 Decal: Customer Supplied, 20"W x 18"H
Location: Chassis Doors
3.06 COMPARTMENT FINISH

Transfer as they exist.

3.07 INTERIOR CABINETRY FINISH
All interjor cabinetry shall be cleaned.

3.08 MODULE UPHOLSTERY
Transfer all upholstery with existing covering. (Includes Head pads)

3.09 MODULE FLOORING MATERIAL
Transfer existing module sub-floor.
Transfer existing module flooring.

3.10 COMPARTMENT LINING
Transfer existing exterior compartment flooring.

Braun NW (dc/tb) 6of15 Seattle Medic One
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2 MODULAR CONSTRUCTION

2.08 EXTERIOR COMPARTMENTS

Remove fixed shelf in streetside rear compartment #4. Install a customer supplied
Stryker stair chair in lower section. Wheels of the stair chair will fit into a carpeted “U”
shaped holder on the floor, and a spring type fastener will be installed on the back wall to
catch the upper grab rail of the stair chair and hold it in place. Two (2) Ferno hooks shall
be installed in the upper portion of compartment #4. SCBA bottles will move to behind
the cab seats. Install with the valves facing out, one (1) behind each seat. The 10 Ibs. fire
extinguisher will be shipped loose.

Transfer existing compartment shelves and dividers.

2.09 MODULE DOORS
Transfer existing doors.
2.09.01 DOOR SEAL
Transfer all existing door gaskets.
2.09.02 DOOR HINGES
Transfer existing hinges.
2.09.03 DOOR LATCHES
Transfer and lubricate all compartment and passage door latches. Adjust for proper
operation.
2.09.04 COMPARTMENT DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.05 CURBSIDE DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.06 REAR DOOR CONTROL
Transfer and lubricate door hold open devices.
2.09.07 COMPARTMENT DOOR SKINS
Transfer existing compartment door skins.
2.09.08 ENTRANCE DOOR SKINS
Transfer passage door skins.
2.09.10 THRESHOLDS
Transfer door thresholds as they exist.
2.10 MODULE INTERIOR CABINETS
Transfer all existing cabinets and doors.
2.12 FRONT MODULE WALL RECESS
Front bulkhead wall and closeouts shall be modified to accept new chassis style, if
necessary.
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3 __COATINGS AND FINISHES

3.01 MODULE FINISH PREPARATION
: Transfer as exist

3.04.01 CHASSIS COLOR
Chassis Only -- Base color: Victory Red (Sherwin Williams GB-39339)
Red Paint to wrap approximately 0.25” into all openings (doors, hood, etc.).
Wheels to be painted Oxford White (Sherwin Williams G8-33631 Alt 2)

Stripe #2 Color: Oxford White (Sherwin Williams G8-33631 Alt 2)
Width: 107
Style: Straight
Material: Paint

Location: Hood to remain Red
Reference: Previous Vehicles

3.05 LETTERING/DECALS - Chassis Only
Item #1 Decal: “MEDIC ONE”
Number: Two (2)
Color: White with Black Qutlines
Size: 8”
Material: Scotchlite
Location: Front on Hood
Reference: Previous Vehicles
Item #2 Decal: Customer Supplied, 20"W x 18"H
Location: Chassis Doors
3.06 COMPARTMENT FINISH

Transfer as they exist.

3.07 INTERIOR CABINETRY FINISH
All interior cabinetry shall be cleaned.

3.08 MODULE UPHOLSTERY
Transfer all upholstery with existing covering. (Includes Head pads)

3.09 MODULE FLOORING MATERIAL
Transfer existing module sub-floor.
Transfer existing module flooring.

3.10 COMPARTMENT LINING
Transfer existing exterior compartment flooring.

Braun NW (dc/tb) 6of15 Seattle Medic One
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3.11 CABINET LINING
Transfer existing cabinet lining.

3.12 SURFACES AND FINISHES
The following cabinet surfaces shall be repaired.

3.13 "AUTOMOTIVE UNDERCOATING SEAL
The entire chassis underbody (excluding drive shafts, wheels, exhaust system, and
lubrication fittings, per manufacturer's specifications) shall be sprayed with undercoating
for reduced corrosion and added sound deadening.

Braun NW (dc/tb) Tof 15 Seattle Medic One
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4 MODULE EXTERIOR
4.01 STEP/BUMPER
Transfer rear step bumper.
4.02 RUB RAILS
Transfer existing rub rails.
4.03 FENDER RINGS
Transfer existing fender rings.
4.04 DRIP RATL
Transfer existing drip rails.
4.05 ROCK GUARDS
Transfer all aluminum diamond plate rock guards.
4.06 REAR STEP GUARD
Transfer existing kick panels.
4.07 FUEL FILL(S)
Transfer fuel fill(s) as they exist.
4.08 MODULE WINDOWS
Transfer existing windows.
4.17X ELECTRIC STEP
Transfer step in current location.
4.50X ADDITIONAL EXTERIOR EQUIPMENT
Remove RV-Skid style wheels. Do not re-install.
Braun NW (dc/tb)

10/4/06
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3.11 CABINET LINING
Transfer existing cabinet lining.

3.12 SURFACES AND FINISHES
The following cabinet surfaces shall be repaired.

3.13 "AUTOMOTIVE UNDERCOATING SEAL
The entire chassis underbody (excluding drive shafts, wheels, exhaust system, and
lubrication fittings, per manufacturer's specifications) shall be sprayed with undercoating
for reduced corrosion and added sound deadening.
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MODULE EXTERIOR

Transfer rear step bumper.

Transfer existing rub rails.

Transfer existing fender rings.

Transfer existing drip rails.

Transfer all aluminum diamond plate rock guards.
Transfer existing kick panels.

Transfer fuel fill(s) as they exist.

Transfer existing windows.

Transfer step in current location.

ADDITIONAL EXTERIOR EQUIPMENT
Remove RV-Skid style wheels. Do not re-install.

4

4.01 STEP/BUMPER

4.02 RUB RAILS

4.03 FENDER RINGS

4.04 DRIP RAIL

4.05 ROCK GUARDS

4.06 REAR STEP GUARD
4.07 FUEL FILL(S)

4.08 MODULE WINDOWS
4.17X ELECTRIC STEP
4.50X

Braun NW (de/tb)

10/4/06
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S MODULE INTERIOR

5.01 UPPER WALL COVERING
Transfer and clean existing wall covering.

5.02 HEADLINER
Transfer and clean existing headliner.
5.03 MODULE ACCESS OPENING BUMPERS
Transfer head pads with existing upholstery.
5.04 LOWER WALL COVERING
Transfer and clean existing covering.
5.05 GRAB RAIL
Transfer existing grab rail.
5.06 ACCESS DOOR GRAB RAILS
Transfer existing door and wall grab rails.
5.07 IV HANGERS
Transfer existing IV hangers.
5.08 COT MOUNT
Transfer existing cot mounts in the same position.
5.09 COT PLATES
Transfer existing cot plates.
5.11 OXYGEN SYSTEM
Transfer and test existing oxygen system.
5.12 SUCTION PUMP
Transfer existing suction pump.
5.13 SUCTION COLLECTOR
Transfer existing system.
5.14 SEATBELTS

Transfer existing seatbelts.

5.17 MODULE CLIMATE CONTROL SYSTEM
Transfer air conditioning unit, replacing hoses and clamps. A/C unit to be modified as
necessary to accept 134 refrigerant. Transfer module heater, replacing hoses and valve.

5.20 EXHAUST VENT
Transfer and test exhaust system.

Braun NW (dc/tb) 9of 15 . Seattle Medic One
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5.21

5.24

5.28

5.31

5.32

5.34

5.35X

5.37X

Braun NW (de/tb)
10/4/06

NO SMOKING/FASTEN SEAT BELTS SIGNS
Transfer existing signs.

CLOCK
Transfer existing clock.

REFRIGERATOR/COOL CABINET
Transfer existing refrigerator

FIRE EXTINGUISHER
Transfer fire extinguisher in Compartment #4.

GLOVE BUTLERS
Transfer exiting glove butlers in present location.

EQUIPMENT RESTRAINT

Transfer existing equipment restraints in present locations.

OXYGEN CYLINDER STORAGE
Transfer in current location.

COAT HOOKS
Transfer in current location.
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MODULE INTERIOR

5.01 UPPER WALL COVERING
Transfer and clean existing wall covering.

5.02 HEADLINER
Transfer and clean existing headliner.
5.03 MODULE ACCESS OPENING BUMPERS
Transfer head pads with existing upholstery.
5.04 LOWER WALL COVERING
Transfer and clean existing covering.
5.05 GRAB RAIL
Transfer existing grab rail.
5.06 ACCESS DOOR GRAB RAILS
Transfer existing door and wall grab rails.
5.07 IV HANGERS
Transfer existing IV hangers.
5.08 COT MOUNT

Transfer existing cot mounts in the same position.

5.09 COT PLATES
Transfer existing cot plates.

5.11 OXYGEN SYSTEM
Transfer and test existing oxygen system.

512 SUCTION PUMP
Transfer existing suction pump.

5.13 SUCTION COLLECTOR
Transfer existing system.

5.14 SEATBELTS
Transfer existing seatbelts.

5.17 MODULE CLIMATE CONTROL SYSTEM
Transfer air conditioning unit, replacing hoses and clamps. A/C unit to be modified as
necessary to accept 134 refrigerant. Transfer module heater, replacing hoses and valve.

5.20 EXHAUST VENT
Transfer and test exhaust system.
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5.21

5.24

5.28

5.31

5.32

5.34

5.35X

5.37X

Braun NW (dc/tb)
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NO SMOKING/FASTEN SEAT BELTS SIGNS
Transfer existing signs.

CLOCK
Transfer existing clock.

REFRIGERATOR/COOL CABINET
Transfer existing refrigerator

FIRE EXTINGUISHER
Transfer fire extinguisher in Compartment #4.

GLOVE BUTLERS
Transfer exiting glove butlers in present location.

EQUIPMENT RESTRAINT

Transfer existing equipment restraints in present locations.

OXYGEN CYLINDER STORAGE
Transfer in current location.

COAT HOOKS
Transfer in current location.
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6 ELECTRICAL

6.01 OVERLOAD PROTECTION DEVICES
All existing relays and circuit breakers shall be transferred, tested, and replaced if
defective.

6.02 VOLTMETER

Shall be an OEM component supplied with chassis and installed in dash. The scale shall
be from 8 to 18 V.D.C. (Section 1.01.08 related)

6.04 IGNITION CONTROL
All chassis electrical circuits to be controlled by the ignition switch as provided by the
OEM chassis manufacturer.

6.05 MODULE POWER
A module power disconnect switch shall be provided to control non-chassis
components.

6.07 BACK-UP ALARM

Transfer existing backup alarm.

6.09 DRIVER'S CONSOLE
Transfer existing Driver’s Console.

6.10 SWITCHES
Transfer existing switches.

6.11 MAP LIGHT
Existing map lights shall be transferred.

6.12 DOOR AJAR WARNING LIGHT
Transfer existing system.

6.13 ATTENDANT CONTROL PANEL
Transfer action area switches, replacing defective switches.

6.16 MODULE INTERIOR LIGHTING
' Transfer and clean lenses of existing dome lights replacing burned out bulbs.

6.17 BASIC EXTERIOR LIGHTING
Transfer and clean lenses of all stop, turn, and back-up lights, clearance lights, and rear
lights, replacing any burned out bulbs or broken lights. ‘

6.18 COMMUNICATIONS EQUIPMENT
Transfer all communication equipment in present location.

6.19 ANTENNA MOUNTS AND CABLES
Transfer existing antenna bases.
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6.20 BLOCK HEATER '
A block heater, with On/Off switch in 110VAC power box, shall be wired to the 110
VAC shorepower system and shall be circuit protected (Section 1.01.02 related).

6.21 SHORELINE POWER
Transfer existing shoreline connection.

6.22 BATTERY GROUNDS
Transfer existing battery grounds.

6.24 BATTERY MODIFICATION
Transfer existing battery system.

6.26 COMPARTMENT LIGHTING
Transfer compartment lights, replacing any burned out bulbs..

6.27 EXTERIOR DOOR SWITCHES
Transfer all compartment and passage door switches.
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6 ELECTRICAL

6.01 OVERLOAD PROTECTION DEVICES
All existing relays and circuit breakers shall be transferred, tested, and replaced if
defective.

6.02 VOLTMETER

Shall be an OEM component supplied with chassis and installed in dash. The scale shall
be from 8 to 18 V.D.C. (Section 1.01.08 related)

6.04 IGNITION CONTROL
All chassis electrical circuits to be controlled by the ignition switch as provided by the
OEM chassis manufacturer.

6.05 MODULE POWER
A module power disconnect switch shall be provided to control non-chassis
components.
6.07 BACK-UP ALARM
Transfer existing backup alarm.
6.09 DRIVER'S CONSOLE
Transfer existing Driver’s Console.
6.10 SWITCHES
Transfer existing switches.
6.11 MAP LIGHT
Existing map lights shall be transferred.
6.12 DOOR AJAR WARNING LIGHT
Transfer existing system.
6.13 ATTENDANT CONTROL PANEL

Transfer action area switches, replacing defective switches.

6.16 MODULE INTERIOR LIGHTING
' Transfer and clean lenses of existing dome lights replacing burned out bulbs.

6.17 BASIC EXTERIOR LIGHTING
Transfer and clean lenses of all stop, turn, and back-up lights, clearance lights, and rear
lights, replacing any burned out bulbs or broken lights. '

6.18 COMMUNICATIONS EQUIPMENT
Transfer all communication equipment in present location.

6.19 ANTENNA MOUNTS AND CABLES
Transfer existing antenna bases.
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6.20

6.21

6.22

6.24

6.26

6.27

Braun NW (dc/tb)
10/4/06

BLOCK HEATER

A block heater, with On/Off switch in 110VAC power box, shall be wired to the 110
VAC shorepower system and shall be circuit protected (Section 1.01.02 related).

SHORELINE POWER
Transfer existing shoreline connection.

BATTERY GROUNDS
Transfer existing battery grounds.

BATTERY MODIFICATION
Transfer existing battery system.

COMPARTMENT LIGHTING

Transfer compartment lights, replacing any burned out bulbs. .

EXTERIOR DOOR SWITCHES
Transfer all compartment and passage door switches.
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6.30

EMERGENCY WARNING SYSTEMS

6.30.01

6.30.02

6.30.03

6.30.04

6.30.05

6.30.06

6.30.07

6.30.08

6.30.09

6.30.10

6.30.11

6.30.12

6.30.13

Braun NW (dc/tb)
10/4/06

FRONT LIGHT BAR
Transfer existing lightbar and mount on module.
Clean lenses and replace any burned out bulbs.

REAR LIGHTBAR
Transfer existing lightbar and mount on module.
Clean lenses and replace any burned out bulbs.

FLASHERS .
Transfer and clean lenses of existing flashers (front, side, rear) and replace any
inoperable lights and broken lenses.

SCENELIGHTS
Transfer and clean lenses of existing scene and load lights replacing any burned out
bulbs, and broken lenses.

SPOTLIGHT
Transfer existing 300,000cp Questar roof mounted spotlight. It shall be accessible to
both driver and passenger.

INTERSECTION LIGHTS
Transfer and clean lenses of existing intersection lights replacing any burned out bulbs,
and broken lenses.

HEADLIGHT FLASHER UNIT
Transfer existing unit.

GRILLE LIGHTS
Transfer and clean lenses of existing grille lights replacing any burned out bulbs, and
broken lenses.

SIREN
Transfer existing electronic siren.

SIREN SPEAKERS

Transfer existing siren speakers. One (1) speaker driver to be wired to the Whelen
295HFSA1 and one (1) driver wire to be coiled at the electrical panel with a 36 pigtail
for customer use.

SEQUENTIAL SWITCHING SYSTEM
Existing sequential switching shall be transferred.

FLASHER CONTROL
Transfer existing unit.

STROBE POWER SUPPLY
Transfer existing strobe power supplies.
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6.30.14

6.31

6.35

6.37

6.40

6.42X

6.99X

Braun NW (de/th)
10/4/06

TRAFFIC ADVISOR
Transfer existing traffic advisor.

INVERTER
Transfer existing 110 Volt inverter.

FLUID WARMER
Transfer existing fluid warmer.

110 VAC HEATER
Transfer existing 110V AC heater.

ELECTRIC DOOR LOCKS

Existing module electric door locks and wire to OEM chassis locks.

BLANKET WARMER
Transfer existing blanket warmer.

LOW VOLTAGE ACTUATOR
Transfer existing system.
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6.30

EMERGENCY WARNING SYSTEMS

6.30.01

6.30.02

6.30.03

6.30.04

6.30.05

6.30.06

6.30.07

6.30.08

6.30.09

6.30.10

6.30.11

6.30.12

6.30.13

Braun NW (dc/tb)
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FRONT LIGHT BAR
Transfer existing lightbar and mount on module.
Clean lenses and replace any burned out bulbs.

REAR LIGHTBAR
Transfer existing lightbar and mount on module.
Clean lenses and replace any burned out bulbs.

FLASHERS :
Transfer and clean lenses of existing flashers (front, side, rear) and replace any
inoperable lights and broken lenses.

SCENELIGHTS
Transfer and clean lenses of existing scene and load lights replacing any burned out
bulbs, and broken lenses.

SPOTLIGHT
Transfer existing 300,000cp Questar roof mounted spotlight. It shall be accessible to
both driver and passenger.

INTERSECTION LIGHTS
Transfer and clean lenses of existing intersection lights replacing any burned out bulbs,
and broken lenses.

HEADLIGHT FLASHER UNIT
Transfer existing unit.

GRILLE LIGHTS
Transfer and clean lenses of existing grille lights replacing any burned out bulbs, and
broken lenses.

SIREN
Transfer existing electronic siren.

SIREN SPEAKERS

Transfer existing siren speakers. One (1) speaker driver to be wired to the Whelen
295HFSAI1 and one (1) driver wire to be coiled at the electrical panel with a 36™ pigtail
for customer use.

SEQUENTIAL SWITCHING SYSTEM
Existing sequential switching shall be transferred.

FLASHER CONTROL
Transfer existing unit.

STROBE POWER SUPPLY
Transfer existing strobe power supplies.
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6.30.14

6.31

6.35

6.37

6.40

6.42X

6.99X

Braun NW (dc/tb)
10/4/06

TRAFFIC ADVISOR

Transfer existing traffic advisor.

INVERTER
Transfer existing 110 Volt inverter.

FLUID WARMER
Transfer existing fluid warmer.

110 VAC HEATER
Transfer existing 110VAC heater.

ELECTRIC DOOR LOCKS

Existing module electric door locks and wire to OEM chassis locks.

BLANKET WARMER
Transfer existing blanket warmer.

LOW VOLTAGE ACTUATOR
Transfer existing system.
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7 SUPPORTING DOCUMENTATION

7.01 OWNER'S MANUAL

Chassis owner information packet.

Extra set of keys.

Remount warranty.

Factory Chassis warranty.

. 1-year/24,000 mile limited electrical warranty.
. Electrical equipment amperage ratings.
Alternator maintenance information.

. Schematics for individual options.

. Warranty and parts list for lightbar, etc.

N

* x* * * *
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7 SUPPORTING DOCUMENTATION

7.01 OWNER'S MANUAL

Chassis owner information packet.

Extra set of keys.

Remount warranty.

Factory Chassis warranty.

1-year/24,000 mile limited electrical warranty.
Electrical equipment amperage ratings.
Alternator maintenance information.
Schematics for individual options.

Warranty and parts list for lightbar, etc.
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VENDOR CONTRACT #_00C0cC [G85¢ H 4,
ATTACHMENT #

sl i
Braun Northwest Inc.

150 North Star Dr. » PO Box 1204 » Chehalis, WA 98532
360-748-0195 = 800-245-6303 » Fax 360-748-0256
www.braunnorthwest.com

[ mevisepPROPOSAL

NOVEMBER 16, 2007

CITY OF SEATTLE

ATTN: RICK HAGGARD

FLEETS AND FACILITIES DEPARTMENT
700 5™ AVENUE, SUITE 5200

P.0O. BOX 94689

SEATTLE, WA 98124-4689

RE: 2008 NORTH STAR MEDIC UNITS

BRAUN NORTHWEST IS PLEASED TO OFFER THE FOLLOWING PROPOSAL:

FOUR (4) NORTH STAR MEDIC UNITS BASED UPON RECENTLY COMPLETED VEHICLE
#876-3 (YOUR VEHICLE #65321).

TWO (2) VEHICLES CURRENTLY IN PRODUCTION SCHEDULE #908-3 AND #909-3 ON A'2006
FORD E450 CHASSIS PER ENCLOSED SPECIFICATIONS DATED 11-15-07:

BASE CONTRACT AMOUNT #0000001985 .........covverieeeesereeseesesiseessssesnes +eeren. $169,293.00
CHANGE ORDERS BASED UPON VEHICLE #876-3 AND ALL CHANGES INCORPORATED
INTO ENCLOSED SPECIFICATIONS DATED 11-15-07....c0ecuviiieueeneeeneecnniessnnesesnnnees $
9,693.00

TOTAL FOR ONE (1) VEHICLE..........cc.veovviereieieereneeeeseeesniessseesseesnssssssnsesssneenen:$ 178,936.00
TOTAL FOR TWO (2) VEHICLES.........cvviuteitiesierseesureseeessressessssessssensssssssensesions $ 357,972.00

TWO (2) YEHICLES TO BE SCHEDULED FOR PRODUCTION ON 2008 CHASSIS:

BASE CONTRACT AMOUNT #0000001985 ....ciiviiiriiiiiiiianiiiiiiiiitiiiiniiisieneiiinnane $169,293.00
CHANGE ORDERS BASED UPON VEHICLE #876-3 AND ALL CHANGES INCORPORATED
INOT ENCLOSED SPECIFICATIONS DATED 11-15-07..cctciriiierniiiniveineisrianesneeienies 3

9,693.00

B0 0GGHASE] S CHEANGERE RGO NI R A T $ 1,700.00
A0S A B S AN G T o S s aaiy S R A A A S R ey P T Ty $ 3,950.00
POPAT. T UR ONEl MBIk s s e e et RN $184.636.00
TOTAL FOR PWO (2) VEBICLES vy oo s o i s s S s $369,272,00

TOTAL FOR FOUR (4) VEHICLES, TWO (2) ON 2006 CHASSIS AND TWO (2)
ON 2008 CHASSIS, F.O.B. SEATTLE, WA . .....cccciiiiiiiininiiiiiniiiniienissnsinsiiassissaenns $711,644.00
Sales tax not included
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F.0.B.: SEATTLE, WASHINGTON
DELIVERY: TO BE DETERMINED

TERMS: NET THIRTY (30) DAYS.

Braun Northwest, Inc. is a Washington dealer (0991-A) with insurance information available upon request.
(Note: This bid is contingent on use of customer's Government Ford Fleet Identification Number.)

Respectfull Submitted I;g;2 We agree to accept the above proposal:
BRAUN THWEsa‘ INC CITY QB SEATTLE
Y / //'Z/fq [M Z/W@, 60D

KirkJ o/nson, “Sales Manager Signature “ Date

pate: S/ /& COF O KA:?/O/ A Arctart L%”"“‘?” |
Printed Name Title

Kl/sed

cc: WN

Enclosure






