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FINAL RECOMMENDATION OF THE
NORTHEAST DESIGN REVIEW BOARD 
_______________________________________________________________________________


Project Number:  		3013971
	
Address:  		9538 1st Avenue NE		

Applicant:  		Kurt Jensen of Jensen Fey Architects
	
Date of Meeting:		Monday, November 17, 2014	

Board Members Present:  	      Eric Blank
	Ivana Begley
	Julia Levitt
	Martine Zettle

Board Members Present:	Christina Pizana

DPD Staff Present: 	                  Bruce P. Rips                                                   
 
_______________________________________________________________________________

SITE & VICINITY	
[image: ]

	Site Zone:
	Neighborhood Commercial Three-65 with a 65’ height limit (NC3 65)Northgate Urban Center within the Northgate Overlay District
	
	

	Nearby Zones:
	(North) NC3-85 

	 
	(South) Lowrise Three (LR3)

	
	(East)   NC3-65  

	
	(West)  NC3-65  

	
	

	Lot Area:
	37,713 sf

	
	




	Current Development:
	Approximately 135 ft. deep x 280 ft. mid-block lot; north half of site is surface parking; vacant 1 story, retail building on south half. Site slopes down approximately 5 feet from southeast corner to northwest corner, but the lot was leveled so there is a steep 7-10 ft. bank wrapping the east and south edges of property, with adjacent surface parking lots on top of that bank.  
	
	

	Access:
	Vehicular and pedestrian access from improved 1st Avenue along the west.

	
	

	Surrounding Development:
	1 story commercial buildings to the north; 5 story office building across parking lot to the east; 4 story apartments across parking lot to south. Site is one half block east of the I-5 freeway and its ROW adjacent to 1st Avenue; I-5 is raised approximately 20 ft. on a berm. 

	
	

	ECAs:
	Peat Settlement Prone – Category 2; ECA 11

	
	

	Neighborhood Character:
	The site is 4 blocks south of the Northgate Mall and fronts on the busy transit and minor arterial of 1st Avenue NE.  A super-block of older retail and office structures with surface parking lots, is adjacent to the east and north. Newer apartment buildings are adjacent to the south, and the I-5 freeway is across 1st Avenue to the west. This site is in a transitioning commercial district, with the existing Northgate Transit Center 1 block north, and the future Northgate light rail station 3 blocks north on 1st Avenue at NE 103rd Street.



PROJECT DESCRIPTION		
	
Demolish the existing structure and construct a 6 story, limited service hotel structure with 155 rooms. Ground floor to contain entry porte cohere, lobby, breakfast room, and possibly fitness and meeting rooms. Approximately 127 parking spaces are proposed, most on grade and under an elevated deck. 


PUBLIC COMMENT

Seven individuals affixed their names to the Recommendation meeting sign-in sheet.  Speakers raised the following comments:

· Install low plantings near the porte cochere to ensure the safety of pedestrians and vehicles entering and exiting.  
· The landscape will be a decided enhancement to the neighborhood.  


PRIORITIES & BOARD RECOMMENDATIONS

After visiting the site, considering the analysis of the site and context provided by the proponents, and hearing public comment, the Design Review Board members provided the following siting and design guidance.  The Board identified the following Citywide Design Guidelines and Northgate Urban Center & Overlay District Design Guidelines -2010 (as applicable, shown in italics) of highest priority for this project.   

The priority guidelines and Board comments are summarized below, while all guidelines are still applicable.  For the full text of all guidelines please visit the Design Review website.


1. Site Planning   
A-3	Entrances Visible from the Street.  Entries should be clearly identifiable and visible from the street.
The revised drawings relocate the entry to the south end of the site.  Although this change detracts from the entries visibility from the light rail station and the approach by most people arriving by vehicle, the Board agreed with the revision.  
A-4	Human Activity.  New development should be sited and designed to encourage human activity on the street.
	Northgate-specific supplemental guidance:
Consider setting portions of the building back to create spaces at street level for pedestrian-oriented activities. …wider sidewalks allow for more pedestrian circulation and activity.”

The Board liked the “urban garden” along First Ave.  It will serve a pleasant amenity to the neighborhood and to the guests who can use it.    

A-8	Parking and Vehicle Access.  Siting should minimize the impact of automobile parking and driveways on the pedestrian environment, adjacent properties and pedestrian safety.

B.	Height, Bulk and Scale
B-1	Height, Bulk, and Scale Compatibility.  Projects should be compatible with the scale of development anticipated by the applicable Land Use Policies for the surrounding area and should be sited and designed to provide a sensitive transition to near-by, less intensive zones. Projects on zone edges should be developed in a manner that creates a step in perceived height, bulk, and scale between anticipated development potential of the adjacent zones.
Northgate-specific supplemental guidance:
Large monolithic structures are discouraged. Break down the mass of the building, horizontally and vertically, into a hierarchy of volumes. 

The Board liked the way the building steps down at various portions of the massing.  This provides a better sense of scale, reduces the structure’s mass and relates to the zone change to the south.  

C.	Architectural Elements and Materials
C-2	Architectural Concept and Consistency.  Building design elements, details and massing should create a well-proportioned and unified building form and exhibit an overall architectural concept.  Buildings should exhibit form and features identifying the functions within the building.  In general, the roofline or top of the structure should be clearly distinguished from its facade walls.
In general the Board endorsed the massing and concept.  It specifically stated that the stepping of the building mass, the decks, texture and scale of the proposal amounted to its best attributes.  

C-3	Human Scale. The design of new buildings should incorporate architectural features, elements, and details to achieve a good human scale. 
	Northgate- specific supplemental guidance:
	The ground level of the building must offer pedestrian interest along sidewalks. Exterior building materials should have a human scale…good examples include stone and brick. Non-modular exterior materials, such as stucco and concrete panels, need finer details to reduce perceived bulk and create human scale.	
Although the Northgate guidelines advise against non-modular exterior materials such as stucco, the Board approved the use of EIFS for cladding.  See guidance for C-4.  

C-4	Exterior Finish Materials.  Building exteriors should be constructed of durable and maintainable materials that are attractive even when viewed up close. Materials that have texture, pattern, or lend themselves to a high quality of detailing are encouraged.
Surprised by the proposed use of EIFS as the major cladding material as it hasn’t been used in Seattle for many years due to its susceptibility or vulnerability to water damage and mold, the Board approved the use of the material as long as it is installed as a rain screen.  DPD planning staff will need to review the details of the construction document and receive a building envelope consultant statement approving the detailing and materials.  
The sample of the ground face CMU at the building base did not possess the kind of contrast and darkness that the images in the Recommendation booklet illustrated.  The applicant will need to add a third color to the mix and to ensure that the materials closely match the images in the booklet.  

C-5	Structured Parking Entrances.  The presence and appearance of garage entrances should be minimized so they do not dominate the street frontage of a building.
	The Board accepted the change in location of the porte cochere to the south end of the building.  
D.	Pedestrian Environment
D-1	Pedestrian Open Spaces and Entrances. Convenient and attractive access to the building’s entry should be provided. To ensure comfort and security, paths and entry areas should be sufficiently lighted and entry areas should be protected from the weather. Opportunities for creating lively, pedestrian-oriented open space should be considered.
Northgate-specific supplemental guidance:
If there is a significant grade difference, create an attractive transition. Incorporate pedestrian access, including walkways, stairs or similar features that can help build greater pedestrian connectivity.
	
D-2	Blank Walls.  Buildings should avoid large blank walls facing the street, especially near sidewalks. Where blank walls are unavoidable they should receive design treatment to increase pedestrian comfort and interest.
The Board recommended adding fenestration to several elevations to provide better light for the guests and to enhance the facades attractiveness.  On the east elevation, place windows in the corridor of the northeast wing’s sixth floor.  Add glazing on the same elevation to the rooms on the second through fifth floors.  Finally, install windows above the porte cochere on the south elevation at the ends of the corridors on each floor and on the sixth floor corridor overlooking the green roof.
D-5	Visual Impacts of Parking Structures. The visibility of all at-grade parking structures or accessory parking garages should be minimized. The parking portion of a structure should be architecturally compatible with the rest of the building and streetscape. Open parking spaces and carports should be screened from the street and adjacent properties.
D-7	Personal Safety and Security.  Project design should consider opportunities for enhancing personal safety and security in the environment under review.
Discussion did not focus on the lighting scheme.  
D-9	Commercial Signage.  Signs should add interest to the street front environment and should be appropriate for the scale and character desired in the area.
As most travelers will approach the hotel from the north, wayfinding is an important issue since the hotel entrance occurs on the south of the property.  The Board did not recommend a revision related to signage. 
D-10	Commercial Lighting.  Appropriate levels of lighting should be provided in order to promote visual interest and a sense of security for people in commercial districts during evening hours. Lighting may be provided by incorporation into the building façade, the underside of overhead weather protection, on and around street furniture, in merchandising display windows, in landscaped areas, and/or on signage.
D-11	Commercial Transparency.  Commercial storefronts should be transparent, allowing for a direct visual connection between pedestrians on the sidewalk and the activities occurring on the interior of a building. Blank walls should be avoided.
The placement of an ancillary meeting room at-grade on the north end of the building met with approval.  With the sloping grade, the meeting room and its windows reduce the amount of blank wall along the west and north elevations.  The Board recommended approved for a modest departure from the transparency requirement.  

E.	Landscaping
E-2	Landscaping to Enhance the Building and/or Site.  Landscaping, including living plant material, special pavements, trellises, screen walls, planters, site furniture, and similar features should be appropriately incorporated into the design to enhance the project.
Two areas of the landscaping plan generated discussion among the Board members.  The blank wall covered with a green screen facing First Ave (sheathing a meeting room closet and a portion of a board room) ought to have trees and shrubs in front of it.  Larger plants would be more viable over the long term than green screens which have a poor record.  The vertical landscape screen forming the south wall of the porte-cochere would also benefit from trees and shrubs in this location.  Since the planting area to the south of the port-cochere in question belongs to the adjacent property, the Board could not require trees in this area.  The Board did not recommend conditions for either of these planting areas but enthusiastically encourages the changes.  It supports a potential departure from either the Seattle Municipal Code 23.47A.008A.2.a.5 governing blank walls or 23.47A.016A.2 for green factor.  

The proposed sculpture in the urban garden adds scale and point of interest.  The Board recommends requirement this feature to this outdoor area.  

E-3	Landscape Design to Address Special Site Conditions.  The landscape design should take advantage of special on-site conditions such as high-bank front yards, steep slopes, view corridors, or existing significant trees and off-site conditions such as greenbelts, ravines, natural areas, and boulevards.
Northgate-specific supplemental guidance:
Retain natural greenbelt vegetation where possible. Incorporate native plants into the landscape design.


Recommendations:  The recommendations summarized below were based on the plans and models submitted at the November 17th, 2014 meeting.  Design, siting or architectural details not specifically identified or altered in these recommendations are expected to remain as presented in the plans and other drawings available at the November 17, 2014 public meeting.  After considering the site and context, hearing public comment, reconsidering the previously identified design priorities, and reviewing the plans and renderings, the Design Review Board members recommended APPROVAL of the subject design with conditions and the requested development standard departure from the requirements of the Land Use Code (listed below). The Board recommends the following CONDITIONS for the project.  (Authority referred in the letter and number in parenthesis):

1) The outer wall building material EIFS must be installed as a rain screen.  DPD planning staff will review the details of the construction document and receive a building envelope consultant statement approving the detailing and materials..  (C-4)
2) Add a third color to the mix of ground face concrete masonry units (CMU) to ensure greater contrast.  The materials must closely match the images in the booklet rather than the sample shown to create the darkness the images in the Recommendation booklet illustrated.  (C-4)
3) Add fenestration to the following elevations to provide better light for the guests and to enhance the facades’ attractiveness.  On the east elevation, place windows in the corridor of the northeast wing’s sixth floor.  Add glazing on the same elevation to the rooms on the second through fifth floors.  Finally, install windows above the porte-cochere on the south elevation at the ends of the corridors on each floor and on the sixth floor corridor overlooking the green roof. (D-2).
4) Ensure the installation of sculpture in the “urban garden” facing First Ave NE.  (E-2)




DEVELOPMENT STANDARD DEPARTURES

The Board’s recommendation on the requested departure(s) are based upon the departure’s potential to help the project better meet these design guideline priorities and achieve a better overall design than could be achieved without the departure(s).  

	STANDARD
	REQUIREMENT
	REQUEST
	JUSTIFICATION
	RECOMMEND-ATION 

	1. Transparency  SMC 23.47A.008B.2
	60% of the street-facing façade between 2 and 8’ above the sidewalk shall be transparent.  
	52.4% of the street-facing.
	· A enhanced garden and sitting area along 1st Ave NE with a sculpture and green walls. (E-2)  
	Recommended approval.

	2. Urban Garden—Solar Exposure SMC 23.71.014C.8
	A minimum of 75% of the urban garden shall receive solar exposure from 11AM until 2PM between spring and autumn equinox.  
	81% of the urban garden shall receive solar exposure from 12PM until sunset between spring and autumn equinox. 
	· As the garden faces west, it will receive greater than three hours of sunlight for 100% exposure.  
	Recommended approval.

	3. Loading Berth Standards.  SMC 23.54.035A.1
	A minimum of 2 loading berths to be provided.  
	One large loading berth
	· Provides area for additional on-site landscaping.  (E-2) 
	Recommended approval.

	4. Loading Berth Standards.  SMC 23.54.035A.1 or C.2c.ii
	Two 10 by 25’ loading berths.
	One 10 by 35’ loading berth.
	· 
	Recommended approval.

	5. Floor to Floor Height. SMC 23.47A.008B.3
	Non-residential uses at street level shall have a floor to floor height of at least 13’.
	9’11” height at the meeting rooms in the lower level.  
	· The slope slight ….
	Recommended approval.

	6. Blank Facade
SMC.23.47A. 008A.2.a.5 or SMC 23.47A.016A.2
	Facade segments are considered blank if they do not include at least screening. 
And/Or
Landscaping that achieves a Green Factor score of .30 or greater, pursuant to Section 23.86.019, is required for any lot with development containing more than 4,000 new s.f. of nonresidential uses.
	Board requests tall plantings at south end of porte-cochere and area with blank wall along west elevation.  
	· Trees and larger shrubs will be more viable than green screen technology.   
	Recommended approval if applicant chooses to implement guidance E-2.
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