
Seattle City Light 

STOCK CATALOG 

Stock Class-Page: 
Superseding: 

Effective Date: 

20-5 
June 8, 2011 
October 30, 2015 

 

 

Air Break and Loadbreak Disconnect Switches 
 
 

AIR BREAK DISCONNECT SWITCHES, Single Phase  

Stock Unit:  EA 

 

Stock  
No. 

Manufacturer’s Catalog No. or  
Material Standard Reference Description 

250045 KPF A-201 7.5 kV, 400 amp, single pole, with operating mechanism for 
crossarm mounting. 

250130 SCL 4500.17 25 kV, 600 amp, single pole, for vertical or inverted mounting 
on wood crossarms, with hooks for load buster tool and 2-hole 
NEMA pad with bolts. 

250100 S&C 320023R10-Z5 25 kV, 1200 amp, single-pole, loadbreak, heavy duty, for 
vertical or horizontal mounting.  Hookstick operated blade to 
have positive 90 degree stop. 

 

LOADBREAK DISCONNECT SWITCHES AND REPLACEMENT INTERRUPTERS  

Description:  Three phase, gang-operated 

Application:  Overhead distribution switches are mounted on wood 

poles to break or pick up load, loop, and line charging current on 
Seattle City Light’s 26.4 kV, looped radial distribution system.   

Interrupter shunt kits are used to upgrade Inertia switches that were 
not originally provided with an interrupter shunt accessory.  Only one 
kit is required per three-phase switch. Inertia switches purchased 
after March 2011 are provided with interrupter shunts.  This feature 
improves a switch’s operability. 

SCL Matl. Std.:  4501.50 

Stock Unit:  EA 

 

Switch  
Stock No. 

Interrupter 
Stock No. 

Interrupter Shunt  
Kit Stock No. 

Nominal  
Voltage, kV 

Continuous 
Current, A Mounting Type 

250150 012119 013279 25  0600 horizontal 

250151 012119 013279 25  0600 vertical (riser) 

250152 012121 013280 25  1200 horizontal 

250153 012121 013280 25  1200 vertical (riser) 

 


