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Pad Mounted PM Transformers 
25 564GrdY/14 760 or 26 400GrdY/15 242, Three-Phase, PM Transformer 
Description: Pad mounted, FR3-filled transformer 

 

Application: These transformers are installed on concrete pads and used to 
serve large Seattle City Light business customers when either 
overhead or submersible transformers are impractical or the 
customer requires more than 500 kVA of capacity.  These units 
make up less than 10 percent of transformers installed each year. 

Matl. Std.: 4240.00 
Stock Unit: EA 

  Low Voltage  
kVA High Voltage 208Y/120 480Y/277  
0150 25 564GrdY/14 760 374840 374440  
0225 " 374846 374446  
0300 " 374850 374450  
0500 " 374860 374460  
0750 26 400GrdY/15 242 374866 374466  
1000 " 374872 374472  
1500 " – 374476  
2000 " – 374478  
2500 " – 374480  

 
25 564GrdY/14 760, Single-Phase, PM Transformer 
Description: Pad mounted, FR3-filled transformer 

 

Application: These transformers are installed on concrete pads and used to 
serve Seattle City Light customers in the rare case that overhead or 
submersible transformers are unworkable.  These units make up 
less than one percent of transformers installed each year.   

Matl. Std.: 4220.00 
Stock Unit: EA 

kVA 240/120  
025 373122  
050 373132  
075 373134  
100 373136  
167 373142  

 
 


	Pad Mounted PM Transformers
	240/120
	kVA

