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Submersible SY-Transformers 
 
 
 
 
 
 
 
 
 
 

25564GrdY/14760, Single-Phase, SY-Transformer, Series-Connected Secondary Winding   
Description:  Submersible, FR3-filled transformer. 
Application:  These transformers are commonly used to serve Seattle City Light customers in 
standalone single-phase and banked three-phase installations.  These units are the second most 
common transformer type installed annually in the Seattle City Light distribution system.  See 
SCL Design Standard 9177.15 for secondary connection details. 
SCL Matl Std:  4320.00 
Stock Unit:  EA 

kV A  12 0 / 24 0  13 8 . 5 / 27 7  24 0 / 48 0  

 

025 362122 362622 362322 
050 362132 362632 362332 
075 362134 362634 362334 
100 362136 362636 – 
167 362142 362642 – 

  
25564GrdY/14760, Single-Phase, SY-Transformer, Cut Straight Parallel-Connected Secondary Winding 
Description:  Submersible, FR3-filled transformer. 
Application:  These transformers are commonly used to serve Seattle City Light customers in 
banked three-phase wye installations.  These units are the second most common transformer 
type installed annually in the Seattle City Light distribution system.  See SCL Design Standard 
9177.15 for secondary connection details. 
SCL Matl Std:  4320.00  
Stock Unit:  EA 

kV A  12 0 / 24 0  

  

025 362822 
050 362832 
075 362834 
100 362836 
167 362842 

 


