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19 DRY TYPE

SPECIALTY TRANSFORMERS
*CONTACT MATERIAL CONTROL for AVAILABILITY

Unless otherwise noted the transformers on this page are not referenced in the City Light Material Standards.

Dry Type, Outdoor
1 phase, 277/480Y-125/250V (with *2 - 2-1/2% taps)

e e v B
390015 15 Wall or
390042 f 25 floor/pad
390041 1 37 mount | 5 < |
390044 50
390289 £ 75 X4 X2 X3 X4
390290 100 Floor/pad 125/250
390291 % 167 mount
390292 250
Auto, Dry Type, Outdoor H 277 Ha X
.1 Phase Applications Only .. .. .. 1 212
Stock No. kVA | Voltage
391286 1 1.3 277-120 M
391285 1 3 277-120 Vault 1
Ltg. Hi 277 HoXo 120
391281 50 277-125/250
391282 < 75 277-125/250
391283 % | 100 277-125/250 X4 Xo Xy
391288 167 277-125/250
125/250
Other 1 Phase Dry Types
Stock No. kVA Voltage
390040 + 10 249/263/277-120/240V
390024 25 480-120/240 -5 & +10% taps
390032 50 480-125/250 %2 - 2-1/2%
taps
390036 100 | 480-125/250 2 - 2-1/2%
taps
682608 0.25 240/480-120/240
Acme # T2-53007
(for fire Control Cabinet)
687730 ¥ 0.1 277/125 See page 70-39
19 OIL FILLED
Specialty, Submersible
1 phase, 277/480Y-125/250V (with £2 - 2-1/2% taps)
Stock No. | kVA H, 277 H,
390048 £ 25
390049 £ 50
390050 £ 75
390051 £ 100
390055 £ | 167 X4 Xy X3 A
Specialty, Submersible 125/250
1 phase, 125/216Y-125/250V (with £2 - 2-1/2% taps)
Stock No. kVA Hy 125 Hsp
390001 £ 25
390002 £ 50
390004 £ 100
390005 £ 167
Xy Xy Xg X,
Auto, Outdoor, Pole Mount
125/250

1 phase, 240V to 480V
Shop made from line transformer

Stock No. kVA Mounting
391270 10 Pole/pad

120

120

120 120

391271 25 Mount

240 ! 240

T
480

City Light Matl. Std. 0039.3

City Light Matl. Std. 4470.00

City Light Matl. Std. 6877.3

City Light Matl. Std. 0039.0

Contact Material Control for Availability
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39 DRY TYPE

Dry Type, Outdoor

3 phase, 480Y/277-216Y/125V (or 208Y/120V non-standard) (with *2 - 2-

1/2% taps)
Stock No. kVA Mounting Hy
390043 F 25
391287 30 Wall  Wgoy/277 X
390045 1 45 or X 216Y/125
391289 1 75 Floor/pad Ho Xo —
390047 < 100 Mount
391290 ¥ 112.5 X3
391430 ¥ 150
391291 F | 225 Floor/pad H3
391292 f 300 Mount
391295 500
Dry Type, Outdoor
3 phase, 480 Delta -216Y/125V
Stock No. kVA | Mounting o2
390836 25 Wall/pad 216Y/125
390838 45 Mount Xo—
390840 < 150 | Floor/pad
390846 « 225 | Mount
X3
Auto, Dry Type, Outdoor
3 phase to 2 phase
Hs Ha Hy
Stock No. kVA Voltage
3¢ to 2¢
390565 10 480 - 240
390567 < 15 240 - 240
390571 25 240-240 | X4 Xz Xo X4
X2
Other Dry Type, Outdoor Ha
3 phase, 480Y/277-240 Delta
Stock No. kVA 480vi2r7 1201240
390520 9 H1 Ho
390521 30
X4 X3
39 OIL FILLED Ha

Specialty, Submersible
3 phase, 480Y/277-216Y/125V (or 208Y/120V non-standard) (with *2 - 2-

1/2% taps) Hy
Stock No. kVA
391124 £ 30 480Y/277 Xa
391130 £ 45 X4 216Y/125
391134 £ 75 Ho Xo —
391138 £ 112.5
391140 £ 150 X3
391146 £ 225

Specialty, Submersible
3 phase, 480 Delta -216Y/125\

H3

Xz

216Y/125

Xog—

Stock No. kVA
391530 « 45
391534 < 75
391339 % 225
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