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Overhead Y-Transformers 

 

25564GRDY/14760, Single-Phase, Y-Transformer, Series-Connected Secondary Winding 

Description:  Standard pole-mounted, FR3-filled transformer. 

Application:  These transformers are commonly used to serve Seattle City Light customers in standalone single-phase and 
banked three-phase installations, including open-delta and wye configurations.  These units make up more than 50 percent of 
transformers installed each year.  See SCL Design Standard 9057.15 for secondary connection details. 

SCL Matl Std:  4150.00 

Stock Unit:  EA 

kVA 120 /240  138 /277  240 /480  2400  1385 /2400  

025 355122 355622 – – – 

050 355132 355632 355332 355932 – 

075 355134 355634 355334 355934 – 

100 355136 355636 355336 355936 – 

167 355142 355642 – 355942 359942 

250 – – – 355948 359948  
internal connection 

diagram 
 

25564GRDY/14760, Single-Phase, Y-Transformer, Cut Straight Parallel-Connected Secondary Winding 

Description:  Standard pole-mounted, FR3-filled transformer. 

Application:  These transformers are commonly used to serve Seattle City Light customers in banked three-phase wye 
installations.  These units make up almost 10 percent of transformers installed each year.  See SCL Design Standard 9057.15 
for secondary connection details. 

SCL Matl Std:  4150.00  

Stock Unit:  EA 

 kVA 120 /240   

025 355822  

050 355832  

075 355834  

100 355836  

167 355842  

   

 

 

this bushing typically covered 
with heat shrink to prevent 
accidental connection 

  internal connection 
diagram 

 


