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N E T W O R K  S - T R A N S F O R M E R S  

 
 

13 750, 26 400, and 26 400GrdY/15 242, Three-Phase, S-Transformers 

Description:  Network, mineral oil-filled transformer. 

Application:  These transformers are installed in building vaults when a 
customer is in a Network area.  As of this publication, S units make up a small 
percent of the transformers installed annually in the Seattle City Light distribution 
system. 

SCL Matl Std:  4370.00 

Stock Unit:  EA 

Downtown Network Area 
   Low Voltage 

kVA High Voltage Type 216Y/125 480Y/277 

0500 13 750 DY 386460 386860 

0750 “ DY 386466 386866 

1000 “ DY - 386872 

1500 “ DY - 386876 

2000 “ DY - 386878 

2500 “ DY - 386880 

 

University District Network Area 
   Low Voltage 

kVA High Voltage Type 216Y/125 480Y/277 

0500 26 400 DY 389460 389860 

0750 “ DY 389466 389866 

1000 “ DY - 389872 

1500 “ DY - 389876 

2000 “ DY - 389878 

2500 “ DY - 389880 

 
 

First Hill Network Area 
   Low Voltage 

kVA High Voltage Type 216Y/125 480Y/277 

0500 26 400GrdY/15 242 Y Y 380560 380160 

0750 “ Y Y 380566 380166 

1000 “ Y Y 380572 380172 

1500 “ Y Y - 380176 

2000 “ Y Y - 380178 

2500 “ Y Y - 380180 
 


