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P A D M O U N T  T R A N S F O R M E R S ,  R E P L A C E M E N T  O N L Y  

 

 

 

Application:  These transformers are used as replacements only for dam and other supporting areas of the system that are 
not supplied by 26 kV.  If one of these units is needed because a standard pad mounted transformer will not work, please 
contact Material Control to identify the unit's requirements and begin the ordering process. 
 

MISCELLANEOUS PADMOUNTS, Boundary,  
Massachusetts St., and Skagit 

Availability:  Contact Material Control 

SCL Matl Std: none 

Stock  
No kVA Voltage Use 

375846 0225 2400 - 240 Skagit 

375850 0300 2400 - 208Y/120 Diablo 

375430 0045 7200 - 480 Skagit 

375132 0050 7200 - 120/240, 3Φ Skagit 

375134 0075 7200 - 240 Newhalem 

375140 0150 7200 - 240/120 Skagit 

375834 0075 7200 - 208Y/120 Skagit 

375438 0112 7200 - 480Y/277 Skagit 

375440 0150 7200 - 480Y/277 Skagit 

375446 0225 7200 - 480Y/277 Skagit 

375450 0300 7200 - 480Y/277 Skagit 

375460 0500 7200 - 480Y/277 Skagit 

375218 0015 7200/12470Y 240/120 Skagit 

375232 0050 7200/12470Y 240/120 Skagit 

375234 0075 7200/12470Y 240/120 Skagit 

375236 0100 7200/12470Y 240/120 Skagit 

375334 0075 7200/12470Y 480/240 Diablo 

375580 2500 7200 - 7200Y/4160 Newhalem 

375634 0075 13800 - 120/240, 3Φ Boundary 

375434 0075 13800 - 480Y/277, 3Φ Boundary 

375734 0075 13250 - 208Y/120, 3Φ Mass. St. 

375760 0500 13800 - 480Y/277 Boundary 

374950 0300 26Y/15 – 13800Y/7970 Floating Bridge
 

 

4160Y/2400, 1Φ, 1 or 2 Open H.V. Bushings 

Description: Three spade secondary – no taps.   

SCL Matl Std:  none 

Stock  
No kVA Voltage 

371122 025 120/240 or 240/120 

371126 037 120/240 or 240/120 

371132 050 120/240 or 240/120 

371134 075 120/240 or 240/120 

371136 100 120/240 or 240/120 
 
 

4160, 3Φ, 3, Open H.V. Bushings 

Description:  Four spade secondary – no taps. 

SCL Matl Std: none 

Stock  
No kVA Voltage 

372838 112 208Y/120 

372840 150 208Y/120 

372850 300 208Y/120 

372860 500 208Y/120 

   

372534 075 460Y/265 

372538 112 460Y/265 

372540 150 460Y/265 

372550 300 460Y/265 

 


	MISCELLANEOUS PADMOUNTS, Boundary, Massachusetts St., and Skagit
	Voltage

	4160Y/2400, 1Φ, 1 or 2 Open H.V. Bushings
	4160(, 3Φ, 3, Open H.V. Bushings

