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WOOD POLES

Wood poles are used in single-pole utility structures.
The poles described herein are considered to be simple
cantilever members subject to traverse loads only. In
general, Class 1 poles should be used for any 3-phase
construction regardless of wire size and Class 3 poles
should be used for 1-phase, secondary, streetlight and
guy pole construction.

Other pole classes may be required when a pole loading
analysis using O-Calc or similar pole loading programs
determines a higher class of pole is needed.

Class 2 and Class 4 poles cited below are given for
historical purposes only and should not be ordered.

POLES, Douglas-Fir (DFCN)

Description: Full-length pressure treated with copper
naphthenate.

SCL Matl. Std.: 5082.00

Issuance: EA

Class 2 and Class 4 poles have been determined
to be redundant with Class 1 and Class 3 poles
respectively, and therefore no longer necessary.

Thirty-five-foot poles cited below are given for
historical purposes only and should not be ordered.

Thirty-five-foot poles have been determined to be
redundant with the availability of the thirty-foot and
forty-foot pole, and are therefore no longer
necessary

Each pole requires a pole liner. Refer to Material
Standard 5092.00.

POLES, Western Red Cedar (BTC)
Description: Butt- treated with copper naphthenate.
SCL Matl. Std.: 5072.00

Issuance: EA

Stock
Number
Length, ft Class 1 Class H1 Class H2 Class 3
30 012904 - - 012910
35 - - - -
40 012906 - - 012912
50 012907 012436 012449 012913
55 012908 012437 012450
60 012909 012438 012451
65 531065 012439 012452
70 531070 012440 012454
75 531075 012441 012455
80 531080 012442 012456
85 531085 012443 012458
90 531090 012444 012459
95 531095 012445 012460
100 531100 012446 012462
105 531105 012447 012463

110 531110 012448 012464

Stock

Number
Length, ft Class 1 Class 3
30 501030 503030
35 - -
40 501040 503040
50 501050 503050
55 501055 -
60 501060 -





