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L IGHT EMITTING DIODE (LED) STYLE,  20 
Watts 

Description:  Red, 
LED style, beacon light.  
FAA type L-864.  
Product meets FAA and 
ICAO intensity 
requirements and 
generates no EMI/RFI.  
Light life is five years 
minimum.  Power 
requirements are 120  
VAC, 20 watts.  Unit weighs  
20 pounds and measures approximately 15″ x 15″ x 9″. 

Application:  For all new installations, beacon light may be 
used to mark any obstacle that poses a hazard to aircraft.  
It has special application for marking electric utility 
transmission line towers.  For flashing capability, use 
beacon light in conjunction with non-stock control unit 
available from Communications.  This beacon light replaces 
an older LED style, Stock Number 012772 and all xenon 
light technology. 

SCL Matl. Std.:  none 

Standards File No.:  5675.05 

Stock Unit:  EA 

Stock  
No. Description 

Dialight Corp.  
Catalog No. 

013079 beacon light D464-A13-001 

 

L IGHT EMITTING DIODE (LED) STYLE 
BEACON LIGHT CONTROL UNIT 

Description: Control unit containing flasher relay, circuit 
breakers for main and side tower lights, and one set of dry 
contacts. 

Application: To add flashing capability to LED style tower 
obstruction lights, Stock Numbers 012772 and 013079. 

SCL Matl. Std.:  none 

Stock Unit:  EA 

Stock No.:  none, obtain from Communications 

 

 

L IGHT EMITTING DIODE (LED) STYLE,  48 
Watts ,  DO NOT PURCHASE 

Description:  Red, LED style, 
beacon light.  FAA type L-864.  
Product meets FAA and ICAO 
intensity requirements and 
generates no EMI/RFI.  Light life is 
five years minimum.  Power 
requirements are 120 VAC, 122 
watts.  Unit weighs 50 pounds and 
measures approximately 24″ x 24″ x 
24″. 

Application:  Beacon light may be used to mark any 
obstacle that poses a hazard to aircraft. It has special 
application for marking electric utility transmission line 
towers.  This item is do-not-purchase; Stock Number has 
been retained for identification of existing facilities and 
possible returns to inventory.  For new installations, specify 
20 Watt version, Stock Number 013079. 

SCL Matl. Std.:  none 

Standards File No.:  5675.05 

Stock Unit:  EA 

Stock  
No. Description 

Dialight Corp. 
Catalog No. 

012772 beacon light D264-A13-001 

 

XENON TUBE STYLE 

Description:  Xenon tube style, 120 VAC.  Replacement 
xenon flashtube fits eight-pin sockets. 

Controller diagram and details are depicted in Whelan 
Engineering drawing D26574.  Control unit assembly is 
depicted in Whelen Engineering drawing D26575. 

Application:  These items are being retained for the 
maintenance of existing installations whose original 
application was marking obstacles that posed a hazard to 
aircraft.  Use in conjunction with control unit, Stock Number 
738380.  Use new LED style light, Stock Number 013079, 
for new installations or when xenon replacement parts are 
difficult to locate. 

SCL Matl. Std.:  none 

Standards File No.:  5675.10 

Stock Unit:  EA 

Stock  
No. Description 

Whelen Engineering  
Catalog No. 

568900 beacon light 0803152 

568902 xenon flashtube 360211379000 

738380 control unit D26574/D26575 
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