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Line Material: Insulator Ties, Wire Guards, Lineguard & Armor Rod 

Ties, Insulator 
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Description: Formed Alumoweld  Stock Unit: EA 
     Approved Mfrs.  

Stock No. Type 
Conductor Size 

(kcmil/AWG) 
O. D. Range 

(in) Figure Mosdorfer Preformed Application 
013564 Top 397.5 0.783 – DTF0858P UTF-1211 Use with 26/7 Ibis. 

658950 Side 4/0 0.629 to 0.712 – – SPL-MS-9814 Use to 4/0 Al neutral wire to  
1-3/4-in diameter spool insulators. 

658965 Top 397.5 0.743 2 LTF0747 WTF-0222 Use on steel poles with  
2-7/8-in insulator neck diameters. 

658979 Top 397.5 0.756 to 0.855 2 DTF0755P UTF-1210 Use with 18/1 Chickadee. 
658991 Side 397.5 0.668 to 0.755 1 DBSTCF0755 DBST-1108 Use on double arm installations. 
658993 Side 397.5 0.668 to 0.755 3 STF0755P STF-1160-P – 
658981 Top 397.5 0.668 to 0.755 1 – DST-0158 Use on double arm installations. 

 
Armor Rod, Formed 
Application: For protecting ACSR against vibration damage. 

 

Matl. Std.: 6589.1 
Stock Unit: ST 

 Conductor  Armor Rod (in)  
Stock No. Size (kcmil) Strands Code  Dia. Length  
658915 795 30 X 19 Mallard  0.310 100–S (single support)  
658920 795 30 X 19 Mallard  0.310 124–D (double support)  

 
Wire Guard, Plastic, PVC 
Matl. Std: 5651.13 

 

Stock Unit: EA 

Stock No. Size (in) Length (ft) 
565180 E 1 6 
 
Lineguard, Formed Aluminum 
Matl. Std. 6589.3 

 Stock Unit: ST 
Stock No. Code Size (kcmil) Dia. (in) 
658935 Chickadee 397.5 0.743 
658944 Mallard 795 1.140 
658940 Arbutus 795 1.026 
658946 Rail 954 1.165 
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	Use with 26/7 Ibis.
	UTF-1211
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	–
	0.783
	397.5
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	3
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