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Application:  Cross-plate anchors are used to 
create attachment points to the earth, typically for 
connecting down guys. 

Cross-plate anchors are used in areas where the 
equipment necessary to install screw anchors 
cannot gain access. 

The ultimate holding capacity of an anchor is 
heavily dependent on soil type and condition. 

Cross-plate anchors are made for installation in 
holes drilled by power diggers. Because the size of 
the hole does not affect holding capacity, the hole 
can be dug by the same auger that is used to dig 
the pole holes on transmission projects. 

Cross-plate anchors are installed in a diagonal 
bored hole which is undercut so the anchor is at 
right angles to the guy. A rod trench is either cut 
with a trenching tool or drilled with a small power 
auger. Both anchor and rod trench should be 
refilled and tamped. 

Stock number does not include rod. 

Refer to pertinent design standards and 
manufacturer’s literature for more information. 

SCL Matl. Std.:  5622.17 

Stock Number:  562058 

Stock Unit:  EA 

 

 

ANCHOR, PLATE,  Manta Ray 
 

 

 

 

 

 

 

 

 

 

Application:  Manta Ray anchors are used to 
create attachment points to the earth, typically for 
connecting down guys. 

The ultimate holding capacity of an anchor is 
heavily dependent on soil type and condition. 

After driving the anchor to the required depth, the 
driving tool (called drive steel) is removed. The 
anchor is then tipped and proof tested with a 
locking kit from its edgewise-driving position to 
present its bearing area to the soil. This is called 
"load locking" and provides an immediate proof test 
of each anchor. 

In some applications, Manta Ray anchors are 
driven into the soil with a 90 lb. pavement breaker 
and coupled drive steel. Pneumatic or hydraulic 
breakers are acceptable, but a 90 lb. weight class 
breaker is necessary. 

Use with round rod extension, Stock Number 
562096, and triple eye nut, Stock Number 565274. 

Refer to pertinent design standards and 
manufacturer’s literature for more information. 

SCL Matl. Std.:  5622.24 

Stock Number:  562050 

Stock Unit:  EA 
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