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Streetlight Poles, Aluminum  

Roadway Arterial  
Application: For use on arterial roadways for mounting arterial-grade luminaires. Arterial roadways are classified by Seattle 

Department of Transportation (SDOT). Arterial streetlight pole replaces stock numbers 573977, 573978, 
573979, 573981 and 573985. 

Matl. Std.: 5750.03 
Stock Unit: EA 
Stock No. Mount Height Length Bolt Circle Bolts Arm Type 
573986 35 ft 33 ft 11-1/2 in 4 Mast 

 
Roadway Residential 
Application: For use on residential roadways for mounting residential-grade luminaires. Residential roadways are classified 

by SDOT. Installed on a pre-cast concrete foundation with a bracket arm and an end-mounted, cobra head-
style luminaire. 

Matl. Std.: 5750.03 
Stock Unit: EA 
Stock No. Mount Height Length Bolt Circle Bolts Color or Finish 
573984 25 ft 23 ft 11-1/2 in 4 Satin Aluminum 

 
Roadway Pedestrian, Anchor-Base Type, Round  
Application: Installed in various locations to provide light to roadways and walkways. 

In 2013, the City of Seattle standardized round pedestrian streetlight poles to be installed on four-bolt anchor 
bases. These poles replace stock numbers 012179, 573987, 573994, 573995 and 573998.  
Stock No. 013412 is used for areas inaccessible by vehicle. 

Matl. Std.: 5752.05 
Stock Unit: EA 
Stock No. Mount Height Dimensions Base Finish 
013409 14 ft 14 ft x 5 in x 3 in Fixed Satin Aluminum 
013410 20 ft 20 ft x 5 in x 3 in Fixed Satin Aluminum 
013411 20 ft 20 ft x 5 in x 3 in Fixed Dark Bronze 
013412 14 ft 14 ft x 5 in  x 3 in Hinged Satin Aluminum 

 
Roadway Pedestrian, Anchor-Base Type, Square  
Application: Installed in various locations to provide light to roadways and walkways. 

In 2013, the City of Seattle standardized square pedestrian streetlight pole material standards to be installed 
on 4-bolt anchor bases. These replace stock numbers 573818, 573820, 573822, 573972, 573989 and 573991.  
Stock No. 013420 is used for areas inaccessible by vehicle. Stock No. 013419 is used only for King County 
Metro RapidRide D-Line bus stop locations. 

Matl. Std.: 5754.07 
Stock Unit: EA 
Stock No. Mount Height Dimensions Base Finish 
013417 16 ft 16 ft x 4 in x 4 in Fixed Dark Bronze 
013418 20 ft 20 ft x 4 in x 4 in Fixed Dark Bronze 
013419 14 ft 16 ft x 4 in x 4 in Fixed Light Gray 
013420 14 ft 14 ft x 4 in x 4 in Hinged Dark Bronze 
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Decorative, Anchor-Base Type 
Application: Round poles installed in various locations to provide light to walkways. Decorative poles are used to support 

the following streetlight luminaires: Stock No. 012380, 011967, 010398 and 010399. 
Poles are installed on a streetlight foundation Stock No. 568025, and on a decorative base,  
Stock No. 011974 or 011975.  

Matl. Std.: 5756.09 
Stock Unit: EA 
Stock No. Mount Height Dimensions Shaft Finish 
013422 14 ft 14 ft x 4 in x 4 in Fluted Black 
013423 14 ft 14 ft x 4 in x 4 in Fluted Light Gray 
013424 14 ft 14 ft x 4 in x 4 in Fluted Dark Green 
013425 14 ft 14 ft x 4 in x 4 in Round Black 
013426 14 ft 14 ft x 4 in x 4 in Round Light Gray 
013427 14 ft 14 ft x 4 in x 4 in Round Dark Green 
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