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S T R E E T L I G H T  E Q U I P M E N T  F O R  H I S T O R I C A L  D I S T R I C T S  
 

ALADDIN ARM COMPONENTS AND ASSEMBLY 
Description: Cast aluminum, powder coated, Aladdin decorative arm components and complete, 6-foot reach, flange mount 
assembly. 
Application: For use with Chief Seattle, Ornamental, steel, fluted poles (Stock Numbers 569530 and 569531) and Aladdin 
fixtures. Assembly includes all needed components. Individual components have been replaced by the assembly and are to 
be used to depletion. Casting patterns are owned by Seattle City Light. 
SCL Matl. Std.: None 
Stock Unit: EA 

Stock No. Description Manufacturer Catalog No. 
012771 Complete 6-foot 

arm assembly 
West Coast Engineering 
Group Ltd. 

7200-Aladdin-FM 

 012771 
Stock No. Description 
572451 Finial ornament 
572452 Housing, ballast, galvanized steel 

or PVC pipe 
573503 Ballast anchor rod bolts, ½” x 12” 
572505 Plate, combination ballast base and 

bracket arm anchor 
570545 6-foot Aladdin arm 
570546 8-foot Aladdin arm 
570710 Door, for Aladdin arm, 6” x 6” 
572454 Base, cast steel 
560520 E Bolt, DA, 5/8” x 20” 
 

 

LUMINAIRE, Post Top, HPS, for International District 
Description:  Red with 3˝ diagonal gold 
ball on top.  3˝ slipfitter.  100 Watts. 
SCL Matl. Std.:  none 
King Catalog No.:  K56-S-T EPR III 
100 HPS-120 painted Safety Red 
Stock No.:  572660 
Stock Unit:  EA 

 

DECORATIVE BASE AND COLLAR, Chief Seattle, 
for Metro Strain Poles 
Description:  City Light owns the patterns for casting.  
12˝ diameter.  Same Chief Seattle design as above. 
Application:   Replacement, Westlake Park.   
SCL Matl. Std.:  none 
ASTM:  A 356 complete with fasteners 
Stock Unit:  EA 

Stock No. Item Material 

568039 Collar Cast aluminum 

568037 Base Cast aluminum 

012474 Collar Bronze 
 

DECORATIVE BASE AND COLLAR, Chief Seattle, 
for Fluted Steel Standards 
Description:  City Light owns the 
patterns for casting.  10˝ diameter, 
Pattern A-397 
Application:  See Stock Catalog 
page 57-2 for the fluted steel poles 
used with Aladdin fixtures. 
SCL Matl. Std.:  none  collar 
Stock Unit:  EA 

Stock No. Item Material Matl. Std. 
568033 Collar Aluminum 5680.0 
568031 Base Aluminum 5680.0 
568032 Collar Bronze none 
568030 Base, 10˝ 

to 12˝ 
Bronze none 
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