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Streetlight Controls and Accessories 

Photoelectric Control, Standard Life 

 
Description: Streetlight photocontrol, standard life, blue 

body, operating voltage 105 to 305 volts, 
ac. Load rating, incandescent lamp, 
minimum, watts 1,000. Load rating, high-
intensity discharge (HID), minimum, VA 
1,800. Failure mode: fail on. 

Application: Photocontrols are used as light-sensing 
switches to control luminaries. For light-
emitting-diode (LED) style streetlight 
luminaires, use 20-year design life 
photocontrols, Stock No. 013129. 

Matl. Std: 5693.00 
Stock Unit: EA 
Stock No.: 569333 
 
Photoelectric Control, 20-Year Design 

 
Description: Streetlight photocontrol, 20-year design 

life, black body, operating voltage 105 to 
305 volts, ac.  Load rating, LED, minimum, 
watts 1,000.  Load rating, incandescent 
lamp, minimum, watts 1,000.  
Load rating, high-intensity discharge (HID), 
minimum, VA 1,800. Failure mode: fail on. 

Application: Photocontrols are used as light-sensing 
switches to control luminaries.  Twenty-
year design life photocontrols are intended 
for use with light-emitting-diode (LED) style 
streetlight luminaires.  Twenty-year design 
life photocontrols are technically 
compatible with standard high pressure 
sodium (HPS) luminaires, but due to their 
relatively high initial material cost and long 
life, are considered a poor match for  
that application. 

Matl. Std.: 5693.10 
Stock Unit: EA 
Stock No. 013129 
 
 
 
 
 
 
 
 

Shorting Cap 
Description: For NEMA twist lock receptacle on 

luminaires.  Used as a troubleshooting tool 
and for multiple control streetlight 
installations. 

Matl. Std.: 5693.00 
Stock Unit: EA 
Stock No.: 569334 

 
Photoelectric Control Mounting Bracket 
Matl. Std. 5693.2 
Stock Unit: EA 
Stock No. 568046 

 
Photoelectric Control, Stem Mount 
Application: For Lawnaire and Sternco 

Gothic luminaires. 

 

Matl. Std.: None 
Stock Unit: EA 

  Manufacturers 
Stock No. Voltage ALR Intermatic 
569336 120 A105 K4121C 

 

Plate, PVC, White 
Description: 1/8-in thick x 2-in wide, white PVC Sintra® 

with UV inhibitors. 
Matl. Std.: None 
Issuance: EA 
Stock No. Length 
571803 E 10-1/2 in 
571804 E 13-1/2 in 
571805 E 16-1/2 in 

 
Streetlight Pole Receptacle, GFCI  
Description: Hospital grade GFCI receptacle outlet for 

use only on streetlight poles. 20A, 125 V, 
NEMA 5-20R, 2P, 3W, gray. 

Matl. Std.: None 
Stock Unit: EA 
Stock No.: 569220 
Mfr / Cat No.: Hubbell GF-8300, Leviton 7899-HGG 

 
Streetlight Pole Receptacle Plate 
Description: Cover for Streetlight Pole Receptacle,  

Stock No. 569220. Gray, weatherproof. 
Matl. Std.: None 
Stock Unit: EA 
Stock No. 569225 
Mfr / Cat No.: Hubbell WP-26, Raco 5028 

 


