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Streetlight Pole Foundations and Bases  

Foundation, Precast Concrete, Arterial 
Application: Precast concrete footings are used as an alternative to poured-in-place footings, 

allowing for immediate foundation systems for at-grade and above-grade applications. 

 

Stock Unit: EA 
Matl. Std.: 5778.40 

Stock No. No. of Bolts 
Bolt Diameter 

(in) 
Bolt Circle Diameter 

(in) 
Bolt Projection 

(in) 
568028 4 1 11-1/2 4 

Foundation, Precast Concrete, Residential 
Application: Precast concrete footings are used as an alternative to poured-in-place footings, 

allowing for immediate foundation systems for at-grade and above-grade applications. 

 

Stock Unit: EA 
Matl. Std.: 5778.20 

Stock No. No. of Bolts 
Bolt Diameter 

(in) 
Bolt Circle Diameter 

(in) 
Bolt Projection 

(in) 
568025 4 3/4 9 4 

 
Base, Decorative Streetlight Pole  
Application: For ZED/Lumec APR poles 

 
011974 

 
011975 

Matl. Std.: None 
Stock Unit: EA 
Stock No. Approved Manufacturer Catalog No. 
011974 ZED/Lumec B40 
011975 ZED/Lumec B104 
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