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Streetlight Luminaires, Pedestrian 

Streetlight Luminaire, LED, Post-top, Traditional 

Description: Traditional, post-top, LED luminaire, Cyclone Marina. Input voltage, 
functional range, 60 Hz, 120 to 277 Vac. Accepts up to a standard plug type, 
locking, streetlight photocontrol. Pre-wired with a multi-pin photocell 
receptacle for controls-integrated streetlight photocontrol. 

Post-top mounted on 4-in nominal pipe size tenon poles to provide light to 
pedestrian areas. 

 

Matl. Std.: 5723.19 

Stock Unit: EA 

Stock No.: 013672 

 

Streetlight Luminaire, LED, Post-top, Classic 
Description: Classic, post-top, LED luminaire. Input voltage, functional 

range, 60 Hz, 120 to 277 Vac. Accepts a standard plug type, 
locking, streetlight photocontrol. Pre-wired with a multi-pin 
photocell receptacle for controls-integrated streetlight 
photocontrol. 

Post-top mounted on 4-in nominal pipe size tenon poles to 
provide light to pedestrian areas. 

 

Matl. Std.: 5723.11 
Stock Unit: EA 
Stock No. Color Description 

013679 Black Serenade S56 
013680 Dark Green Serenade S56 

013681 Black K56 Cleveland 
013682 Red K56 Cleveland 

 

Streetlight Luminaire, LED, Post-top, Transitional 

Description: Transitional, post-top, LED luminaire. Input voltage, functional range, 60 Hz, 120 to 277 
Vac. Accepts a standard plug type, locking, streetlight photocontrol. Pre-wired with a 
multi-pin photocell receptacle for controls-integrated streetlight photocontrol. 

Post-top mounted on 4-in nominal pipe size tenon poles to provide light to  
pedestrian areas. 

 

Matl. Std.: 5723.15 

Stock Unit: EA 

Stock No.: Color Description 

013859 Black Urbanscape 

013860 Gray Urbanscape 

 

Serenade S56 K56 Cleveland 


