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30,000 HOUR, Mogul  Screw  Base 

Description:   Extended life, single-
ended, single arc tube, high pressure 
sodium, streetlight lamps with mogul 
bases.  Average rated life is 30,000 
hours.  Bulb finish is clear.  High 
pressure sodium (HPS) lamps are a 
subcategory of high intensity 
discharge (HID) lamps. 

Application: Lamps are for installation in 
open or enclosed high pressure sodium 
streetlight luminaires with mogul lamp 
holders.  Lamps have no restriction on 
burning position.  Extended life lamps are 
well suited for group re-lamping. 

Two-hundred watt lamps, Stock No. 013017, 
are used exclusively in the Battery Street 
Tunnel. 

SCL Matl. Std.:  5722.45 

Stock Units:  EA 
 

Stock No. Wattage 

013014 50 

013015 70 

012743 100 

013016 150 

013017 200 

012744 250 

012745 400 
 
 

 

STANDARD LIFE,  Medium Screw  Base 

Description:   Standard life, single-
ended, single arc tube, high pressure 
sodium, streetlight lamps with medium 
screw bases.  Lamps rated 50 watts 
and above have an average rated life 
of 24,000 hours.  High pressure sodium 
(HPS) lamps are a subcategory of high 
intensity discharge (HID) lamps. 

Application:  Lamps are for installation in 
open or enclosed high pressure sodium 
streetlight luminaires with medium screw 
base lamp holders.  Lamps have no 
restriction on burning position.   

SCL Matl. Std.:  5722.20 

Stock Units:  EA 
 

Stock No. Wattage Lamp Finish

572270 035 clear 

572220 035 coated 

572225 050 coated 

572230 070 coated 

572232 100 clear 

572233 150 clear 
 

MERCURY LUMINAIRE 

Description:   Standard life, 
single-ended, single arc tube, high 
pressure sodium, streetlight lamps 
for use in mercury luminaires 
(only).  Average rated life is 
16,000 hours.  Bulb finish is clear. 

Application:  Lamps are for 
installation in mercury luminaires 
where the efficiency of high  pressure 
sodium is desired, but it is not 
convenient or practical to replace the 
existing fixture.  Lamps have no 
restriction on burning position.   
Note: Lamps may only be used in 
luminaires with 400 watt, mercury lag 
or reactor ballasts (ANSI mercury 
ballast No. H33). 

SCL Matl. Std.:  5722.50 

Stock Units:  EA 
 
Stock No. Wattage 

572248 360 
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