
 

Seatt le  City Light 

STOCK CATALOG 
stock class-page: 

superseding: 
effective date: 

60-20 
June 2, 2011 
July 28, 2016 

 

 

O V E R H E A D  S E R V I C E  A N D  S T R E E T L I G H T  C A B L E ,  6 0 0  V  
 

OVERHEAD SERVICE ENTRANCE CABLE, Copper 
Description:  Style U. 
SCL Matl. Std.:  none 
Stock Unit:  FT 
Stock 
Number 

Phase Conductor  
Size 

Neutral Conductor  
Size 

614114 2-#4 #4 
614115 2-#2 #4 

 

OVERHEAD TRIPLEX AND QUADRUPLEX SERVICE DROP CABLE, Aluminum  
Description:  Neutral-supported, 600 V, aluminum, cross-linked polyethylene (XLPE) insulated, multiplex cable. 
Application:  Cable assemblies are for single-phase, 3-wire, and three-phase, 4-wire secondary and service 
drops nominally rated up to 480 V phase-to-phase, 60 Hz.  Cable assembly is for overhead application.   
Support is provided by the bare, 6/1 ACSR, neutral messenger.  Refer to the Material Standard 
for neutral conductor strength ratings and other technical data.  Code words are defined by  
the Aluminum Association.  Stock Number 013271 has special application as an  
overhead conductor for temporary streetlight services. 
SCL Matl. Std.:  6007.50 
Stock Unit:  FT 
Stock 
Number 

Phase Conductor 
Size, AWG/ kcmil 

Neutral Conductor 
Size, AWG Packaging Code Name Type 

013271 #6 #6 coil (500΄) Voluta-XLP triplex 
600672 #2 #4 reel Cockle-XLP triplex 
600673 #2 #4 coil (400΄) Cockle-XLP triplex 
600664 1/0 #2 reel Janthina-XLP triplex 
012580 1/0 #2 coil (250΄) Janthina-XLP triplex 
600669 4/0 2/0 reel Cerapus-XLP triplex 
600734 #2 #2 reel Palomino-XLP quadruplex 
600735 1/0 1/0 reel Costena-XLP quadruplex 
600738 4/0 4/0 reel Appaloosa-XLP quadruplex 
600741 350 4/0 reel none quadruplex 

 

OVERHEAD PARALLEL LAY TRIPLEX CABLE, Aluminum 
Description:  XLPE insulated prelashed to bare neutral messenger. 
SCL Matl. Std.:  6006.2 
Stock Unit:  FT 
Stock 
Number 

Phase Conductor  
Size 

Neutral Conductor  
Size 

600612 4/0 1/0 
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