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Underground Copper Service and Streetlight Cable 

600 V, Copper, Underground, Single-Conductor Cable 

Description: 600 V, copper, cross-linked polyethylene (XLPE) insulated, 
single-conductor cable. Cable is marked RHH-RHW-2-USE-2. 
Cable is packaged on wood reels. Cable is for URD or network 
secondary systems nominally rated up to 480 V phase-to-phase, 
60 Hz. Cable may be installed in single or parallel conductor 
runs. Cable shall be suitable for installation in ducts and direct 
burial in wet or dry locations. Smaller AWG sizes are also used 
to make up secondary leads for overhead transformers (bug 
legs). 1/0 and 3/0 AWG cable, Stock Nos. 613732 and 613734 
respectively, are for emergency replacement only. Do not use 
these sizes for new construction. Stock No. 613737 is being 
phased out to consolidate inventory. Use existing stock to 
depletion. 

 

Matl. Std.: 6010.00 

Stock Unit: FT 

Stock No. Size  

613730  #2 AWG   

613732  1/0 AWG   

613733  2/0 AWG   

613734  3/0 AWG   

613735  4/0 AWG   

613736  250 kcmil   

613737 300 kcmil   

613738  350 kcmil   

613740  500 kcmil   

613743  750 kcmil   

 

600 V, Copper Streetlight Cable, 3-1/C 

Description: Type XHHW (XLP), triplex. Cable is packaged on wood reels. 

 

Matl. Std.: 6404.50 

Stock Unit: FT 

Stock No. Size  

640540 #8 AWG   

 

600 V, Copper Streetlight Pole and Bracket, 3/C Jacketed Cable 

Description: 600 V, copper, type XHHW, jacketed three-conductor 
cable. Cable is marked XHHW-2. Cable is packaged on 
wood reels. Sunlight and UV Resistant. Wires are color 
coded black, white, green. For use in streetlight systems 
in bracket arms and underground-fed poles between the 
streetlight handhole and luminaire.   

Matl. Std.: 6404.45 

Stock Unit: FT 

Stock No.: 014072  

 
 


