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Stations, Switchboard, Control and Fire Protection 
Cable and Wire 

Wire, 600 V, Switchboard, Copper 

 

Description: XLP insulated, 90 degree, type SIS. 
Matl. Std: 6420.5 
Stock Unit: FT 
Stock No. Size (AWG) Conductor Stranding 
642082 14 C or D 
642083 12 B 
642084 10 B 
 
Wire, 600 V, Tinned Copper, SRI 

 

Description: #12 AWG, 65-strand, 150° C, SR-ML or 
SFF-2 for fire protection systems. 

Matl. Std: None 
Stock Unit: FT 
Stock No. Color  
612500 White  
612501 Black  
612502 Blue  
612503 Red  
012183 Yellow  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Control Cable, 600 V,  
Multiconductor, Copper 

 

Description: XLP insulated, 19-strand.  
Application: Used in a variety of applications inside 

substations. Suitable for use in AC or 
DC circuits, in wet or dry locations, for 
direct burial or in conduit.  
Unless there are no other options, 
avoid specifying Stock Nos. 640443 
and 640467. 

Matl. Std: 6404.11 
Stock Unit: FT 

Stock No. 
Size 

(AWG) 
Number of 

Conductors Common Application 
640442 12 2 Control and DC  

supply circuits 
640443 12 3 – 
640444 12 4 PT circuits 
640447 12 7 Control circuits 
640449 12 9 Control circuits 
640462 10 2 DC supply circuits  
640464 10 4 CT circuits  
640467 10 7 – 
640469 10 9 Control circuits  

(long runs) 
 


