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BUS BAR, TUBING AND PLATE 
 

ALUMINUM 
 

BUS, Aluminum, Integral Web Channel 
( IWCB) 
 
Description:  Alloy 6101-T61,  
non-ventilated. 
Application:  Used exclusively in building 
vaults to construct secondary network busses. 
Rigidly mounted on insulators which are mounted on 
walls or ceilings to optimize space and clearance inside 
dedicated in-building electric utility vault rooms.  
SCL Matl. Std.:  6308.08 
Stock Unit:  FT 

Stock No. Capacity (A) Size (in) Section Length (ft) 
630051 7000 8 x 8 15 
013878 7000 8 x 8 17 
 

BUS BAR, Aluminum 
Description:  Alloy 6101-T61. 
Application:  For aluminum bolts used with the 
aluminum bus bar see page 78-12, Stock No. 781813. 
SCL Matl. Std.:  none 
Stock Unit:  FT 
Stock No. Size, in 
630055 3/8 x 4 

 

PLATE, Aluminum 
Description:  Approved aluminum alloys 6061-T6 and 
6061-T651.   
SCL Matl. Std.:  none 
Stock Unit:  FT 

Stock  
No. 

Size, in   

Application Width Length 
Thick- 
ness 

630052 11 96 3/4 for IWCB 
connector 
plates 

630053 12 72 3/4 for IWCB 
insulator plates 

 

COPPER 
 

BUS BAR, Copper, Rectangular 
Description:  Normally 12 foot lengths. 
SCL Matl. Std.:  6300.0 
Stock Unit:  FT 

Stock  
No. 

Thickness,  
in 

Width,  
in 

630025 1/4 2 
630026 * 1/4 2-1/2 
630027 1/4 3 
630029 1/4 4 
630030 * 1/4 5 
630031 1/4 6 
* Contact Material Control for availability. 

 

BUS BAR, Seamless Copper Pipe 
SCL Matl. Std.:  6305.0 
Stock Unit:  FT 

Stock  
No. 

Thickness,  
in Strength 

630505 3/4 regular 
630507 1-1/4 regular 
630508 1-1/2 regular 
630509 2 regular 

 

COPPER TUBING, Type M, One Inch 
Description:  1-1/8˝ OD x 0.035˝ wall thickness. 
Application:  For making ends on flexible jumpers for 
transformer secondaries. 
SCL Matl. Std.:  none 
Stock Unit:  FT 
Stock Number:  630506 
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