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W I R E ,  A L U M I N U M ,  O V E R H E A D ,  P R I M A R Y  
 
 

ACSR, Bare 
Description:  Bare, concentric-lay stranded 
aluminum conductor, steel reinforced  
(ACSR) wire.  Aluminum strands  
are made from round 1350-H19  
(extra hard) alloy wire.  Steel,  
core strands are zinc coated. 

Application:  Wire is used as a bare, overhead, 
transmission or distribution conductor. Stock 
Numbers 600020 (Chickadee) and 600044 (Rail) are 
for 600 A and 1200 A primary feeders, respectively. 
Refer to NESC, Section 26 - Strength Requirements, 
for applying rated strength values.   

SCL Matl. Std.:  6000.00 

Stock Unit:  FT 
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600020 397.5 18/1 Chickadee 0.743 09,900 

600021 397.5 26/7 Ibis 0.783 16,300 

600040 795.0 26/7 Drake 1.108 31,500 

600041 795.0 30/19 Mallard 1.140 38,400 

600044 954.0 45/7 Rail 1.165 25,900 
 

TIE WIRE, Bare 

Description:  Aluminum, bare, solid wire. 

Application:  Used in short lengths to  
tie AAC or ACSR distribution  
conductorsto tie top insulators. 

SCL Matl. Std.:  none 

Stock Unit:  FT 

Stock  
No. 

Size,  
AWG 

Number 
of 
Strands 

Nominal 
Diameter, 
in. 

Approved 
Manufact-
urers 

600085 4 1 0.204 Southwire, 
Nehring 

 

 

AAC, Bare 
Description:  Bare, concentric-lay stranded, all 
aluminum wire.  Aluminum strands are  
made from round 1350-H19 (extra  
hard) alloy wire. 

Application:   Wire is used as a  
bare, overhead, transmission or  
distribution conductor. Refer to NESC, Section 26 - 
Strength Requirements, for applying rated strength 
values.  Because of its flexibility, all aluminum wire 
has special application for making up feeder jumpers 
and for connecting gang-operated, pole-mounted 
switches. 

SCL Matl. Std.:  6000.20 

Stock Unit:  FT 
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600113 397.5 A, AA 019 Canna 0.724 07,110 

600121 795.0 AA 037 Arbutus 1.026 13,900 

600126 954.0 A 061 Golden-
rod 

1.126 16,900 

 

LINE WIRE, Covered 

Description:  Aluminum, weather-resistant, 
polyethylene covered, single conductor line wire. 

Application:  This product is used as an  
overhead, primary distribution system  
neutral conductor.  This product  
has no voltage rating and  
must be installed on  
insulators adequate for the  
service voltage.  Refer to NESC, Section 26 - 
Strength Requirements, for applying rated strength 
value. 

SCL Matl. Std.:  6005.1 

Stock Unit:  FT 

Stock  
No. 

Size,  
AWG 

Number  
of  
Strands 

Code 
Word 

Nominal 
Diameter, 
in. 

Minimum
Rated 
Strength, 
lbs. 

600318 4/0 7 Olive 0.626 3,450 
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