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2 8  A N D  3 5  K V  C A B L E ,  U N D E R G R O U N D  P R I M A R Y  D I S T R I B U T I O N ,  T R X L P E  

 

28 kV,  1 /C,  Drain Wire Shielded Cable – Deplete Stock 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, medium 
voltage power cable.  Refer to Design Standard 9660.04 for more information.  Drain 
wire shielded cables are no longer purchased. Engineers are encouraged to work with 
Material Control to coordinate depleting existing inventory.  After inventory is depleted, 
use Stock Numbers 012099, 012100, 012101, and 012102.   Information is retained for 
historical purposes. 

Application:  Formerly used on nominal 26.4 kV, three-phase, 4-wire, wye-connected, 
URD systems. 

SCL Matl. Std.:  none 

Stock Unit:  FT 

Stock Number Conductor Size Conductor Alloy Jacket Material 

613613 350 kcmil aluminum PVC 

613615 500 kcmil copper PVC 

613618 750 kcmil copper PVC 

613619 1000 kcmil copper PVC 

 

35 kV,  1 /C,  Tape Shielded Cable 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, medium 
voltage power cable. Insulation has a nominal thickness of 420 mil, resulting in an 
insulation level of 133 percent.  Refer to Material Standard and Design Standard 
9660.04 for more information. 

Application: For use on nominal 34.5 kV, three-phase, 4-wire, wye-connected, URD 
systems.  Used at South Substation and Salmon Bay Steel plant (now Nucor Steel). 

SCL Matl. Std.:  6236.60 

Stock Unit:  FT 

Stock Number Conductor Size Conductor Alloy Jacket Material 

623655 1000 kcmil copper LLDPE 
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