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WIRE, Bare,  Sol id,  Copper-Clad Steel  

Description:  Bare, solid, Grade 40HS, copper-clad 
steel wire. 
Application:  To fabricate pole grounds and in other 
applications where theft is a concern.  Unlike solid 
copper wire, this conductor is very difficult to cut and 
has little value as salvage. 
SCL Matl. Std.:  6100.00 
Stock Unit:  FT 

 

Stock  
No. 

Size,  
AWG Packaging 

012702 #4 50 lb. (431 ft.) coils 
 
 

 

WIRE, Bare,  Stranded,  Copper-Clad 
Steel  

Description:  Bare, stranded, Grade 30HS, copper-
clad steel wire.  Overall conductor diameter is 9/16 
inch.  Weight is 65 pounds per 100-feet.  One half 
second (30 cycle) fusing current is approximately 
34,000 amperes.  Refer to ASTM B228 for tensile 
strength and resistance per unit length values. 
Application:  To construct station ground mats and 
station ground risers and in other applications where 
theft is a concern.  Unlike solid copper wire, this 
conductor is very difficult to cut and has little value as 
salvage. 
SCL Matl. Std.:  none 
SCL Reference File:  6100.05 
Stock Unit:  FT 
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No. 

Size,  
AWG Packaging 

610600 7 No. 5 reel 
 
 

 
 
 
 
 


	Size, AWG
	Packaging
	Size, AWG
	Packaging

