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5  A N D  1 5  K V  C A B L E ,  U N D E R G R O U N D  P R I M A R Y  D I S T R I B U T I O N  

 

5 kV,  1 /C,  Tape Shielded Cable 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, 
medium voltage power cable.  Prior to 2005, cable was purchased with drain 
wire shield.  Current standard calls for tape shield.  Refer to Material Standard 
and Design Standard 9660.04 for more information. 

Application:  For use on nominal 4.3 kV, three-phase, 4-wire, wye-connected, URD 
systems.  Stock No. 613212 is used to maintain existing 4.3 kV primary services run in 
2˝ diameter conduit. If 2-1/2˝ conduit is present, consider using 27 kV, 3-1/C, Kerite 
cable, Stock No. 623650. 

SCL Matl. Std.:  6010.20 

Stock Unit:  FT 

 

Stock Number Conductor Size Conductor Alloy Jacket Material 

613212 #6 AWG copper LLDPE 

613222 350 kcmil copper LLDPE 

 

15 kV,  3 /C,  Tape Shielded,  Compact  Sector  Cable –  Do Not  Purchase 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, medium 
voltage power cable.  Refer to Design Standard 9660.04 for more information. 

Application:  Formerly used on nominal 13.8 kV, three-phase, three-wire, delta-
connected network systems.  No longer purchased. Information is presented here for 
reference only. 

SCL Matl. Std.:  none (cancelled from then 6020.1 in 2005) 

Stock Unit:  FT 

 

 

 

Stock Number Conductor Size Conductor Alloy Jacket Material 

613531 500 kcmil copper LLDPE or PP 

613533 750 kcmil copper LLDPE or PP 
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