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2 7  A N D  2 8  k V  C A B L E ,  U N D E R G R O U N D  P R I M A R Y  D I S T R I B U T I O N  

 

27 kV,  3-1/C + 2 /Neu,  Tape Shielded Cable,  KERITE 

Description:  Proprietary EP-based insulated, medium voltage power cable with two 
#8 AWG copper neutrals.  Cable is a Seattle City Light special and sole-sourced 
from The Kerite Company.  Conductor stranding is 7 strand, concentric round 
(compressed 3%). No Material Standard has ever existed for this product.  Because 
minimum order quantities are so large and usage is so small, this cable is not 
ordered very often. Refer to Design Standard 9660.04 for more information. 

Application:  Used to maintain existing nominal 26.4 kV, three-phase, 4-wire, wye-
connected primary services run in 2-1/2" diameter conduit. Capacity is 60 A. 

SCL Matl. Std.:  none 

Stock Unit:  FT 

Stock Number Conductor Size Conductor Alloy Jacket Material 

623650 #8 AWG copper PVC 

 

28 kV,  1 /C + 1/Neu,  Round Wire Concentr ic  Neutral ,  Bare Cable 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, 
medium voltage power cable with full concentric neutral.  Refer to Material 
Standard and Design Standards 9660.04 and 9660.06 for more information. 

Application:  For use on nominal 26.4 kV, three-phase, 4-wire, wye-connected, 
URD systems. 

SCL Matl. Std.:  6020.03 

Stock Unit:  FT 

Stock Number Conductor Size Conductor Alloy Jacket Material 

602025 1/0 AWG solid aluminum none 

 

28 kV,  1 /C + 1 /Neu,  Round Wire Concentr ic  Neutral ,  Jacketed 

Description:  Tree retardant, crosslinked polyethylene (TRXLPE) insulated, 
medium voltage power cable with full concentric neutral. Refer to Material 
Standard and Design Standards 9660.04 and 9660.06 for more information. 

Application:  For use on nominal 26.4 kV, three-phase, 4-wire, wye-connected, 
URD systems.  This cable has particular application in areas where neutral 
corrosion may be a problem. 

SCL Matl. Std.:  6020.06 

Stock Unit:  FT 

Stock Number Conductor Size Conductor Alloy Jacket Material 

012098 1/0 AWG solid aluminum LLDPE 
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