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1. Polyethylene-Insulated Copper Wire shall meet the applicable requirements of ANSI Specification C8.35 for Weather-
Resistant Wire and Cable, Polyethylene Type and NEMA WC-5, Thermoplastic-Insulated Wire and Cable for the 
Transmission and Distribution of Electrical Energy. 

2. Packaging 

2.1 Coils 

Coils shall be shrink-wrapped to pallets.  The minimum inside diameter of the coils shall be 18 inches, and the 
maximum inside diameter shall be 20 inches.  The maximum outside diameter of the coils shall not exceed 30 
inches.  The maximum height of the coils shall not exceed 7 inches.  These coil dimensions do not apply to AWG 
6 wire (SCL Stock No. 611444).  The coil shall be wound in such a manner as to permit easy payoff of the entire 
coil from the payoff reel. 

2.2 Reels 

The wire shall be shipped on non-returnable reels of NEMA standard WC 26 type and dimensions.  The inner end 
of the wire shall be brought to the outside of the reel flange and securely fastened with steel staples appropriate 
to the wire size.  The inner end shall not be brought out through the reel arbor.  The outer end shall be fastened 
to the inner side of the flange with steel staples, appropriate to the wire size, to the inner side of the reel flange..  
The reel arbor hole shall have a diameter of 2-3/4 inches.  Reels must be delivered in the upright position suitable 
for side unloading by forklift, and not strapped or palleted.  Tare weight shall be printed on all reels. 

3. Reference Specifications:  ANSI C8.35, NEMA WC-5, and NEMA WC 26, latest revisions 

4. Approved Manufacturers:  Nehring, Republic, Service Wire, Southwire 

5. Stock Unit:  FT 
 
 

Conductor Approximate Weight, lbs. Nominal Length, ft. 
Stock  
No. AWG Strand Temper 

Insulation 

Thickness, mils 
per  
100 ft. Coil Reel Coil Reel 

611444 6 solid soft 30 09 150 – 1,700   – 

611442 4 solid soft 30 14 150 – 1,100   – 

611392 4 solid MHD 30 14 150 – 1,100   – 

611390 2 solid MHD 45 22 250 1,000 1,100 04,545* 

611393 4 solid MHD 30 14 – 1,430   – 10,000 

          

 *NEMA reel no. 32-24 
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