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C O N N E C T O R S ,  A L U M I N U M  –  O V E R H E A D  S P L I C E S  
A U T O M A T I C ,  C O M P R E S S I O N  A N D  P R E F O R M E D  

SPLICE, ACSR, Ful l  Tension 
Per SCL Matl. Std.:  None 
Stock Unit:  EA 
Stock 
No. kcmil 

Code 
Word 

Strand-
ing 

Alcoa  
Cat. No. Die 

659425 300 – 22/7 8076.719SP 6076AH 
659123 477 Hen 30/7 CJ116 6011CD 
659130 795 Drake 26/7 CJ126 6012CD 
659144 795 Mallard 30/19 CJ146 6014CD 
659148 954 Rail 45/7 CJ133 6013CD 

 
SPLICE, AAC, Ful l  Tension 
Per SCL Matl. Std.:  None 
Stock Unit:  EA 
Stock 
No. kcmil 

Code 
Word 

Strand-
ing 

Alcoa  
Cat. No. Die 

659184 795 Arbutus 37 CJE11 6011CD 
 
SPLICE, AUTOMATIC,  ACSR, Ful l  Tension 
Per SCL Matl. Std.:  6775.6 
Stock Unit:  EA 
Stock No. Conductor Size Rated Strength, Lbs. 
650663 2/0 05,345 
650665 4/0 08,420 
650666 336.4 14,050 
650668 397.5 – 

 

SPLICE,  
Preformed 
Application: For ACSR or all aluminum conductors. 
Per SCL Matl. Std.:  6591.8 
Stock Unit:  ST 

Stock No. 
For Conductor 
Code 

Conductor 
Size Dia (in) 

659195 Chickadee 397.5 0.743 
659197 Arbutus 795 1.026 
659194 Mallard or 795 1.140 

 Rail 954 1.165 

 
 

SPLICE, Ful l  Tension 
SCL Matl. Std.:  6501.10 
Stock Unit:  EA 
Stock No. AWG or kcmil 
650174 4/0 to 336.4 AL 
650172 1/0 to 4/0 ACSR 
650196 4/0 to 397.5 ACSR 
650198 397.5 to 477 ACSR 

 
SPLICE, Part ia l  Tension 

SCL Matl. Std.: 6501.10 
Stock Unit: EA 
Stock No. AWG or kcmil 
013530 E 1/0 to 4/0 ACSR 
650138 E 4/0 to 477 ACSR or 500 ACC 

 
SPLICE, Minimum Tension 

SCL Matl. Std.: 6501.10 
Stock Unit: EA 
Stock No. AWG or kcmil 
650100 E #10 Solid – 1/0 ACSR 
650102 E #8 Solid – 2/0 ACSR 
650104 E #4 Solid – 4/0 ACSR 
650106 E 2/0 Stranded – 366.4 ACSR or 350 

Stranded 
 

REPAIR SLEEVE, ACSR 
Application: For reinforcing broken or damaged 
conductor strands.  Not suitable for use as a splice. 
Per SCL Matl. Std.:  None 
Stock Unit:  EA 
Stock 
No. kcmil 

Code 
Word 

Strand- 
ing 

Alcoa  
Cat. No. Die 

659859 795 Mallard 30/19 RS14 6014CD 
 

 
 
 
 
 


	Alcoa Cat. No.
	Strand-ing
	Die
	kcmil
	Code Word


	kcmil
	Code Word

	Alcoa Cat. No.
	Strand-ing
	Die
	Conductor Size
	Rated Strength, Lbs.

	For Conductor Code
	Conductor Size


	Alcoa Cat. No.
	Strand-ing
	Dia (in)
	AWG or kcmil
	AWG or kcmil
	kcmil
	Code Word


	Die

