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Connectors, 1000 A 

Connectors, Multiple, Insulated Submersible, 1000 A  

Description: For use in pedestal, vault, and handhole or direct-bury 
applications. 

 

Matl. Std.: 6780.05 

Stock Unit: EA 

Stock No. Description  

678800  3-position connector without streetlight tap, small bolt terminals  
678703  3-position connector without streetlight tap, large bolt terminals  
678707 4-position connector with streetlight tap  
678713 6-position connector with streetlight tap  
678715  8-position connector with streetlight tap  

 

Insulating Sleeve 

Description: 10-1/2-in long EPDM sleeve for use with 1000 A multiple 
insulated submersible connectors. 

 
Matl. Std.: 6780.05 

Stock Unit: EA 

Stock No.: 678620  

 

Streetlight Tap Cover 

Description: EPDM tap cover for use with 1000 A multiple insulated submersible 
connectors; 2-1/2 inches high. 

 

  
Matl. Std.: 6780.05 

Stock Unit: EA 

Stock No.: 678663 

  

 

Terminal Lug, Standard Barrel Type 

Description: Compression terminal lug with aluminum (Al – Cu) barrels; for 
connecting secondary cable together with multi-position, secondary 
connectors; submersible or overhead applications. 

   
Matl. Std.: 6786.00 

Stock Unit: EA 

 Cable Size (AWG or kcmil) Die  

Stock No.: Str. Comp. MD6 Tool Y-35 Tool  

678695 E #6 #6 WK-840(2) UK-840(2)  

678697 E #4 #4 WK-840(2) UK-840(2)  

678692 E #2 #2 WK-840(2) UK-840(2)  

678693 E #1 #1 WK-840(2) UK-840(2)  

678694 E 1/0 1/0 WK-840(2) UK-840(2)  

678687 E 2/0 2/0 WK-840(2) UK-840(2)  

678696 E 3/0 3/0 WK-840(2) UK-840(2)  

678689 E 4/0 4/0 WK-840(2) UK-840(2)  

678698 E 250 400 – U-655(2)  

678699 E 300-350 350 – U-655(2)  

678700 E 400-500 500 – U-655(2)  
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Terminal Lug, Extra Long Barrel 

Description: Compression terminal lug with extended copper barrel for 
connecting #2 AWG, 7-strand, bare copper transformer 
ground to a submersible, insulated, multi-position, secondary 
connector. Designed to extend outside rubber boot to prevent 
ingress of moisture into connector from a stranded conductor.  

  
Matl. Std.: 6786.00 

Stock Unit: EA 

 Die  

Stock No. MD6 Tool Y-35 Tool  

012729 W-162(2) U-162(2)  

 


