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C O N N E C T O R S ,  C O P P E R ,  B O L T E D  
 

SPLIT BOLT TAP, Parallel Type 
SCL Matl. Std.:  6688.7 
Stock Unit:  EA 

Stock No. 
Max. Conductor Size, AWG 
Solid Stranded 

668860 E #10 #12 
668861 E 0#8 0#8 
668862 E 0#6 0#7 
668864 E 0#4 0#5 
668867 E 0#1 0#2 

 

TWO BOLT TAP, Parallel Type 
SCL Matl. Std.:  6693.7 
Stock Unit: EA  

Stock No. 

Conductor Range, AWG or kcmil 
Run  Tap  
Min. Max. Min. Max. 

669379 E #2 str #2/0 str #10 str #2/0 str 
669380 E #1/0 str #4/0 str #10 str #4/0 str 
669381 E 250 350 #10 str 350 
669382 400 500 #10 str 500 
669383 400 800 #3/0 str 800 
669384 500 1000 #3/0 str 1000 

 

GROUNDING CONNECTOR, Stud To Cable 
Application:  Female bug stud for use on metal  
oxide arresters Stock No. 680115 and 680117. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock No. 
Connector  
Range, AWG 

Approved Manufacturer 
Penn-Union 

668872 #2 to #6 STS-4 
 

PADMOUNT CONNECTOR, Primary Termination 
Application:  For use in pad mount switches and 
apparatus. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock No. 
Approved Manufacturer 
S&C Electric 

661255 4745 
 

TRANSFORMER CONNECTOR, Multiple Tie 
Description:  3/4˝ shaft,  4-hole NEMA pad. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock No. 
Approved Manufacturers 
Dossert Homac Penn-Union 

676150 MTR2C-75 CEA 4-75 FT4-075 

 

BOLTED TERMINAL, Cable to Flat, Tap Plug 
SCL Matl. Std.:  6761.1 
Stock Unit:  EA 

Stock No. 

Cable Range,  
AWG or kcmil 

 

Minimum Maximum Figure 
676102 #8 Solid #2/0 str  

676104 #6 Solid 250  

676115 #8 Solid #2/0 str  

676117 #6 Solid 250  

676120 #1/0 Solid 500  

676123 #2/0 Solid 1000  
 

TERMINAL, Stud to Flat 
Description:  Threaded stud (12 TPI) to 4" wide 4 hole 
NEMA pad. 
SCL Matl. Std.:  none 
Stock Unit:  EA  

Stock  
No. 

Stud 
Size, 
in. Type 

Approved Manufacturers 

Anderson Homac Travis 
671372 1-1/2 std HDSF- 

14-1-D- 
1/2-12 

KSLC-
13A- 
4NN 

14-348 

671375 1-1/2 90° HDSF- 
14-1-D- 
1/2-90-12 

– – 

671415 3 std HDSF- 
30-1-D- 
3/4-12 

KSLC- 
15- 
4NN 

14-380 

011363 3 90° HDSF- 
30-1-D- 
3/4-90-12 

– – 

 

VISE JAW CONNECTOR, Bronze  
SCL Matl. Std.: 6693.80 
Stock Unit:  EA 

Stock No. 
Conductor Size, 
AWG or kcmil 

012173 E #4 
012171 E #2 stranded 
012169 E #2/0 stranded 
012170 E #4/0 
012172 500 
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