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C O N N E C T O R S  –  G R O U N D I N G  
All Stock Units:  EA 

CABLE TO IPS OR ROD 
Description:  One or more conductors, bolted type. 
SCL Matl. Std.:  6762.7 

Stock No. IPS, in 
Cable Size Range,  
AWG/kcmil 

676389 2 2/0 sol. to 250 
676392 2-1/2 #4 sol. to 2/0 str 
676393 2-1/2 2/0 sol. to 250 
676398 3 2/0 sol. to 250 
676410 4 2/0 sol. to 250 

 

CABLE TO PIPE OR ROD 
Description:  Parallel or 90 degrees, bolted type. 
SCL Matl. Std.:  6762.7 

Stock No. Rod or Pipe, in 

Cable Size 
Range,  
AWG/kcmil 

676254 5/8 to 3/4 rod #4 sol. to 2/0 str 
676255 5/8 to 3/4 rod 2/0 sol. to 250 
676271 1-1/4 IPS #4 sol. to 2/0 str 
676277 1-1/2 IPS #4 sol. to 2/0 str 
676283 2 IPS #4 sol. to 2/0 str 
676285 3 IPS #4 sol. to 2/0 str 
676286 4 IPS #4 sol. to 2/0 str 
676287 5 IPS #4 sol. to 2/0 st. 

 

TW O CABLES TO PIPE,  ROD,  OR CONDUIT 
Description:  Parallel or 90 degrees, bolted type. 
SCL Matl. Std.:  6762.7 

Stock No. Rod or Pipe, in. 
Cable Size Range,  
AWG 

676551 5/8 to 3/4 rod #4 sol. to 2/0 str 
 

THREE CABLES TO PIPE OR ROD 
Application:  For grounding 3 equal cables  
to driven rod or pipe. 
SCL Matl. Std.:   6762.7 

Stock No. Rod or Pipe, in. 
Cable Size Range,  
kcmil 

676427 5/8 to 3/4 rod, 3/8 IPS 300 to 500 
 

CABLE TO FLAT BAR 
SCL Matl. Std.:  6766.1 
Stock No. Cable Size, AWG/kcmil 
676674 #4 sol. to 2/0 str 
676675 2/0 sol. to 250 
676676 300 to 500 
 

 

CROSSED CABLES 
Application:  For crossing grounding conductors. 
SCL Matl. Std.:  none 
 

Stock No. 
Cable Size, AWG/kcmil Approved Manufacturers 
Run A Run B Burndy Anderson 

676644 #4 sol. to 2/0 #4 sol. to 2/0 GX2626 GC-113-AA 
676647 2/0 to 250 2/0 to 250 GX2929 GC-113-BB 
 

GROUND TO GRID 
Description:  Wedge pressure type, wrench driven. 
Application:  Used in substations. 
SCL Matl. Std.:  none 

Stock No. 
Cable Size, AWG/kcmil 

AMP, “Wrench-Lok” Run A Run B 
677510 4/0 to 350 1/0 to 4/0 83748-1 
677512 500 500 83750-6 
677514 350 to 500 4/0 to 350 83751-3 
 

CABLES TO FLAT BAR 
SCL Matl. Std.:  6766.1 
Stock No. Cable Size, AWG/kcmil 
676694 #4 sol. to 2/0 str 
676695 2/0 sol. to 250 
 

GROUND ROD CONNECTOR,  COMPRESSION 
Description:  5/8” copperclad rod to #4 Cu. 
Per AMP Cat. No.:  83017-2 
Stock Number:  564022 
 
 
OVERHEAD TRANSFORMER GROUNDING  CLAMP 

Description: Connects transformer tanks to 
ground conductors. 
Application: Overhead transformer ground 
clamps are used to replace damaged ground  
clamps on units returned from the field. 
SCL Matl. Std.: 6762.10  
Stock unit: EA 
Stock No. Stud Size, in. Wire Size, AWG 
676200 1/2” x 13 NC #8 sol. to 2/0 str 
 

SETSCREW  LUG 
Application:  For grounding streetlight mast arms. 
SCL Matl. Std.:  None 
 
Stock No. Hole Size, in. Wire Size, AWG Approved Mfr. 
012564 E 1/4 #14 str. to #6 str Burndy KA6U 
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