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Connectors: Copper – Compression and Wedge “C,” Barrier, Grounding 
Wedge and “T” 

Tap, Compression, Parallel Type 
Matl. Std.: 6773.5  
Stock Unit: EA 

Stock No. Fig. 
Cable Size, AWG or kcmil Tool and Die   

 
Figure 1 

 
Figure 2 

 
Figure 3 

Run  Tap  MD-6 Y35/39 T&B    
677323 E 1 #4 #4 W-BG (2) U-BG (1) T&B dies fit    
677325 E 2 #2 #4 W-C (2) U-C (1) Y-39    
677326 E 1 #2 #2 W-C (2) U-C (1) –    
677329 E 1 1/0–2/0 1/0–2/0 – U-O (1) –    
677330 E 3 2/0–4/0 #4 – U-D3 (1) –    
677331 E 3 2/0–4/0 2/0–1/0 – U-D3 (1) –    
677332 E 3 2/0–4/0 2/0–4/0 – U-D3 (1) –    
677333 1 250–350 #1-3/0 – – Black 106H (2)    
677336 1 250–300 #6-2/0 – – Pink 99H (2)    

Tap, Compression, “T” Type 
Matl. Std.: None 

 

Stock Unit: EA 

Stock No. 
Cable Size, AWG or kcmil 

Y35/39 Die Manufacturer and Catalog No.  Run  Tap 
679648 500 4/0 Stranded U34CRT or U28CRT Dossert CST 50-21 

Frankel TES-50-4/0R 
 

 
Tap, Compression, Parallel Type, Thin-Wall 
Matl. Std.: 6773.61  
Stock Unit: EA 

 

Application: Intended for streetlight handhold connections. 

Stock No. 
Cable Size, AWG or kcmil 

Color Code 
Tool and Die  

Run Tap  MD-6  Y35/39   
13633E #2 #12–#6 Pink W25VT (2) UC2 (1)  
13634E #6 #8–#6 Brown W2CVT (2) UC4 (1)  
13635E #6 #12–#10 Gray W4CVT (1) –  
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