
Seatt le  Ci ty Light  

STOCK CATALOG 

stock c lass-page:  

superseding:  
e f fec t ive date:  

65-29 
February 7 ,  2013 
October  16,  2013 

 

 

T E R M I N A L S  A N D  S P L I C E S ,  N O N - I N S U L A T E D  S O L D E R L E S S  T Y P E  
 
 

Description:  Non-insulated compression ring terminals 
and splices. 

Application:  Ring terminals are installed on the ends of 
low voltage conductors and secured with a hand-operated 
crimping tool.  Design provides a low cost, reliable electrical 
connection. 

Non-insulated terminals and splices do not have a voltage 
or temperature rating. 

Non-insulated terminals and splices are not appropriate for 
direct burial, where strain relief is required, or where long-
term vibration may occur.  If wire strain relief or vibration 
resistance is required, use insulated terminals, Material 
Standard 6771.30.  If a greater selection is desired, 
insulated terminals may be substituted for non-insulated 
ones. 

SCL Matl. Std.:  6771.20 

Stock Unit:  EA 
 
 
 

RING TERMINALS, Standard Duty 
 
 
 
 
 
 
Stock  
Number 

Wire Size  
Range, AWG 

Stud Size,  
Stud #/in 

677141 #22-#18 #10 

677144 #16-#14 #10 

667145 #16-#14 1/4 

677159 #12-#10 #10 

677161 #12-#10 1/4 

 
 

RING TERMINALS, Heavy Duty 
 
 
 
 
 
 

 

BUTT SPLICES, Standard Duty 
 
 
 
 

Stock  
Number 

Wire Size  
Range, AWG 

677390 #22 - #18 

677391 #16 - #14 

677425 #12 - #10 

 

 

Stock  
Number 

Wire Size  
Range, AWG 

Stud Size,  
Stud #/in 

677169 #12-#9 #12-#10 

013515 #12-#10 #10 

677189 #12-#10 1/2 

677187 #6 1/2 

677193 #4 5/8 

677188 #2 5/8 

 
  


