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Connectors, Aluminum, for Aluminum and Copper Connections 

Splice, Tapered 
Description: For conductors energized 4 kV or higher; Al-Al, Al-Cu, or Cu-Cu; oil stop; 

tin-plated.  
Matl. Std.: 6774.7 
Stock Unit: EA 
  Tools and Dies  
Stock No. Conductor Size MD-6 Y35/Y39  
650631 #1 Str. and 1/0 Sol. W1CRT (2) U1CART (2)  
650632 1/0 W25RT (2) U25ART (2)  
650634 4/0 W28RT (2) U28ART (2)  
650637 350 – U31ART (2)  
650639 500 – U34ART (4)  
650641 750 – P39ART (2)a  

a. Y46 tool 
 
Splice, Reducing, Aluminum or Copper 
Description: For splicing aluminum conductors to copper.  

 Matl. Std.: none 
Stock Unit: EA 
      

Stock No. 
Aluminum 

(kcmil) 
Cu  

(kcmil) Catalog No. 
Tools and Dies  

Y35/Y39 Y46 
650591 500 350 Burndy YRB34U31 U34ART (4) –  
650593 750 500 Burndy YR39A34CAY  

MacLean MAPR750-500-1.59 
– P39ART (2)  
– P39ART (2) 

 
Splice, Aluminum or Copper 
Description: Aluminum secondary compression splice 

 Stock Unit: EA 
Matl. Std.: 6774.1 
  Tools and Dies  
Stock No. kcmil Y35/Y39 Y46  
650609 350 U34ART (4) U31ART (4)a  
650611 500 U34ART (2) U31ART (4)a  
650613 750 and 

750CR 
– P39ART (2)  
U39ART (2) –  

a. With adapter 
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