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Connectors, Aluminum and OH Wedge Taps, Stirrups and Copper Hot Line 
Taps

Wedge Taps, Al and Cu, Burndy and AMP 
Description: A wedge tap provides an electrical 

connection between a primary conductor 
and a tap conductor. Joined conductors may 
be aluminum or copper, or both. Burndy 
wedge taps are installed using a Burndy 
Wejtap tool Note: AMP wedge taps are 
being phased out and replaced by Burndy 
wedge taps. 

Application: A wedge tap can be used to construct a 
single-phase or three-phase overhead 
primary line jumper, or to connect a line 
switch to an underground termination pole. 

Matl. Std.: 6774.31 (Burndy) 
Stock Unit: EA  

 

Stock No. 
(Burndy) 

Conductor Range 
Stock No. 
(AMP) Run Tap 

013610 2/0 AWG 2/0 AWG 651090 
013611 4/0 AWG 4/0 AWG 651091 
013612 397.5 kcmil #4 AWG 651092 
013613 397.5 kcmil 2/0 AWG 651093 
013614 397.5 kcmil 4/0 AWG 651094 
013615 336.4 kcmil 336.4 kcmil 651095 
013616 477 kcmil 500 kcmil 651096 
013617 477 kcmil 2/0-4/0 AWG 651097 
013618 4/0 AWG #4 AWG 651099 
013619 954 kcmil 397.5 kcmil 651100 
013620 397.5 kcmil 397.5 kcmil 651101 
013621 4/0 AWG #1 to 1/0 AWG 651102 
013622 #2 AWG #2 AWG Cu 651105 
013623 1/0 AWG #2 AWG Cu 651106 
013624 954 kcmil 795 and 954 kcmil 651107 
013625 954 kcmil 795 to 954 kcmil 651108 
013626 795 kcmil 795 kcmil AAC 651109 
013627 954 kcmil 500 kcmil Cu 651113 
013628 a 4/0 AWG 4/0 AWG 651116 

a. For all Cu connector tower crossings. 
 
Clamp, Hot Line Tap, Cu 
Matl. Std.: 5807.1 
Stock Unit: EA 
 Conductor Range  
Stock No. Run Tap  
580725 E #8 Sol. To 2/0 #8 Sol. to 2/0  
580727 #6 to 400 #6 Sol. to 4/0  
 
 
 

Cartridge, Wedge Tap, Burndy 
Application: Used to install and remove wedge taps. 

Matl. Std.:  6774.31 
Stock Unit:  EA 
Stock No. Used with Tap 

Sizes 
Shell 
Color 

Burndy 
Catalog No. 

013629 2/0 to 4/0 Blue WPBBNBO 
013630 To remove blue Red WPBRNBO 
013631 336.4 to 477 Yellow WPBYNBO 

 
Cartridge, Wedge Tap, AMP 
Application: Used to install and remove wedge taps. 
Matl. Std.:  None 
Stock Unit:  EA  
Stock No. Shell Color 
750016 White 

 
Stirrups, Hot Line, Wedge Clamp 
Description Wedge type hot line clamp, also known as 

a stirrup. Bails are 2/0 tinned copper, or 
larger. Stock No. 580676 has a 4/0 bail. 
Clamps are individually packaged to 
prevent contamination. 

Application: Stirrups protect primary conductors from 
wear by providing a connection point for hot 
line tap clamps. Clamp is designed for 
installation on energized conductors. 

Matl. Std.: None 
Stock Unit: EA 
Stock  
No. 

Conductor  
Size 

Manufacturer Catalog  
No. 

580671 336.4 AMP 602142 
580672 397.5 AMP 602143 
580673 477 AMP 602248 
580676 954 AMP 602237 

 
Stirrups, Hot Line, Bolted 
Description: Bolted type hot line clamp, also known as 

a stirrup. Clamp jaws are pre-filled with 
inhibitor. Clamps are individually 
packaged to prevent contamination. 

Application: Stirrups protect primary conductors from 
wear by providing a connection point for hot 
line tap clamps. Clamp is designed for 
installation on energized conductors. 

Matl. Std.: None 
Stock Unit: EA 
Stock No. Conductor 

Size 
Manufacturer Catalog No. 

580678 397.5 to 
954 

Anderson AHLS-954022-
E-TB-XB 
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