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Connectors, Aluminum  
Parallel Groove, Aerial Cable, Tap and Pigtail Adapter 

Clamp, Parallel Groove, Bolted 
Description: Per NEMA SG1 

 

Matl. Std.: None 
Stock Unit: EA 

 Conductor Size Manufacturer Catalog No.  
Stock No. Main Tap Burndy Penn-Union  
652020 E #6 AWG to 1/0 #6 AWG to #2 AWG UC25R2RS PCA-010-BF  

 

Clamp, Aerial Cable 
Description: Malleable iron without coating.  Fully threaded. Use with 5/8 in x 4-

1/2 in bolt, lock washer and nut. Messenger diameter range .25–.56 

 

Matl. Std.: None 
Stock Unit: EA 

 Manufacturer Catalog No.  
Stock No. Hubbell MacLean  
581348 ASC2 MB-62  

 
Tap, Parallel Groove, Two-Bolt 
Description: Suitable for Al to Al and Al to Cu. 

 

Matl. Std.: 6693.5 
Stock Unit: EA 

 Conductor Size  
Stock No. Main Tap  
651132 4/0 to 336.4 kcmil ACSR #6 AWG to 336.4 kcmil ACSR   
651134 336.4 to 715.5 kcmil ACSR 3/0 to 715.5 kcmil ACSR   

 

Tap, Closed 
Tool: Anderson Versacrimp VC6 (2) (3) 

 

Matl. Std.: 6501.1 
Stock Unit: EA 

 Conductor Size  
Stock No. Main Tap  
650314 2/0 to 4/0 #4 AWG to 4/0  
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Pigtail Adapter 
Application: For connecting aluminum conductors to copper  

equipment terminals.  

 

Matl. Std.: 6772.00 
Stock Unit: EA 

  Tool and Die 
Stock No. Conductor Size MD-6 Y35-&39 Y46 
686076 #8 AWG compressed BG, 5/8 U-BG, U-5/8 – 
686056 #1 AWG compressed or 1/0 solid – UK840 – 
650578 350 kcmil compact or compressed – U31ART – 
650579 500 kcmil compact or compressed – U34ART – 
686075 750 kcmil compact – – P39ART 
010320 1000 kcmil compact or compressed – – – 
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