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GROUNDING CONNECTORS - CLAMPS AND BALL GROUNDS

BALL AND SOCKET GROUNDING SYSTEM

These items are rated and BPA tested at 30 kA for 30 cycles. At locations where the fault duty exceeds this value, the devices
must be used in parallel if they are to be used at all. Use only copper ferrules with copper or bronze clamps.

BPA TESTED DEVICES. NO SUBSTITUTIONS. SALISBURY ONLY.

Stock No. Description

650210 BALL SOCKET CLAMP, bronze
alloy, with strain relief, for 5/8-11
threaded ferrule.

Stock Unit: EA

650215 BALL STUD, SHORT, Copper
Alloy
Stock Unit: EA

650220 BALL STUD, LONG, copper
alloy, for use with ball socket
clamp of 2-3/4” or less wide
copper duckbill clamp.

Stock Unit: EA

Salisbury
Cat. No.
21190

21191

21192

B

650205 CLAMP, GROUNDING,
aluminum, “Duck Bill”, spring
loaded, use with 650245
and 615500.
Stock Unit: EA

650212 CLAMP, GROUNDING,
aluminum, “C” type, Al. body,
with strain relief sleeve.
Stock Unit: EA
Salisbury Catalog
No. 1895 is an
acceptable substitute
if No. 1893 is not
available.

Stock No.

650225

650230

650235

650240

650245

615500

615505

Description

Salisbury
Cat. No

BALL STUD, copper alloy, offset, 21228

NEMA pad.
Stock Unit: EA

COVER, copper alloy,
stud.
Stock Unit: EA

for ball 21236

FERRULE, copper, for 2/0 2024

stud
Stock Unit: PR

grounding cable, 5/8-11 th R
!m’r‘-mi

FERRULE, copper, for 4/0 2025
grounding cable, 5/8-11 threaded

stud.
Stock Unit: PR

FERRULE, Aluminum,

threaded stud.

for 4/0 2640

grounding cable 5/8-11 m I
! H""tmi

Stock Unit: PR

i

CABLE, GROUNDING, #4/0 Cu., 2139

SD, 2000 or more stral
thermoplastic
elastomer jacketed.
Stock Unit: FT

nds, yellow

EE-""‘ _OVNG LMLLS

CABLE, GROUNDING, #4/0 Cu. 2288
SD, 2000 or more strands, clear

flexible thermoplastic
(PVC) jacketed.
Stock Unit: FT
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