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T E R M I N A L  B L O C K ,  D I N  M O D U L A R  S Y S T E M  
 

 

 

1. Terminal Blocks, of the configuration shown, shall 
mount to a DIN Rail system similar to the DIN EN 50 
022: 1977 35 mm x 15 mm. 

 Note: DIN stands for Deutsches Institut für Normung, 
the German Institute for Standardization. 

 For purposes of this standard the descriptions of the 
Phoenix brand “Clipline” Series are used. Other 
manufacturers of DIN rail terminal modular blocks are 
Weidmuller, Entrelec and Allen-Bradley. 

2. Construction:  

 The plastic bodies of the modules are made of 
Thermoplastic Polymide PA. 

 Metal parts shall be corrosion proof and made of a 
copper alloy, and metal surfaces shall be protected by 
galvanic nickel or tin plating.  

3. Wire Size: The terminal shall accommodate wire 
sizes of 24 – 10 AWG. 

4. Nominal voltage class shall be 600 Volt. 

 

5. Terminal Block Components 

 
 Fuse Ground Knife Disconnect One-Level 
 Terminal Terminal Terminal Terminal 
 Block Block Block Block 
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5. Terminal Block Components, continued 

Component Description 

Cross 

Section, 

mm² 

Dimensions, 

mm Color 

Phoenix  SCL 

Type 

Model/ 

Order 

No. 

Stock  

No. 

DIN Rail deep-drawn, high 
profile, unperforated, 
1.5 mm thick, 
aluminum 

order designation:  
AL UNPERF 2000MM 

– 15 high,  
35 wide,  
2 meters 
long 

gray Al NS 35/15 1201756 012609 

End Clamp for supporting the 
electronic base. If 
mounted vertically, two 
end clamps are 
required in each case. 

– – – E/UK 1201442 012610 

Fuse  

Terminal  

Block 

18 – 8 AWG 0.5 - 16 10.2 wide black USIG 0920083 012611 

Fuse Plug for cartridge fuse 
inserts 

– 5 x 20,  
5 x 25,  
5 x 30 

black ST - SI 0920229 012612 

Ground  

Terminal  

Block 

with screw connection 0.2 - 6 8.2 wide green-
yellow 

USLKG 6 N 0442079 012613 

Knife Disconnect  

Terminal  

Block 

with double test socket 
connection on both 
sides, 30 by 10 AWG 

0.2 - 2.5 6.2 wide gray 
 

blue 

UDK 4-MTK-
P/P 

UDK 4-MTK-
P/P BU 

2775210 
 

2775223 

012614 
 

012715 

One-Level Terminal 

Block 

with double connection 
on both sides, 30 by 10 
AWG 

0.2 - 2.5 6.2 wide gray 
 

blue 

UDK 4 
 

UDK 4-BU 

2775016 
 

2775090 

012615 
 

012716 

Ferrule with plastic sleeve – AWG #12 gray AI 4 – 12 GY 3200959 012617 

  

 

 

 

– AWG #14 blue AI 2.5 – 12 BU 3200962 012618 

         
 

6. References 

SCL Material Standard 2903.20; Switch, Test, 600 Volt, 30 Amp” (renumbered to 6771.45 in October 2015) 
 


