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S P L I C E  
A C S R  N E U T R A L  M E S S E N G E R  

 
 
 
 
 

1. Scope 
ACSR Neutral Messenger Splices shall be designed to splice the neutrals of triplex and quadruplex service 
drop cables.  The splices shall be made of 1350 grade aluminum and shall meet the applicable requirements of 
EEI TDJ-162. 

2. Industry Standards 

EEI-NEMA Standard TDJ-162 (ANSI C119.4), Connectors for Use Between Aluminum-to-Aluminum or 
Aluminum-to-Copper Bare Overhead Conductors 

ASTM Standard D 566, Standard Test Method for Dropping Point of Lubricating Grease 

3. Requirements 

Approved Manufacturers 
Stock 
Number 

Length “L” 
Minimum, in. 

Wire  
Size “A” 

Wire  
Size “B” Blackburn Burndy Homac Penn-Union 

650501 4 4 4 TR 63 YSS4R SNG 44 PNK-22 

650502 4 2 2 TR 64 YSS2R SNG 22 PNK-11 

650503 6 1/0 1/0 TR 66 YCS25R – – 

4. Holding Strength 
The holding strength shall not be less than approximately 50% of the ACSR rated breaking strength nor less 
than approximately 80% of the rated breaking strength of all-aluminum. 

5. Inhibitor 
Each splice shall be factory filled with a measured amount of oxide-inhibiting compound containing metallic 
particles in suspension.  The dropping point of the compound shall be in accordance with ASTM D 566.  The 
ends of the splice shall be covered with plastic caps to prevent contamination or leakage of the inhibiting 
compound. 

6. Markings 
Each splice shall have durable markings showing the conductor size, die number, number of crimps, 
manufacturer's name or trademark, and the manufacturer's catalog number. 

7. Tool Die Requirements 

Tool Burndy EEI Kearney Nicro T&B 

Die Code BG, 243 8A 5/8 Peach TU, 52 

Stock Unit:  EA 
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