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CUTOUT, Ultra Heavy Duty, 27 kV 

 

Description: Open type. 
SCL Matl. Std.: 6820.95 
Stock Unit: EA 
Stock No. Amperes Max. Design Model 
013739 100 27 kV Polymer 

 

FUSE TUBE, Ultra Heavy Duty 
Description: With cap and arc 
shortening rod. 
Application: For use with cutout Stock 
No. 682099 and 013739.  
SCL Matl. Std.: 6820.95 
Stock Unit: EA 

Stock No. Continuous Amperes 
682297 100 
 

BOX, Fuse Storage, PVC 
Application: For storing SMD-20 fuses on 
pole 
Shop Made per SCL Drawing: A3900 
Stock Unit: EA 
Stock No. Diameter, in Length, in 
580415 4 24 

 

FUSE CUTOUT, Enclosed, 2.6 kV 
Description and ratings:  
Normal duty. Gray porcelain enclosure 
Minimum continuous current rating, RMS  
amperes: 100 
Minimum interrupting rating 2.6 kV, five shot,  
RMS asymmetrical amperes: 8,000 
Minimum interrupting rating 2.6 kV, one shot,  
RMS asymmetrical amperes: 14,000 
NEMA "A" crossarm mounting bracket: not provided 
SCL Matl. Std.: 6820.10 
Stock Unit: EA 
Stock No. 682047 

TUBE, FUSE, Positect 
Application: For "Positect" cutouts. Used in Laurelhurst 
and Skagit. 
SCL Matl. Std.: none 
Stock Unit: EA 
Stock No. Amperes Rating S&C Cat. No. 
682295 50 52100R8 

 

BLADE, DISCONNECT 
Application: For converting porcelain or polymer cutout Stock No.682099 and 013739 to 300 ampere  
disconnect. 
SCL Matl. Std.: 6820.95 
Stock Unit: EA 
Stock  
No. 

Manufacturer Catalog Numbers 
ABB Cooper Hubbell MacLean 

682278 7194C60G08 LDC300A T710333T 89622R10 
 

MOUNTING ASSEMBLY AND END FITTINGS, SMD-20, 27 KV 
SCL Matl. Std.: none 
Stock  
No. 

Stock 
Unit Item 

Max.  
Amperes For Use With 

S&C  
Cat. No. 

682580 EA mounting and end fittings 200E SMU-20 E & K fuses and X limiters 92123R3-D 
682587 ST replacement end fittings - overhead – 682580 cutout 3095 
682585 EA replacement end fittings and 

silencer - padmount 
200E SMU-20 E & K fuses and X  

limiters in padmount switches 
3097 
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MOUNTING ASSEMBLY AND HOLDER, SM-5 
Description: Disconnect style for 250E and 300 E fuses. 
Application: For 26 kV and heavy industrial subs. 
SCL Matl. Std.: 6828.1 
Stock Unit: EA 
Stock No. Item Max. Amperes Style For Use With 
682847 mounting 300 inverted 682415 
682415 holder 300 inverted 682847 
682871 mounting 300 vertical 682403 
682403 holder 300 vertical 682871 
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