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F U S E  H O L D E R S ,  6 0 0  V  A N D  B E L O W  

IN-LINE FUSE HOLDER, Water-Resistant,  and Insulat ing Boots 
Description: In-line fuse holders may be used in dry or wet locations.  In wet locations, 
use rubber insulating boots, Stock No. 682360, to provide added protection against dirt 
and water. When called for, two boots are required per in-line holder. 
Recommended coupling nut torque is 10 to 20 in-lb. 
Stock No. 682366, is a breakaway version which includes a set of rubber insulating 
boots; all other Stock Nos. are non-breakaway and absent boots. 
Stock Nos. 682346, 682349, 682350, 682351, 682353, and 682366 are used with the 
"midget" fuses cited in Material Standards 6855.35 and 6855.50. 
Stock No. 682370, is used with the 480 V fuses, Stock Nos. 683171 and 683172, cited in 
Material Standard 6855.25. 
Stock Nos. 682335, 682352, and 012603 are used with the 480 V fuses, Stock Nos. 
683165 and 683163, cited in Material Standard 6855.25. 
SCL Matl. Std.: 6857.05  
Stock Unit:  EA 

 

 

Stock No. 
Voltage  

Rating (V) 
Current Rating, 
Maximum (A) 

For Fuses Measuring  
Diameter x Length (in) Loadside Terminal Lineside Terminal 

682370 600 15 13/32 x 1-5/16 #12 to #8, Cu crimp #12 to #8, Cu crimp 
682346 600 30 13/32 x 1-1/2 #12 to #8, Cu crimp #12 to #8, Cu crimp 
682349 600 30 13/32 x 1-1/2 #12 to #3, Cu setscrew #12 to #3, Cu setscrew 
682350 600 30 13/32 x 1-1/2 #12 to #8, Cu crimp #6, Cu crimp 
682351 600 30 13/32 x 1-1/2 #12 to #2, Al setscrew #12 to #2, Al setscrew 
682353 600 30 13/32 x 1-1/2 #12 to #3, Cu setscrew #12 to #2, Al setscrew 
682366 600 30 13/32 x 1-1/2 #12 to #8, Cu crimp #6, Cu crimp 
682335 480 60 13/32 x 2-1/4 #6 stranded to #4 solid, 

Al crimp 
#6 stranded to #4 solid, 
Al crimp 

682352 480 60 13/32 x 2-1/4 #12 to #2, Al setscrew #12 to #2, Al setscrew 
012603 480 60 13/32 x 2-1/4 #2 stranded, Cu crimp #2 stranded, Cu crimp 

 
 

INSULATING BOOT 
Description: Rubber-insulating boot, single-pole (two required per holder) 
SCL Matl. Std.: 6857.05  
Stock Unit:  EA 
Stock No.: 682360 
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PANEL-MOUNT FUSE HOLDER, 250 Volt  

Description:  see Material Standard 
Application:  Panel-mount fuse 
holders are used to mount small 
dimension, electronic, glass  
fuses in panels.  
Panel-mount fuse holders are 
intended for mounting in panel holes 
0.505 +/- .005 inches in diameter.  
Panel-mount fuse holders may be used with 
fuse Stock Number 683360, cited in Material 
Standard 6855.65. 
SCL Matl. Std.:  6857.10 
Stock Unit:  EA 

 

Stock No. 
Voltage 
Rating, V 

For Fuses Measuring 
diameter x length, in 

682348 250 1/4 x 1-1/4 
 

 
 
 
 
 
 
 
 
 
 
 

BLOCK TYPE FUSE HOLDER, Non-Reject ion,  
600 Volt  

Description:  see Material Standard 
Application:  Block type 
fuse holders accept all 
fuses measuring  
13/32 x 1-1/2 inch.   
Fuses measuring  
13/32 x 1-1/2 inch are  
also known as midget 
fuses.   
Block type fuse holders may be 
mounted to a variety of flat surfaces.  
Refer to specific literature for 
mounting hole drill patterns. 
The block type fuse holders specified in this standard 
lack an optional industry standard attribute called 
rejection feature.   
Fuse holders with rejection feature (UL Class CC) 
promote safety by preventing the insertion of low fault 
duty rated fuses in high fault duty circuits.   
Block type fuse holders will accept the any of the fuses 
cited in Material Standards 6855.35 and 6855.50. 
SCL Matl. Std.:  6857.15 
Stock Unit:  EA 
 

Stock No. Description 
012994 single pole 
012995 three-pole 
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