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A R R E S T E R S  
 
ARRESTERS, Surge,  Metal -Oxide 

Description:  Metal-oxide, surge arresters. 

Application:  For use on the distribution system at termination points to protect primary cable from voltage surges.  

Heavy duty distribution class arresters are for installation in areas where the fault duty is less than 20 kA rms symmetrical. 
Intermediate class arresters are for installation in areas where the fault duty is between 20 kA and 40 kA rms symmetrical. 

MCOV stands for maximum continuous operating voltage.  An arrester with a series gap can withstand a temporary (3 second) 
over-voltage of 2.0 per unit of MCOV rating. Arresters without a series gap have a temporary (3 second) over-voltage rating of 
1.4 per unit.  Surge arresters designed with gaps offer slightly better electrical performance than surge arresters designed 
without gaps. Intermediate class arresters are not available with gaps. 

The use of porcelain surge arresters is being phased out as Construction Standard are revised. 

Stock Unit:  EA 
 
 
 
 680002 680115 680117 680121 012593 
   & 012594 

 

 

Stock  
No. 

Duty-
Cycle 
Voltage 
Rating 

MCOV, 
kV rms 

Gapped 
Design 

System  
Application  
Voltage, 
Volts rms 

IEEE  
Class 

Housing 
Material Installation 

SCL 
Material 
Standard 

680002 03 02.55 no 4160GrdY/2400 heavy duty distribution polymer terminal poles 6800.1 

680115 21 17.0 yes 26400GrdY/15240 heavy duty distribution polymer terminal poles 6801.40 

680117 21 17.0 yes 26400GrdY/15240 heavy duty distribution polymer pad mount 
switches 

6801.40 

680121 21 17.0 no 26400GrdY/15240 intermediate porcelain terminal poles 6801.3 

012593 21 17.0 no 26400GrdY/15240 intermediate polymer terminal poles 6801.60 

012594 21 17.0 no 26400GrdY/15240 intermediate polymer pad mount 
switches 

6801.60 

 

MOUNTING KIT,  Surge Arrester  

SCL Matl. Std.:  none 

Application:  For mounting arresters in installed pad mount switchgear. 

Stock Unit: EA 

Stock  
No. PM Switch Type S&C Cat. No. 

680050 PMH-5 CVU-2648-5 

680055 PMH-9 & 12 CVU-2648-T  
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