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CURRENT LIMITING FUSES, 
HIGH VOLTAGE PRIMARY UNDERGROUND 

 
CURRENT LIMITER, X Rating, 27 kV, General 
Purpose (Full Range)    
For padmount switchgear and SMD-20 overhead 
cutouts.  Fits SMD-20 cutout, Stock No. 682580 with 
end fittings 682587 shown on page 68-3. 
Fits Padmount switch, when used with end fittings 
682585 shown on page 68-3. 
Per CL Matl. Std. 6840.1 
Stock Unit:  EA 

Stk. No. Size Item 

685006 25X Fuse 

685008 40X Fuse 

685010 65X Fuse 

685011 – Replacement end nut 
for use with 682585 
end fittings in 
padmount switch. 

CURRENT LIMITER, ET Rating 15.5 kV, General 
Purpose (Full Range) 
Per CL Matl. Std. 
6840.1.1 
For use in Stock No.  
684930 Trayer fuse holder. 
For single or three phase application on 
26.4grdY/15.24 kV system. 
Stock Unit:  EA 

Stock No. 
Ampere 
Rating 

Max. Interrupting 
Capability – I2T 

684935 40 ET 20 kA 

684937 65 ET 75 kA 

  

 

FUSE HOLDER, 1Ø, 27 kV, Submersible  
Air Insulated, field re-fusible.  Mount on rack shown 
below for use in 3 sets.  Order 2 each load break 
bushing inserts, Stock No. 686449, for each fuse 
holder.  See above for fuses. 
City Light Matl. Std. 
6849.5 
Stock Unit:  EA  
Stock. No 
684930 

 

 

 

 

 

 

 

RACK, MOUNTING, FOR FUSE HOLDER  
For mounting three Stock No. 684930 fuse holders. 
Trayer Eng. Cat. No. HDGR3-10, Drawing 961021, 
Rev. B. 
Stock Unit:  EA  
Stock. No. 684933 

 
FUSE HOLDER WITH FUSE, 27 kV, Submersible 
Fuse size is 50K (C limiter), Gas Insulated 
Per CL Matl. Std. 6840.4 
Trayer is field re-fusable. 
Kearney must be sent to factory to re-fuse 
Stock Unit:  EA  
Stock. No 
684908 
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