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FUSES, 600-VOLT AND BELOW

GENERAL PURPOSE FUSE, Non-Current
Limiting, 250 And 600 Volt

Description: See Material Standard

Application: General purpose fuses are used to protect
feeder and branch circuits where the available short-
circuit current does not exceed 50,000 amperes for
circuits rated up to 60 A (or 10,000 amperes for circuits
rated 65 to 600 A).

General purpose fuses are appropriate for lighting,
heating, and other non-inductive circuits.

General purpose fuses are intended for dry applications
only.

Stock Numbers 682607 and 682609 are used in fire
detection control cabinets.

Refer to Construction Guidelines NCB-140 and
NCB-141.

SCL Matl. Std.: 6855.05
Stock Unit: EA

Voltage Current
Stock No. Rating, Vac Rating, A
683020 250 1
683021 250 3
683023 250 6
683024 250 10
683025 250 15
683026 250 20
683027 250 25
683028 250 30
683029 250 35
683030 250 40
683031 250 45
683032 250 50
683033 250 60
683034 250 70
683035 250 80
682607 600 3

682609 600 10

DUAL-ELEMENT FUSE, Time-Delay, 250 Volt

Description: See Material Standard

Application: Unlike single-element, general purpose
fuses (Material Standard 6855.05), dual-element, time-
delay fuses can be sized closer to provide both high
performance short-circuit protection and reliable overload
protection in circuits subject to temporary overloads and
surge currents.

Dual-element fuses are appropriate for motor,
transformer, and other inductive circuits.

Dual-element fuses are intended for dry applications
only.

SCL Matl. Std.: 6855.10
Stock Unit: EA

Current
Stock No. Rating, A
683037 100
683039 125
683040 150
683042 200
683043 225
683045 300
683047 400
683049 500
683050 600
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