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T IME-DELAY FUSE,  125 Volt  

 

 

 

 

 

 

Description:  see Material Standard 

Application:  Time-delay fuses may be used only 
where proper protection is already being provided by 
a branch circuit device. 

Time-delay fuses are used to provide supplementary 
protection on branch circuits so that the branch circuit 
fuse is not disturbed in downstream, overcurrent 
situations. 

Time-delay fuses may be used only where the 
available short-circuit current does not exceed 10,000 
amperes at 125 Vac. 

Interrupting rating significantly decreases with 
voltage. 

Time-delay fuses are appropriate for general purpose, 
lighting, and meter circuits. 

Fuses measuring 13/32 x 1-1/2 inches are also 
known as midget fuses. 

SCL Matl. Std.:  6855.35 

Stock Unit:  EA 
 

Stock  
Number 

Current 
Rating, A 

683193   5 

683199 10 
 

 

 

ELECTRIC FUSE,  Smal l  Dimension,  Glass 

 

 

 

 

 

Description:  see Material Standard 

Application: Electronic fuses are appropriate for 
electronic circuits. 

SCL Matl. Std.:  6855.65 

Stock Unit:  EA 
 

Stock  
Number 

Voltage 
Rating, V 

Current  
Rating, A Type 

683290 250   1 fast 

683360   32 30 time-delay 

012620 250   1 fast 

012619 250   2 fast 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 


