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TERMINATOR ADAPTER PLATE TO REPLACE 
3/C, 27-kV POTHEAD  G&W TRA 3855C 

 

 
NOTES: 

1. Blind drill and tap 3/8" -16NC x 1/2" deep.  Install 18, 3/8" -16NC x 1-1/2" bronze studs.  Protect studs with Caplug® 
or equal.  Seat stud lightly.  On terminator adapter plate (Stock #686205), use 18, 3/8" -16NC x 1-1/2" bronze studs 
(Stock #012944).  No bolt circle holes or studs required for "flower pot" bushing wells. 

2. 5/8-inch steel plate 

3. Weld all around stainless steel flange on "flower pot" bushing well.  While welding, be sure to provide heat sink. 

4. Finish Coat: 

 4.1 Adapter Plate for PATR Terminators.  Prime outside (stud side) with DuPont LF-1858S and paint with 
black (Devoe Coatings Devguard 4308).  Prime inside with epoxy primer (DuPont Corlar #824S) and paint with 
epoxy white (Impron #508U). 

 4.2 Adapter Plate with "Flower Pot" Bushing Wells.  Prime topside (well side) with DuPont LF-1858S and 
paint black (Devoe Coatings Devguard 4308) and cover all welds, but do not coat the stainless steel surfaces.  
Prime bottom side with epoxy primer (DuPont Corlar #824S) and paint with epoxy white (Impron 508U).  Protect 
"flower pot" bushings from contamination. 

Stock Unit:  EA 
 
 

Adapter 
Plate Stock # Termination Device 

Bushing 
Stock # "A" "B" 

686202 PATR 1802 686482 4-3/8" 5-7/8" 

686204 PATR 1873 686461 5-1/8" 6-5/8" 

686205 Network 600 Amp BLR Bushing  687009 3-3/4" 4-3/4" 

  90° Straight 686387  

686208 ASSY Flower Pot Bushing  3 EA 
Elastimold K1601-PC-T1 

686434 2-5/8" Welded 

 




