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D E A D E N D  C L A M P S  
 

 

QUADRANT STRAIN, Forged Steel or Malleable Iron 

Description:  galvanized; cotter pins 
are stainless steel or hard drawn 
bronze 

Application:  for copper conductor 

SCL Matl. Std.:  6933.1 

Stock Unit:  EA 
 

Stock  No. 
Conductor Size,  
AWG - kcmil 

Ultimate Strength, 
lbs 

693370 1/0 - 300 20,000 
 
 

STRAIGHT LINE, Malleable or Ductile Iron 

Description:  galvanized; 
cotter pins are stainless 
steel 

Application:  for copper  
conductor 

SCL Matl. Std.:  6939.10 

Stock Unit:  EA 

Conductor Diameter, in Stock   
No. Minimum Maximum 

Ultimate Strength, 
lbs 

693901 0.36 0.93 15,000 clamp 

12,000 sag eye 
 

CLEVIS PIN 
Description: 5/8 in (nominal) x 2-1/2 in (nominal) steel pin 

Application: Replacement pin for Stock. No. 693901 

SCL Mtl. Std. 6949.10 

Stock No. 013167 
 

 

QUADRANT STRAIN, Aluminum 

Description:  socket eyes are forged 
steel or malleable iron; cotter pins are 
stainless steel 

Application:  for aluminum or ASCR 
conductor 

SCL Matl. Std.:  6937.1 

Stock Unit:  EA 

 

Stock  No. 
Conductor Size,  
ACSR 

Ultimate Strength, 
lbs 

693805 397.5 - 477 25,000 

693825 477 - 954 30,000 
 
 

STRAIGHT LINE, Hot Line Operable, Aluminum 

Description:  cotter pins and springs 
are stainless steel; bolts, nuts, 
washers, and pins  
are galvanized steel 

Application:  for aluminum  
or ASCR conductor 

SCL Matl. Std.:  6942.2 

Stock Unit:  EA 

Conductor Size 
Stock  No. Minimum Maximum 

Ultimate 
Strength, lbs 

694292 3/0 397 12,000 

694294 477 954 (Rail) 15,000 
 

 

 


