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I N S U L A T O R  C L A M P S ,  S U S P E N S I O N  
 

 

ANGLE, Forged Steel or Malleable Iron 
Description: Galvanized; cotter pins are  
stainless steel or hard drawn bronze 
Application: Hot operable; for copper 
conductor; for turning angles up to 120 
degrees 
SCL Matl. Std.: 6950.1 
Stock Unit: EA 
 

Stock No. 
Conductor Diameter, in Ultimate 

Strength, lbs Minimum Maximum 
695016 0.162 0.600 7000 
 

SUSPENSION, Malleable Iron 
Description: Galvanized; cotter pins are  
stainless steel or hard drawn bronze 
Application: For copper conductor 
SCL Matl. Std.: 6950.2 
Stock Unit: EA 
 

Stock No. 
Conductor Diameter, in Ultimate 

Strength, lbs Minimum Maximum 
695015 0.40 0.82 18,000 
 

SUSPENSION, Aluminum 
Description: Socket eyes are forged 
steel or malleable iron; cotter pins 
are stainless steel or hard  
drawn bronze 
Application: For aluminum  
conductor 
SCL Matl. Std.: 6951.1 
Stock Unit: EA 
 

Stock No. 
Conductor Diameter, in Ultimate 

Strength, lbs Minimum Maximum 
695115 0.40 0.80 15,000 
695119 0.50 1.02 25,000 
695137 1.00 1.45 25,000 
695155 1.25 1.82 25,000 
695167 1.75 2.25 25,000 
 

 

SUSPENSION ASSEMBLY, Double String 
Description: Type D; per SCL Drawing TD-10098 
Application: For 230 kV transmission line 
SCL Matl. Std.: None 
Stock Unit: ST 
Stock No.: 693060 
 
 
 
 

YOKE PLATE ASSEMBLY, DEADEND STRAIN 
Description: Galvanized, steel, heavy duty 
SCL Matl. Std.: 6970.15 
Stock Unit: ST 

 
 
Yoke plate assembly, Stock No. 693085, includes the 
following: 

Stock No. Description Quantity 
013660 Yoke plate 2 
695515 Ball clevis 2 
695550 Socket clevis 2 
696618 Anchor shackle, 3/4 in  3 
696200 Chain link 1 
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